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The manual applies to the Series Signal Analyzers tie following models:
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4051A Series SignaSpectrumAnalyzer (3Hz4GHz).
4051B Series Sign&bpectrumAnalyzer (3Hz9GHz).
4051C Series Sign&bpectrumAnalyzer (3Hz13.2GHz).
4051D Series SigndbpectrumAnalyzer (3Hz18GHz).
4051E Series Sign#bpectrumAnalyzer (3Hz26.5GHz).
4051F Series Sign#bpectrumAnalyzer (3Hz40GHz).
4051G Series Sign#bpectrumAnalyzer (3Hz45GHz).
4051H Series SignébpectrumAnalyzer (3Hz50GHz).
4051 Series Signal/Spectrum Analyzer (38ZGHz).
4051A-S Series Sign#bpectum Analyzer (3Hz4GHz).
4051B-S Series Sign&bpectrumAnalyzer (3Hz29GHz).
4051C-S Series Sign&#pectrumAnalyzer (3Hz13.2GHz).
4051D-S Series SignébpectrumAnalyzer (3Hz18GHz).
4051E-S Series Sign#bpectrumAnalyzer (3Hz26.5GHz).

Options of the4051Series Signal/Spectrurmanalyzer in addition to standard accessories:
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4051H01,BackRF input: To post position the RF signal input interface.
4051%H02, High IF Output: Output frequency range is 275MHz ~ 475MHz. Provide 30dB gain, 1dB step.

4051H03, IF output:Output third IF signal, output frequency range is 10MHz ~ 160MHz, steps
resolution is 1Hz.Provide 4 automatic gain positions to control level.

4051H04A, Reconstruct IF/Video Signal Outpdto realize arbitrary IF, AM/FM or I/Q sigaaitput in
form of digital reconstruction, the bandwidth upper limit is 40MHz.

4051H04B, Wide band Reconstruct IF/Video Signal Outpla realize arbitrary IF, AM/FM or I/Q signal
output in form of digital reconstruction, bandwidth range is 50MHz~100MHz.

4051-H08, Wide Log Detect Outpuilo output the logarithm wavaetection signal which can reflect the
input signal level characteristics.

4051:H12A, 40MHz bandwidth digital interfacefo output reatime broadband collecting data through
optical fiber, supprt max. 40MHz bandwidth signal data output.

4051H12B, 200MHz bandwidth digital interfac&p output reatime broadband collecting data through
optical fiber, support max. 200MHz bandwidth signal data output.

4051H15, +24V DC power supply: +24V DC powsupply.

4051:H22A, 4711 Data RecorderConfigured with SSD Data Recorder (have same interface
characteristics) to realize ret@ihe largecapacity recording of signal data.

4051:H22B, 4712 Data RecorderConfigured with HDD Data Recorder (have same iateef
characteristics) to realize retiithe largecapacity recording of signal data.

4051-H33, Electronic AttenuatorThe upper limit of frequency is 4GHz, attenuation range: 0~30dB, 1dB
steps.

4051-H34-04/4051H34-09/4051H34-13/4051-H34-18/4051:-H34-26/4051-H34-40/4051:-H34-45/405%
H34-50, Low-noise PreamplifierOptional lowbandPreAmplifier or all-band amplifier. The maximum
frequency of alband amplifier is up to 50GHZ051L exception)If an alkbandPreAmplifieris adopted,
a noise optimization patlf at least 4GHz frequency band should be provided.
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4051-H36, Preselector Bypas$he tracking preselector in the bypass receiving channel.
4051H38A, 40MHz Analysis BandwidthSupport 10Hz40 MHz analysis bandwidth.
4051H38B, 200 MHzAnalysis BandwidthSupport 10H2200 MHz analysis bandwidth.
4051-H38C, 550 MHz Analysis BandwidthSupport 10Hz550 MHz analysis bandwidth.

4051H39, Audio Analyzer Realize audio frequency signal parameter measurement, distortion
measurement and waveform analysis

4051-H40, External Mixer To extend the frequency range using external frequency mixing method. This
option provides LO output and IF input, as well as signal recognition ability.

4051:H41T Reattime Spectrum AnalyzePprovide digital phosphor spectrum and seamieaterfall,
including frequency template trigger, which can support-ties spectrum analysis of 200MHz
bandwidth.

4051H48 Noise FigureNoise source drive and noise figure measurement function (4051L exception)

4051504, Phase Noise Measurememrovide SSB phase noise curve and single point phase noise
measurement.

4051-S09, Analog Demodulation Analyzer Provide modulation characteristics and distortion
characteristics analysis of AM, FM, O04M signal s.

4051S10,Transient AnalyzerTo realize themeasurement & analysis of transient parameters, spectrum,
and timevarying characteristics of signals, support playback of the recorded data.

4051S12 Vector Signal AnalyzerThis option provides flexible demodulation functions of multiple
singlecarrier dgital modulation signals. It can provide vector charts, constellation diagrams, eye
diagrams, spectrum diagrams, etc., to analyze the characteristics of the modulation signal. The
modulation error of the signal can be obtained by demodulation, which tbelipdge the cause of the
signal error.

4051S13,Pulse Signal AnalyzeAutomatic measurement on time, level and modulation parameters of
pulse waveform and statistical analysis of pulse sequence

4051H97, Mounting suit Handles and accessories for 408dunting on standard racks

4051-H98, English options English panels, user manual, operation interface, and operation system.
Power supply: AC 100~240V50~60Hz.

4051H99, Aluminum transportation caseligh-strength lightweight aluminum transportatioase, with
handle and roller, convenient for transportation



Options of the4051S Series Signal/Spectrum analyzer in addition to standard accessories:
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4051HO03, IF output:Output third IF signal, output frequency range is 10MHz ~ 160MHz, steps
resolution is 1Hz.Provide 4 automatic gain positions to control level.

4051-H08, Wide Log Detect Outpuilo output the logarithm wavaetection signal which can reflect the
input signal level characteristics.

4051-H34-04/4051H34-09/4051:H34-13/4051-H34-18/4051-H34-26/4051-H34-40/4051:H34-45/4051
H34-50, Low-noise PreamplifierOptional lowband PreAmplifier or alband amplifier. The maximum
frequency of alband amplifier is up to 50GHA051L exception)lf an alkband PreAmplifier is adopted,
a noise optimiation path of at least 4GHz frequency band should be provided.

4051504, Phase Noise Measurememrovide SSB phase noise curve and single point phase noise
measurement.

4051-H97, Mounting suit Handles and accessories for 4051 mounting on standard racks

4051-H98, English options English panels, user manual, operation interface, and operation system.
Power supply: AC 100~240V50~60Hz.

4051H99, Aluminum transportation caseligh-strength lightweight aluminum transportation case, with
handle and rollegonvenient for transportation
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Declaration of Conformity

Certificate No. : CTL1608153120-EC

Applicant : The 41 Institute of China Electronics Technology Group Corporation

Address 2 No.98 Xiangjiang Rd. QingDao Economy and Technology Development
Zone, QingDao city, China

Product . SIGNAL & SPECTRUM ANALYZER

Trademark s El

Model(s) : AV4051A, AvV4051B, AV4051C, AV4051D, AV4051E, AV4051F,

AV4051G, AV4051H, AV4051A-S, AV4051B-S, AV4051C-S,
AV4051D-S, AV4051E-S

DECLARATION-M94-

Manufacturer :  The 41% Institute of China Electronics Technology Group Corporation
: Address ¢ No.98 Xiangjiang Rd. QingDao Economy and Technology Development
'“”] Zone, QingDao city, China
‘[I ml Test Report : CTL1608153120-E
|

Complies with the requirements of the
EC EMC directive 2014/30/EU with amendments.

Test Standards:
EN 61326-1: 2013
EN 61000-3-2: 2014
EN 61000-3-3: 2013
Remarks:

The CE markings as shown below can be affixed on the product after preparation of
necessary conformity documentation, as stipulated in article 10 of the Council Directive
93/68/EEC.
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For Chief Executive
Aug. 18, 2016

Shenzhen CTL Testing Technology Co., Ltd.

Add:Floor 1-A Baisha Technology Park, No.3011 Snhahexi Road.Nanshan District. Shenzhen.China 518055
Tel.(86)0755-689486194 Fax.(86)0755-26636041 Web.www.cti-lab.com E-mail:ctl @ctl-lab.com
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Declaration of Conformity

Certificate No. : CTL1608153120-SC

Applicant :  The 41" Institute of China Electronics Technology Group Corporation

Address : No.98 Xiangjiang Rd. QingDao Economy and Technology Development
Zone, QingDao city, China

Product ' SIGNAL/SPECTRUM ANALYZER

Trademark D OEWNKE

Model(s) 1 AV4051A, AV4051B, AV4051C, AV4051D, AV4051E, AVA051F, AV4051G,

AV4051H, AV4051A-S, AV4051B-S, AV4051C-S, AV4051D-S, AV4051E-S
Manufacturer : The 41" Institute of China Electronics Technology Group Corporation

Address *  No.98 Xiangjiang Rd. QingDao Economy and Technology Development
Zone, QingDao city, China
Test Report : CTL1608153120-S

Complies with the requirements of the
EC LVD directive 2014/35/EU with amendments.
Test Standards:

EN 61010-1:2010

Remarks:
The CE markings as shown below can be affixed on the product after preparation of necessary
conformity documentation, as stipulated in article 10 of the Council Directive S3/68/EEC.
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For Chief Executive WA
August 18, 2016 N

Shenzhen CTL Testing Technology Co., Ltd.

Add.Fioor 1-A Baisha Technology Park.No.311,Shahexi Road Nanshan District. Shenzhen,China 518055
Tol.(86)0755-89486104 Fax. (86)0755-26636041 Web www.cti-lab.com E-mail.cti@cti-lab.com
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Certificate No. :  CTL1608153120-RC

Applicant . The 41" Institute of China Electronics Technology Group Corporation

Aiilison No.98 Xi.angjiang. Rd. QingDao Economy and Technology Development
Zone, QingDao city,China
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Zone, QingDao city,China
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Complies with the requirements of the
EC RoHS directive 2011/65/EU with amendments.

Test Standards:
IEC 62321: 2008
IEC 62321-4:2013
IEC 62321-5:2013
Remarks:

This Certificate is issued in accordance with the RoHS Directive 2011/65/EU .

RoHS #7“

For Chief Executive
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Shenzhen CTL Testing Technology Co., Ltd.

Add Floor 1-A,Baisha Technology Park,No.3011 Shahexi Road,Nanshan District Shenzhen.China 518055
Tel (86)0755-89486194 Fax.(86)0755-26636041 Web:www.cti-lab.com E-mail.cti@ctl-lab.com

s
Y
<]
5
O
'._
<
oZ
<
el
O
Ll
0O
i
fimi
-
N
=F
<
‘@
<L
=
N
L
~
prd
O
|_
<L
o’
<
it
s
L
)




Preface

Thanks for choosing th&051 Series SignaSpectrum Analyzer developed and produced b@eyear
TechnologiesCo. Ltd

We devote ourselves to meeting your demands, providing youquiglity measuring instrument atite best
aftersales service. We persist with "superior quality and considerate service", and are committed to offering
satisfactory products and service for our clients.

Manual No.
AV2.732.1000SS

Version

D.2 207.02

Ceyear TechnologieSo. Ltd
Manual Authorization

The information contained in this User Manual is subject to change without notice. The power to interpret the
contents of and terms used in this Manual rests @ayear TechnologieSo. Ltd

Ceyear Technologie€o. Ltd owns the copyright of this User Manual which should not be modified or
tampered by any organization or individual, or reproduced or transmitted for the purpose of making profit
without its prior permissiomtherwiseCeyear TechnologieSo. Ltd will reserve the right to investigate and

affix legal liability of infringement.

Product Quality Assurance

The warranty period of the product is 18 months from the date of delivery. The instmarafacturer will

repair or replace damaged parts according to the actual situation within the warranty period. The user should
return the product to the manufacturer and prepay mailing costs. The manufacturer will return the product and
such costs to theser after maintenance.

Product Quality Certificate

The product meets the indicator requirements of the manual at the time of delivery. Calibration and
measurement are completed by the measuring organization with qualifications specified by the state, and
relevant data are provided for reference.

Quality/Environment Management

Research, development, manufacturing and testing of the product comply with the requirements of the quality
and environmental management systeGeyear Technologie€Co. Ltd has obtained the appropriate
qualifications and passed the certification of ISO9001 and 1ISO14001 management system.

Precautions

AWarningo indicates danger. It reminds the wuser
method or similar situations. Noncompliance with the rules or improper operation may result in personal
injuries. You must fully understand the warning and all the conditions in it shall be met before the next step.

Cauti on

AAttenti oinmpamtdarctatersompt s and no danger. |t
operation process, operation method or simila
may result in damage to tlae iYost mumenfublyl os

caution conditions before continuing next ste
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1. Manual Guide

This chapter describes the functions, chapter composition and main contents of the User M4fGal of
Series Signal/Spectrum analyzer, and the instrumegated documents for the user.

About manual ¢ F - FFFEFEFEFEFEFEFEEEEEEFEEEEFEEEEEERFEEEFEFERFEEFERIES
Related documenrtst + + + ¢+ + ¢+ FFFFFFFEFEFEFEFEFEFEFFEFFFFEFREEFFEG

B

1.1 About t he Manual

In the Manual, basic functions and operating methods of4@tl Series Signal/Spectrum Analyzer are
introduced. Including instrument characteristics, basic operating methods, measurement configuration
operating manual, menus, remote control, maintenance, specifications and test methods to help you rapidly get
familiar with and understand key points of the instrument operation method and use. For the convenience of
operation, please carefully read the manual before operating the instrument, and properly operating it
according to the guidance in the manual.

The user maral includes the following chapters.
0 Overview

It provides an overview of main performance features and typical application @083ieSeries Signal
Analyzer and safety guidelines for instrument operations. It helps users get to know main performance
featues of the instrument and guide them to operate it.

0 Introduction to Use

In this chapter, inspections before use, instrument navigation¢c basasurement methods and data
management of thé051 Series Signal/Spectrum Analyzer are explained to help usete gatderstand the
instrument itself and measurement procedure and lay foundation for subsequent detailed introduction of the
instrument measurement operating manual. Contents in this chapter are consistent with chapters in the Quick
Start Guide.

0 Operation Manual

It introduces in details operations of measurement functions of the instrument, including instrument
configuration, measurement process initiation and obtaining measurement results. It mainly includes two parts:
function operation manual and advedcoperation manual. The functions operation manual introduce and
exemplify each setting in a systematic and detail manner for users not familiar w

ith operating methods of the analyzer to help them understand and grasp basic usages of the Series Signa
Analyzer, including setting of frequency, span and marker. The advanced operation guidance introduces
complicated test procedures, advanced using lghes and guidelines of measurement implementation with
users having the basic knowledge of the usé0&l Series Series Signal Analyzer but unfamiliar with some
special operations as target readers. Including +sigitial measurement, distortion measurement, noise
measurement, modulation signal measurement and power kit measurement.

0 Menu

This chapter descréds the menu structure and items according to functional categories to facilitate query and
reference.

0 Remote control

This section outlines the remote control of the instrument, so that the user can rapidly get to know how to
remotely control the instrumentt is divided into four sections: the program control basics describe the
concepts related to program control, software configuration, pregoanolled port, SCPI commands, etc.;
instrument port configuration describes the connection and softwargweation of the prograrontrolled
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port of 4051 Series Signal Analyzer; basic programming of VISA interface provides an example of basic
programming with text illustration and example codes, so that the user can rapidly get to know the
programming methodand 1/O function library describes the basic concepts of the instrument drive and the
basic installation and configuration requirements of theQ@IM/IVI-C drive.

0 Fault diagnosis and repair
This section describes the overall operating theory, téadinosis and troubleshooting, and errors and repair.
0 Specifications and test methods

This section describes characteristics and main specifications odOht Series Signal Analyzer and
recommended test instructions for users.

0 Appendix

This section provides necessary reference informatiod@6d Series Signal/Spectrum Analyzer, including
terminology, remote control commands index, menu index and error messages index.

1.2 Rel ated Document s

The documents related 4051 Series Signal/Sperum Analyzer include:

0 User Manual
0 RemoteControl Manual
0 Quick StartGuide

0 Online help
User Manual

This manual introduces the functions and operation methods of the instrument in details, including
configuration, measurement, program control, maintenaicelt aims to guide the user to comprehensively
understand the functional characteristics and common test methods of the instrument. It mainly includes the
following chapters:

0 ManualGuide

0 Overview

0 Introduction to Use

0 Operationinstruction

0 Menu

0 Remotecontrol

0 Fault diagnosis and repair

0 Specifications and test methods
0 Appendix

RemoteControl Manual

This manual introduces the remote programming basis, SCPI basis, SCPI commands, programming examples,
I/O drive function library, etc. It aims to guide theeu to rapidly and comprehensively know the program
control commands and methods of the instrument. It mainly includes the following chapters:

0 Manual Guide

0 Remote control

0 Remote Command

0 Programming examples
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0  Error illustration
0 Appendix
Quick Start Guide

This manual introduces the basic operations of configuration;ugieaind measurement of the instrument,
aiming to help users rapidly know the characteristics of the instrument and understand basic local and remote
control operations. It mainly includeset following chapters:

Manual Guide

(@]

0 Preparation for use
0 Typical application
0 Help

Online help

Online help is integrated in the instrument to provide rapid text navigation help and facilitate local and remote
operation. Hard keys on the front panel of iftrument and tool bars of the user interface can be activated
with corresponding shortcut keys. Main chapters are the same as those in the user manual.

2 General

In addition to main performance features and main applications dD&tESeries Signal/Spectrum Analyzer,
it also describgprecautions for proper operation, electrical safety, etc.

~

0 Product overview I + ¢+ F 44+ ¥¢+4+tt¢+4+4+++4+4+++rrtr+r+rrrFFFFFFFFEFFE?

0 Safe operating mandalt ¢ ¢+ ¢+ FFEFFFEFEFEFEEFEEFEEEFEFREEFREEFRFERET

2.1 Product Overview

The4051Series Signal/Spectrum Analyzer can cover a frequency range of 3HGHZA& most and feature
excellent test dynamic range, phase noise, amplitude accuracy and test speed as welsaassitiigty

spectrum analysis, standard power measurement/@#nalysis, transient analysis, pulse parameter analysis,
audio analysis, alog modulation measurement, phase noise test, providing reliable anpehighmance

test services for users. Moreover, the Series Signal Analyzer has good expansion capability for further
improvement of test performance with flexible optional configaratand is capable of test system
construction or secondary development with various digital and analog signal output interfaces. Such
instrument can find wide application signals and equipment test in industries such as aviation, aerospace, radar
detection, communications, electronic countermeasure and navigation.

2.2 Safe operating manual
Please carefully read and strictly follow the notes for attention below!

We will spare no effort to ensure that all production stages conform to the latest safetydstemdaarantee

the highest safety for users. The design and test of our product and ancillary equipment thereof have been up
to relevant standards of security; quality assurance system has been established to monitor the product quality
to ensure the catistency with such standards. Precautions proposed in this User Manual should be followed
to keep equipment intact and operations safe. Please do not hesitate to consult us if you have any questions.

However, it is your responsibility to operate the pradoca correct way. Please read and follow the safety
instructions carefully before operating the instrument. The instrument is applicable to the industrial and
laboratory environment or field measurement. Pay attention to the limitations for propefooptratvoid
personal injury or property damage. We will not take any responsibility for any misuse or inconsistency as
required, and you are liable for any risks incurred by. Therefore, please follow the safety instructions to
prevent from personal injurgr property damage. Please keep product documentation safe and deliver them to
end users.
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6 safetysigné !l ¢+ FF+--FEFEFEFEFEFEEEEFEFEEEFEEEEFEEEEEEFEEFEEREEFEEFEEEFLS
0 Operation status and locatiok F - - FFFFEFEFEEEEEEFEFEFEEFEFEEEFEEFEIEFDY
6 Powersafety I + FFFFEFEFEFEEFEEFEFEFEEEEEEFEEEEEEEEEREEREEEEEFEERLEFEF 10
0 Operation precautiotsl - + ¢+ ¢+ 4+ 4+ 44+ ¢+ +++4+4+4++r+rr++FFFFFFEFIFT 10
6 Maintenance - - ¢+ t¢+ ¢+ *+F+FFEFEFEFEEEEEFEFEEEEEEEEEFEEEREEREEEREFEFEF 11
6 Battery and power supply modtald I ¢+ F F - OV FEFEFEEEFEFEFEREEEREEEFEEEREFTF 11
6 Transportatop ¢ - F F L FEFEFEFELEEFEEEEEEEEEEEEEEEEEEEEEEEEEEEEEREEE] 12
0 Wastedisposal/environment protectiod- I + F F F - FFEFEFEEEEEFEFEEREEFEERLFTF 12

2.2.1 Safety Signs
2.2.1.1 Productrelated Signs
The safety signs of the instrument are as follows (Table 2.1).

Table 2.1 Instrument Safety Signs

Symbol Meaning Symbol Meaning

Caution: the user should pay attention
the information. The user should pay | O

attention to the operation information Power on/off

instructions

Caution: handle heavy equipment. Standby indication

Danger! Be careful of electric shock! T Directcurrent (DC) power
Warning! Be careful of surface heat. Y Alternatingcurrent (AC) power

Directcurrent/alternatingurrent

Protect the conductive terminal. power (DC/AC)

{

D Instrument reinforcement and
insulation protection.

Grounding

=epP>pbpp
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EU mark of battery and
accumulator.

Earthing Terminal For details, refer to 1 ¢i2.2.8
Waste disposal/environment
protection.

EU mark for electronic parts to be
collected separately

For details, refer to 2 ¢i2.2.8
Waste disposal/environment
BN | rotection.

Caution: electrostatic sensitive device
Be careful.

Warning! Radiation.
For more details, refer to item 7 of
f2.Qpelrati on pr ec¢

> > m=

2.2.1.2 Manualrelated Signs

The following safety warning signs are used in the product manual to remind the user to operate the
instrument safely and pay attention to relevant information.

A Danger ‘ Danger signj upegr saonndalequi pment d
s attention is paiod.
_ Warning sign: per sonal injury anc
attention is paid.
A Caution Caution sign mi nor or moder atmayp:
caused if no attention is paid.
Cautsiiogm: it indicates i mportant pl
Prompt ‘ Prompt sign: information of the in

2.2.2 Operation Status and Location
Pay attention to the following itentefore operation:

1) Unless otherwise stated, th851Series Signal/Spectrum Analyzer should be placed steadily and operated
indoor. The instrument should be operated and transported at places with an altitude no higher than 4,600
m. The actual power supply voltage may be the indicated voltage +10%, apdvtlee supply frequency
may be the indicated frequency +5%.

N

) Unless otherwise stated, the instrument is not allowed to be placed on a wet surface, vehicle, cabinet, table
and other objects which are not fixed and do not conform to the load conditioné $nbas not gone
through waterproof treatment. Place the instrument steadily and fix it on the solid object surface (such as
the antistatic workbench).
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3) The instrument must not be placed in misty environment. For example, if the instrument is haadled in
environment with temperature fluctuation, hazards such as electric shock may be caused by water drops
produced on the instrument.

4) Do not place the instrument on a heat dissipating surface (such as a radiator). The operating temperature
must not exceethe specified range of relevant indicators of the instrument. Overheating may result in
electric shock, fire, etc.

5) It is prohibited to tuck any article from the opening on the housing into the instrument or cover openings
or notches on the instrument ftwely are used for ventilation of the instrument and preventing overheating.

2.2.3 Power Safety

Precautions for the power supply of the instrument:

1) Ensure that the actual power supply voltage is the same as that marked on the instrument before
poweringon.

2) Refer to the power supply requirements on the rear panel of the instrument. Usmithrpewer cords.
Ensure that the power cord is grounded reliably. Floating or improper grounding may result in damage to
the instrument and even operator injuries.

3) Do na damage the power cord; otherwise, electrical leakage may be caused, resulting in instrument
damage and even operator injuries. If any, check the external power cord or terminal block before
operation to ensure the power safety.

4) If the power socket is na&guipped with any ON/OFF switch, the power plug can be directly pulled off to
power off the instrument. In this case, ensure it is easy to plug and unplug the power line.

5) Do not use any damaged power cord. Before connecting the power cord to the instoneek the
power cord for integrity and safety. Reasonably place the power cord to avoid the impact from human
activities. For example, the operator may fall over if the power cord extends over long distance.

6) Keep the socket clean and the plug and tle&etdn good and firm contact.
7) The socket and power cord must not be overloaded; otherwise, fire or electric shock may be caused.

8) Unless specially permitted, the instrument shell must not be opened; otherwise, internal circuits and parts
may be exposed, salting in unnecessary damage.

9) If the instrument needs to be fixed in a test place, the protective ground wire should be installed between
the test place and instrument by the electrician with qualifications.

10) Take appropriate overload protection measuresvbid instrument damages or personal injuries caused
by overload voltage (arising from lightning, etc.).

11) It is notable that when the instrument is in fire, toxic gasl/Quid harmful to human being may be
released
2.2.4 Operation Precautions

1) Theinstrument operator must have certain professional and technological knowledge, good psychological
guality and emergency response capability.

2) Refer to relevant requirements in fi2a.2.7 Transpo

3) Allergic substances (such as nickel) are produced inevitably during instrument production. If the operator
shows any allergic symptom (such as rash, frequent sneezing, red eye, breathing difficulty, etc.),
immediately seek medical help to eliminate the symptoms.

4) R er to relevant requirements in A2.2.8 Waste d
removing and disposal of the instrument.
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5) RF instruments may result in higitensity electromagnetic radiation. The pregnant women and operators
with heat pacemaker must be protected particularly. If the degree of radiation is high, take appropriate
measures to remove the radiation source so as to prevent personal injury.

6) To avoid the damage to the instrument caused by static electricitgtatititreément such as the use of
anti-static table pad, foot pad and wrist pad should be provide, and th&adiativoltage should not be
over 500V.

7) You should choose connectors and cables meeting testing conditions and check connectors and cables
before operatin.

8) During measurement, DC or AC coupling can be selected for the RF input interface. When DC coupling
is selected, input of DC signals is prohibited since it will result in damage of internal parts; when AC
coupling is selected, the maximum DC signalbadnput is 50 V.

9) It should be ensured that the input signal power at radio frequency input interface is lower than the
maximum safety input level +30dBm to avoid the burning of the instrument.

10) Hotplug should not be used for GPIB and monitor interfacewthicnot support hot plug.

11) It is prohibited to remove all connector protectors and matching units accompanying the instrument to
avoid damage to connectors and measuring error.

12) Turn off the power at front panel in a normal way instead of forcing a poffieor it will result in
abnormities to the operating system;

13) The instrument should be preheated for 30 min before testing in order to ensure measurement accuracy.

14) To ensure the best measurement effect, the instrument should be working at associsiedraiateas
possible.

15) When the tested signal is overloaded, the attenuator or the reference level should be adjusted to display
the signal peak under the top division of the screen.

16) Users are prohibited to delete-factory data of the instrument.

17) Open Wirdows environment is adopted in the analyzer; and the user is prohibited to modify BIOS setup,
or it will result in abnormal startup and work of the analyzer;

18) Users can only delete the files they store rather than the system file.

19) Before transmitting fileswith USB interface and Internet port, you should ensure the security and
reliability of the carrier to avoid virus infection of the instrument.

20) Addresses of GPIB and Internet access should be correctly set when GPIB or Internet access is used to
form the esting system.

21) In case of instrument failure, it is prohibited to disassemble the instrument, and instead, you should send it
to the manufacturer for repair.
2.2.5 Maintenance

1) The instrument chassis must be opened by an authorized operator who has mguedieddtechnical
training. The power cord should be disconnected before operation, so as to avoid instrument damages and
even personal injuries.

2) The instrument should be repaired, replaced and maintained by special electronic engineers of the
manufacturg and the replaced or maintained parts must be subject to safety tests to ensure the safety of
subsequent operation.

2.2.6 Battery and Power Supply Modul e

Carefully read relevant information before using the battery and power supply module, so as to avoid

explosion, fire and even personal injuries. Precautions for battery use:
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1)
2)

3)

4)
5)

6)

7

1

2)

3)

1)

2)

3)

4)

12

Do not damage the battery.

The battery and power supply module must not be exposed to flame and other heat sources. They must be
prevented from direct sunlight and should be l&#@an and dry in storage. Clean the connection port of
the battery or power supply module with clean and dry soft cloth.

Do not make the battery or power supply module stioctited. As the short circuit may be easily caused

by mutual contact or contaatith other conductors, several batteries or power supply modules must not be
stored in the same carton or drawer. Do not remove the original package until the battery and power
supply module are required.

The battery and power supply module must be predeinbm mechanical impact.

The leaky battery must not contact with the skin or eyes. In case of contact, rinse with plenty of clean
water and immediately seek medical help.

Use the standard battery and power supply module provided by the manufactureimpgkoper
replacement or charging of alkaline batteries (such as lithium batteries) may easily result in explosion.

The waste battery and power supply module should be recovered and disposed separately with other
wastes. The battery contains toxic substanéemust be discarded or recycled according to the local
provisions.

2.7 Transportation

The heavy instrument must be handled carefully. If necessary, use tools (such as the crane) to move the
instrument to prevent damage to the body.

The instrument hatie is applicable to handling by individuals. The instrument must not be fixed on the
transport equipment during transportation. In order to prevent damage to the property and body, observe
the manufactureré6és safety provisions on instrume

If the instrument is operated on the transport vehicle, the driver should drive carefully to ensure the
transportation safety. The manufacturer will not be responsible for emergencies in transportation. Do not
operate the machine during transportationkel eeinforcement and protection measures to ensure the
safety of transportation.

2.8 Waste Disposal/ Environment al Protection

Do not dispose the equipment with the battery or accumulator mark along with other unclassified wastes.
Instead, such equipmenhauld be collected separately and discarded or disposed in the appropriate
collection place or by the customer service center of the manufacturer.

Do not dispose the discarded electronic equipment with other unclassified wastes. Such electronic
equipment Bould be collected separately. The manufacturertia right and responsibility to help end

users to dispose waste products. If necessary, contact the customer service center of the manufacturer for
corresponding disposal to avoid damage to the environmen

Toxic substances (heavy dust such as lead, beryllium, nickel, etc.) May be released in machining or
thermal reprocessing of the instrument or internal parts. In this case, the instrument or internal parts must
be removed by technical personnel who heaaeived special training and relevant experience, so as to
avoid personal injuries.

Toxic substances or fuel released by the instrument in reprocessing should be disposed in the specified
method, with reference to the safety operation rules put forwarihéynanufacturer, so as to avoid
personal injuries.



3 Introduction to Use

3.1 Preparations before Operation

3 Introduction to Use

This chapter introduces the operation precautions, description of front and rear panel, basic measurement
methods, data file management, etc. Of #4@51 Series Signal/Spectrum Analyzer to help users get a
preliminary understanding of the instrument and measurement prdcebglp users get to understand the
instrument itself and measurement procedure. Contents in this chapter are consistent with iohtpers

Quick Start Guide.

6 Preparation beforeperatiod ¢ + - FFFEFEFEEEFEEEEEEFEEEEEEEERERERLFLF A3
0 Frontpaneland rear panel I F I F - FFFFEFEFEEFEEFEEREEFEEREEEEREEFEEEREEREEFTL 30
0 Basic measurement methdds F - F F F F FFFFFEFEFEFEEFEFEFEFEFEREFEREFEERFF 38
6 Data management- ¢+ + F FFFFEFEEEFEFEEEEFEEEFEEEEEEREEFEEFEERELF 48
3.1 Preparations before Operation

6 Preoperation preparatignlt + + R EEEEEEEFEEEEEEEFEEEEFEEFEEF 13
0 Configurationof Operating systett I - + - F - F FFFFFEFFFFEFEFFFEFEFFIF 22
0 Routine maintenantel + ¢+ - FFFFFFEFEFEFEEEEFEFEEEEEEEEEFREEEFEREEFI]F 28

3.1.bpBPration Preparation

This chapter introduces the precautions for initial setting and operation d4D8ieSeries Signal/Spectrum
Analyzer.

Prevent damages thepeéemsomsment
I n order to avoid electric shock, fire and pe
U Do not open the casing without permission.

U Do not disassemble or modify any part which
declinipbgeofrdrmaegnetic shielding performanc
affecting the product reliability. I n this
the warranty period.

0 Please carefully readuafid. 20fSafhe sOpvearnautailn g ¢
bel ow and pay attention to the specific ope

El ectrostatic protection

Pay att essttiadn ct anearstuir e s i nd atnhaeg ewotrok ptlhaec ei ntsot rg
refer to fi2.2 Safe Operating Manual o of this
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3.1 Preparationsefore Operation

Pay attention to the following requirements b
The i mproper operation | ocation or memasur e me
connected instrument. Pay attention to the fo
0O The instrument should be kept at |l east 15 ¢
not bl ockedhoAlels wémtuil ldathieosm moot h and unobs
U Keep the instrument dry.
0t Horizontally and reasonably arrange the ins
0 The ambient temperature should meet the req
0 The input signal poweirfioédthangert is withi
0O The signal input interface should be proper
I nfluence of electromagnetic interference (EM
El ectromagnetic interference will affect meas

U Select t he appcrachplrei.at & x asnpi lea:ldiea@lscdefdt evepa dd ¢
connection cabl e.

U Al ways open and close the cable connection

0O Please refer to the EMC grade indicated in

6 Unpackingd + ¢+ FFFFEFEFEFEEFEFEFEEFEEEEEEEFEEFEEEEREEEREREEFEFLF 14
6 Environmental requirementt ¢+ F FFFFEF L EEEEEEEEEEEEEEEEEREEFEEFEERLFF 15
6 Poweron/offl I+ FFFFFFFFFFEEEEEEEEEEEEEEEFEEFEEFEEFEEEEEEFLF 16
6 Proper use of connectod - F - - FFFEFEFEEEEEEEEFEEEFEEEEREEREEEFEEEFEEREFT 19
0 User inspection l I F F F F FFFEFFEFEFEFEEFEFEEFEEFEEFEEFEEFEEEFEEFEFFFFFF21

3.1.1.1 Unpacking
1) Appearance inspection

Step 1 check whether the outer packing box and shockproof package are damaged. In case of any damage,
keep the outer package for future use. Continue inspection according to the following steps.

Step 2unpackthe box and check whether the host and accompanying articles are damaged.
Step 3carefully check the above articles according to Table 3.1.

Step 4 Do not turn on the power supply of the instrument if the outer package, instrument and accompanying
article is damaged or any error exists. Contact our service consultation center at the service
consultation hotline in the Manual. We will rapidly repair or replace the instrument, depending on the
actual situation.

Handl ing: the hpeaacvkyi nign sbtorxu meunstt abned handl ed by
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2) Model confirmation
Accompanying items of thé051analyzer are as shown in Table 3.1.
Table 3.1 List of Accompanying Articles 4051

Name ’ Quantity ‘ Function
Host
4051 | 1 | 3
Standard
Powercord 1 o}
USB mouse 1 o)
User Manual 1 o}
Remote Control Manual 1 o}
Packing list 1 o}
Certificate 1 o}
Options
Depend on use o} o}
3.1.1.2 Environment al Requirements

The 4051 Series Signal/Spectrum Analyzer should be operated at places conforming to the following
environmental requirements:

1) Operating environment
The operating environment should meet the requirements in Table 3.2:

Table 3.2 Operating Environment Requirement4G1

Operating temperature | 0C ~50€C

Relative humidity: When the temperature is > +10€C, the humidity is (95% +5%) RH
When the temperature is > +30€, the humidity is (75% +5%) RH
When the temperature is > +40€, the humidity is (45% +5%) RH

Altitude 0~ 4,600 m

The above requirements are for thetheperangego
speci f.ications

2) Heat dissipation requirements

In order to keep the operating temperature of the instrument withsptwfied temperature range, the heat
dissipation space of the instrument should conform to the following requirements in Table 3.3.

Table 3.3 Heat Dissipation Requirementgl0b1

Instrument Part Heat Dissipation Distance
Rear side 0 150 mm
Left andright side g 60 mm

3) Electrostatic protection

Static electricity is destructive to electronic components and devices. Generally, tstagntmeasures can
be taken: combination of conductive table mat and wrist strap; and combination of conductiveafl@mdm

15
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ankle strap. Antstatic effect will be better when two measures are used at the same time. If used
independently, only the former can make sure the safety. In order to ensure the user safety, the ground
isolation resistance of argtatic componest must be 1Mq at | east.

The follow antistatic measures should be taken to reduce static damage:
U  Allinstruments must be properly grounded to prevent static electricity.

U  The internal and external conductor of the cable should respectively contact watiouhe temporarily
before the coaxial cable and instrument are connected.

U  Workers must wear the ardfatic wrist strap or take other astatic measures before contact with the
connector or wire or any assembly.

Vol tage range
The aabngvieaati ¢ measures are not suitable for th

3.1.1.3 Power on/ off

1) Precautions before poweringon

Check the following items before powering on the instrument.
a) Confirm the power supply parameters.

The 4051 Series Signal/Spectrum Analyzer is internally equipped with 220V AC power module (using 220V
AC power supply) or 110V/220V se#fdaptive AC power module (option, using 110V or 220V AC power
supply working in self adaptive way, which means to automatisaliich operating mode based on external

AC power supply voltage). Therefore, please carefully read power requirements on the rear panel before using
the instrument. Table 3.4 lists the requirements of the external power supply for normal operati@eoéthe

Signal Analyzer.

Table 3.4 Parameters of Working Power Supplg@51

Power supply parameter Applicable range
Voltage,frequency 220V+10%, 50~ 60Hz 110V+10%, 50~ 60Hz
Power consumption <400W <400W
(startup)
Power consumption
(standby) <20W <20W
Prompt \
Prevent mutual interference of various power
In order to prevent mutual interference of po
hardware damage caused byopeak emuwligeen®iminteenrdfteedn
220 V or 110eyYMANCaveldt pgever supply to power on

b) Confirm and connect the power line.

The 4051 Series Signal/Spectrum Analyzer adopts thoee power line interface and conforms to national
safety standards. Before the Series Signal Analyzer is energized, it should be ensured that the ground wire in
its power line is reliably grounded. Floating ioiproper grounding may result in damage to the instrument

and even operator injuries. Do not use the power line with no protective ground wire. When the appropriate

16



3 Introduction to Use

3.1 Preparations before Operation

power socket is connected, the instrument shell will be grounded through the powendimated voltage of
the power line should be no less than 250V, and the rated current should be no less than 6A.

Connection of the power line to the instrument:
Step 1:confirm that the power line is not damaged.

Step 2:connect the power socket on therrpanel of the instrument to the well grounded thrers power
socket through the power line.

Grounding

| mproper/ wrong ground might | ead to instrumen
protective grosnhduméent ahdtthkbat of the power
start the Series Signal Analyzer.

Use the power socket with protective ground w
autotransformer subfieen tmsheadrountdhegppotoe e
used, its common terminal mu st be connected w

2) Initial power-on
The method and precautions of initial poveer are as follows.
a) Connectionof power supply

Check the power supply parameters and the power cord before initial energizing. For details, refer to
AiPrecautions before energizingdo in 3.1.1.3 of the

Step 1 Connect power line: Connect one end of the supporting power line Skties Signal Analyzer or the
threecore power line conforming to the requirements in the packing box to the power socket (as
shown in Fig. 3.1) on the rear panel of the Series Signal Analyzer. The voltage indicator of the Series
Signal Analyzer is markebeside the power socket to remind the user that the applied voltage should
conform to the requirementSonnect the other end of the power cord to the required AC power supply.

Step 2turn on the power switch on the rear panel. As shown in Fig. 3.2 gitezther the standby indicator
above the power switch on the front panel (as shown in Fig. 3.3) is ON and yellow.

Step 3 Turn on the power switch on the front panel: as shown in Fig. 3.3, do not connect any device to the
Series Signal Analyzer before gtap. Start the instrument under normal conditions. After-siart
the indicatorabove the power switch on the front panel will turn green.

AC100/115V:50/60/400Hz AC220/240V:50/60Hz
AC220/240V:50/60Hz 450VA Max
450VA Max

110 V/ 22a@aytselef AC p 220 V AC power mc

Fig. 3.1 Power outlet on the rear panel of4b&1analyzer
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Power switch
On

ofr
Fig. 3.2 Power Switch of Rear Panel@b1
J

©

Fig. 3.3 Power Switch on Front Paneld@b1
b) Start-up/shutdown
I. Start-up

SteplTurn the power switch on the rear panel t o

switch on the front panel turns yellow and the instrument is in standby mode;

Step 2 Turn on the power switch in the lower left corner of the front partet. Jower indicator above the
power switch turns from yellow to green;

Step 3 The user interface on the front panel of the instrument will gradually display the information of

instrument startup: first with the manufacturer information and logo, followedplerating system

options.There are two options available for selection, but users do not need to choose during normal

operationWindows 7 automatically starts after the timer hits O;

Step 4 After Window 7 is successfully started, the system will aatiically initiate the Series Signal
Analyzer and display its main operation interface.

Then the instrument can be operated.

10 MHz time bupe and warm

I n case of 4&£BEHrisear i ghath8pectrum Analyzer
shutdown), the instrument should be preheated
the instrument is started fr om sstpaencdibfyi,c antoi gomr:
should be preheated for 0.5 h (refer to instr

Attenuator initializing

When entering the host program, thepbpeawtkhuhbe
initializati on. Do not mi stake it for a faul't

Cauti on

System startup

Windows + x86 computer control platform is us
18
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d durimgpBlc®OsSomnelaind Wi ndows | oading. Do
0sS.

li. Shutdown

Step 1 Turn off the power switch at the lower left corner of the front panel. In this case, the shutdown process
is started (the power supply must et turned off until certain processing of software and hardware
is completed). The instrument will be shut down after seconds. In this case, the color of the power
indicator above the power switch will change from green to wello

Step 2Turn the powerswvt ch on t he rear panel to A00, .or conne

Then the instrumentis turned off.

Shutdown of I nstrument

The instrument in nor mal operation must be st
not directly operate the power switch of the
ot her wi se, t he i nst r wWhoewnnt ncoammadtl y beandh may

status/ measurem&mutdaobanmayhebeéenlsostuument prope

c) Cutoff of power supply

In order to prevent personal injury under abnormal conditions, the power supply of the SerieArgityzair

requires emergency cutoff. In this case, pull off the power cord (from the AC power socket or the power
socket of the rear panel of the instrument). Therefore, sufficient operating space should be reserved for direct
cutoff of the power supply ifiecessary.

3.1.1.4 Proper Use of Connector

Connectors are commonly used in various tests of the Series Signal Analyzer and the following items should
be checked when using connectors:

1) Inspection of connector

Wear the antstate wristband in connectrspection. It is recommended to use the magnifying lens to check
the following items.

i Check whether the plating surface is worn or deeply scratched.

Check whether threads are deformed;

i
U Check whether there are metal particles on the connector threadsérarsdijfaces.
i Check whether the internal conductor is bent or cracking;

i

Check whether the connector screw can rotate properly.

A Caution

Prevent damage to the instrument port in conn

Any damaged connector cmaay ercdoul ti ni godbamage dti d
measurement connecti on. I n order to protect e
be checked before connection.

2) Connection method

Check and clean the connector before measurecoamection. Ensure that the connector is clean and intact.
Wear the antstatic wristband in connection. The correct connection method and steps are as follows.
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Step 1as shown in Fig. 3.4, align the axes of two connectors to be interconnected, andteatsine pin of
the male connector can concentrically slide into the jack of the female connector.

=

Fig. 3.4 Diagram of connector connection

Step 2asshown in Fig. 3.5, horizontally move two connectors to make them connected smoothly. Tighten the
connector nut by means of rotation (do not rotate the connector). Avoid relative rotation of connectors
during connection.

Rotate the nut

Keep it stationary

[
Fig. 3.5 Diagram of connector sedton

Step 3as shown in Fig. 3.6, complete the final connection by tightening with the torque wrench. Note that the
torqgue wrench must not be beyond the initial break point. Use the auxiliary wrench to prevent the
connectors from rotation.

Keep it stationary

R

Fig. 3.6 Digram of wrench operation
3) Disconnection method
Step 1support the connectors to prevent any kind of force which may result in distortion, shaking or bending.
Step 2use the opeend wrench to prevent the connector body from rotation.
Step 3useanother wrench to loosen the connector nut.
Step 4rotate the connector nut by hand to complete final disconnection.
Step 5horizontally separate two connectors.
4) Use of torque wrench
The use of the torque wrench is shown in Fig. 3.7. Pay attenttbe following items.
U Check whether the torque of the torque wrench is set properly before use.

i Ensure that the angle between the torque wrench and the other wrench (used to support the connector or
cable) is less than 90°before applying force.
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U Carefully gip the handle end of the torque wrench, and apply force in the direction vertical to the handle
to reach the break point of the wrench.

Moment direction

Stop applying force when the handle is bent
Fig. 3.7 Use of Torque Wrench

3.1.1.5 User inspection

After the 4051 Series Signal/Spectrum Analyzer is energized for the first time, the instrument should be
checked for normal operation to prepare for subsequent measurement operations.

Description of hard/soft keys on the front pa

Hard/ soft kpgesebnatbedéesontbed in the foll owi

U Description form of hard keyy XXX O, in which XXX is the name of the hard key;

U  Description form of soft key: [XXX], in which XXX is the name of the soft key.

I f soft keys correspon
relevant keys are enab
avail abl e.

d to more than one st at
| edMahFomdéxamplet heSwave

1) Self-calibration

When theinstrument is used for the first time, or there is obvious change in its temperatucajibedttion is

required and the instrument should be calibrated according to the calibration signal. Power the instrument up
and check that the power indicator abalre power switch at the lower left corner of the front panel turns
yellow, which means the standby power is working properly. Press the power switch on the front panel, check
that the power indicator on the front panel turns green and the display bagkligh It takes about 40 s to

start the display and show the starting status interface.

The Series Signal Analyzer should be set as follows:

Step 1 Press thé® Systen® key on the front panel to enter the system menu; press [Align] and [Align All]
for theinstrument to begin wholmachine calibration. At such time, a yellow dialog box will appear
on the screen, saying fACalibration is under way

Step 2 Wait for the calibration to complete:

The calibration completes when the dialog box disappears. #rmos message is prompted at the
lower right corner of the screen, it means the instrument is working properly; if there is error message,
it means the instrument is not working properly. In this case, please contact our service consultation
center at theservice consultation hotline in the Manual. We will rapidly repair or replace the
instrument, depending on the actual situation.

2) Self-Test

SelfTest is not necessarily required for every startup of the instrument. It is only required when the
instrument issuspected to develop faults.
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Step 1Pres® Systen® key on the front panel to enter the system menu;
Step 2 Press $elf-Tes] key in the soft menu of the front panel to er8eff-Testinterface;

Step 3 Select the item to be tested and pré&daif] soft menu to start the test. Check the test result. If all
items are passed, it means the instrument is working properly; if certain item fails the test, it means
the instrument is not working properly in someway. In this case, please contact our service
consultation center at the service consultation hotline in the Manual. We will rapidly repair or replace
the instrument, depending on the actual situation.

After the above two steps are done, the instrument will be ready for operation.
3) Functional verification
After selfcalibration, the instrument should be set as follows:

Step 1Press Input/Outpu® key on the front panel to pop up the input/output setting soft menu, press [Cal
Port] and [500 MHZz] to select 500 MHz calibration signal and press [Iﬁpu.CAL] soft key to
select the input interface for calibration. At such time, the internal calibration signal of the instrument
is connected to the RF input interface;

Step 2 Observe the test result on the screen. If 500 MHz calibration signal can beedbsemeans the
instrument is working properly; if not, it means the instrument is not working properly in someway.
In this case, please contact our service consultation center at the service consultation hotline in the
Manual. We will rapidly repair areplace the instrument, depending on the actual situation;

Step 3 Press [Cal Port], [4800 MHZz] to select 4800 MHz calibration signal;

Step 4 Observe the test result on the screen. If 4800 MHz calibration signal can be observed, it means the
instrument isworking properly; if not, it means the instrument is not working properly in someway.
In this case, please contact our service consultation center at the service consultation hotline in the
Manual. We will rapidly repair or replace the instrument, dependn the actual situation;

3.1.2 Configuration of operating system

In this chapter, operating system and its configuration and maintenance methods 4tf51th8eries
Signal/Spectrum Analyzer are explained Please refer to the following precautionsdpethgng system of
the Series Signal Analyzer to ensure normal operation of software functions of the instrument.

0 Description of instrument softwdre F F F I F - F FFFFFEFEFEFFEFEEFEFFEFEFEFI]F 22
0 Windows 7 usagel I F ¢+ - FVFEFEFLEEFEEEFEEFEEEFEEFEEEFREEEREEREEFERELE 22
0 Windows7 configuratioh + + ¢+ F ¢+ 8 FFFFFEFEFEFEFFFEEFEFEFREEFEEFEEFEREFLF23
0 Windows 7 system security and maintengnt¢el I + F F F - F FFF P27
0 System backup and recovery + I F - F OV FVFEEFEEFEFEFEFEFEFEFEEFEEFEFEEFEREFEREF 28
3.1.2.1 Description of instrument software

The 4051 Series Signal/Spectrum Analyzer uses Window 7 operating system as its host software and such
operating system has been installed and configured according to performance requirements of the Series
Signal Analyzer.

3.1.2.2 Windows 7 usage

The following opeations will be available with the administrator account:

U Installation of thirdpart software;

U  Configuration of network and printer;

U Reading and writing of any files on the hard disk;
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0 Adding and deleting user accounts and passwords;
U Reconfiguration of Windas settings;
U Running of other application program.

The tphairrtd software may affect the instrument ¢

Th&£0Skries Signal/ Spectrum Analyzer i s eqgpadrptp
software may affect the performance of the Se
manufacturer and compatible with th host sof

e

3.1.2.3 Windows 7 configuration

Before the instrument is delivered from the factory, the operating system of the instrument has been set to the
best configuration and any change in such setting will result in reduction in measurement performance of the
instrument. Generally, no change in Window operating system settings is required.

Probl ems caused by changes in system configur
In case of problems in instrument usage or sy
recovery tool can be used to restore the oper

service consultation center at the service co
soon as possible.

However, users nyabe free to modify the following items to facilitate measurement reporting and system
integration.

1) Configure USB device

The 4051 Series Signal/Spectrum Analyzer has USB interfaces on the front and rear panel for direct
connection with USD devices. If USB interfaces are not enough, a USB hub can be connected to the USB
interface to meet relevant requirement. The USB devices thdiecaonnected to the Series Signal Analyzer
include:

i  USB memory that can be directly plugged in or out of the computer to facilitate data updating;
U CD-ROM drive, to help install firmware programs;

0 Keyboard and mouse, to facilitate data editingiasttument operation;

i  Printer, to help output measurement results.

The Windows 7 operating system supports gagplay devices and therefore is easy for USB devices
installation. When devices are connected to USB interfaces, Windows 7 will automatézaity for device
drivers for matching. If no relevant drivers are found, the system will automatically search for driver program
directories to complete installation.

If USB devices are removed from the USB interfaces, Windows 7 will automatically datécthanges in
hardware configuration and uninstall relevant driver programs. Plugging of the USB devices does not affect
operation of the Series Signal Analyzer.

USB devices should be connected as follows:
a) Connect USB memory or CBROM drive

If the USB menory or CDROM i s successfully installed, Wi ndov
installed and avail able for useo and automaticall"

b) Connect keyboard
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Windows 7 system will automatically detect the Ug®yboard connected to the instrument with default
| anguage as ASMplfiedeChirese(UGSh iKreay)boar do and set keyboal
Control Panel > Cl ock, Language and Region > Keyb:

¢) Connect mouse

Windows 7 system iV automatically detect the mouse connected to the instrument and set mouse properties
via AStart > Control Panel > Hardware and Sound >

d) Connect printer

Windows control panel can be used to configure the printer. Exteullyected USB mouse and keyboard
can be used to make printer configurationexa$f a new printer is required, only the drive program for such
printer is needed. The manufacturer of the printer will provide such drive installer. The installer can be
installed via externally connected USB €HRIDM.

2) Configure GPIB

The user may need to modify the GPIB address in system building. The default GPIB address of the Series
Signal Analyzer is 18. Change the GPIB address as follows:

Pressd Systen® [Interface Config>} [GPIB Address}to enter the interface shown in Fig. 3.9. Modify the
GPIB address in the [Local GPIB address] input box through the numberrkthes foont panel.

Spectrum - Swept SA 08:21:19 2016/7/6

. Ref: Int Couple: AC | Input: RF Atten:10dB T —
GPIB: |18 FreeRun Continuous | Avg : Off Time Gate:Off Interface Conflg

Ref Level 0.00 dBm THW, N] ddress
Log 10.0 dB/Div 18
-10.00

-20.00

T ——————————————
-30.00 Internet Config...

-40.00
Printer
Reverse Normal

-80.00

-60.00
-70.00

-90.00
Log File

Center Freq 20.005000000GHz Sweep Time 99.9700ms (1001Points) Span 39.990000000GHz On Off
RBW 3.00MHz VBW 3.00MHz Sweep Type: Swept

Fig. 3.9 Change GPIB Address
3) Configure network
a) Change host name

The host name (computer name) of #61Ser i es Si gnal / Spectrum AMACol yze
before delivery from the factory. To avoid repetition of network name, if one network is connected to more
than one analyzer, users may be free to chamgé&dst name. The host name should be changed as follows:
(refer to Microsoft Windows 7 help documents.)
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Step 1 Press Start menu, select Computer and right click Properties, click Change Settings at the right of
Computer Name, Domain and Working Group agdin click the Computer Name column to change.
As shown in Fig. 3.10.

Step 2 Edit to enter a new host name and click Confirm to restart.

Computer Name | Hardware I Advanced I System Protection I F{emntel

E:FL' Windows uses the following infarmation to identify your computer
= onthe networl.

Computer description: |
For example: "Kitchen Computer” or "Mary's
Computer”.

Full computer name: CETC-PC

Workgroup: WORKGROUP

To use a wizard to join 2 domain or workgroup, click
Network 1D Metwork 1D...
To rename this computer or change its domain or
warkgroup, click Change.

Fig. 3.10 Change host name

b) Configure IP address, subnet mask and default gateway

Pressd Systen© , [Interface ConfigQ] and [Internet Config] to pop up the network connection setting
interface, click Local Connection and rightd clic
(TCP/I1P)o as shown in Fig. 3.11 ttewaghange | P addr
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Spectrum - Swept SA 09:42:37  2017/1/11

Ref: Int Couple: AC  |Input: Cal Atten:10dB | PreAmplify:0f

— -

nterface Config

&) « Network and Intemet » Network Connections »

Ref Level 0.00 dBm - GPIB Address
Log 10.0 dB/Div Dicblathic netuak 4 n - Tnn Rename this connection B ] 18

[ Local Area Connection Properties

I
| ntemet Protocol Version 4 (TCP/IPv4) Properties =

-10.00

General

-20.00 You can get IP settings assigned automatically If your network supports
this capability. Othernise, you nesd to ask your network administrator
for the appropriate IP settings.

-30.00

ernet Conﬁg...‘

Obtain an IP address automatically
@ Use the following 1P address:
-40.00 1P address: 172 141 . 114 . 254
Subnet mask: 255 .255 .255 . O Printer
-50.00 Default gatenay: S Reverse Normal

-60.00 @) Use the following DNS server addresses:
Preferred DNS server:

7000 Alternate DNS server:

Validate settings upon exit \E/
LG LA U N

Center Freq 2.000000000GHz Sweep Time 4.00000ms (1001Points) Span 4.000000000GHz On Off
RBW 3.00MHz VBW 3.00MHz Sweep Type: Swept

2 R e WEITTS 8. omn g

Fig. 3.11 Configure IP address, subnet mask and default gateway

-80.00

c) Change system firewall settings

The firewall is used to prevent unauthorized users to remotely operate the instrument. Therefore, it is the
manufacturer 6s r ec oerireal tbaprotection. Firewall (protection lwas beé¢ntenabled

for the system and all interfaces for remote operations when the Series Signal Analyzer is delivered from the
factory. The administrator is the only person authorized to change firewalgsettin

4) Configure BIOS
Targeted setup has been made for the Series Signal Analyzer in BIOS.

Such Bl OS setting cannot be changed.

Targeted setup has been made for the Series;sS
ot her wiimset rtthment may not start or operate pr o]

5) Connect monitor

External monitor (or projector) can be connected
instrument according to the following steps:

Step 1 Connect the external monitor to the connector at the rear panel of the instrument.

Step2. Usually double screen will be displayed automatically. If other options are required, the video card at
the lower right corner of the system can be used for setting

Step3. Select the instrument to be displayed:

U ADiIi splay 10: only internal monitor;
U ADiIisplay 20: only external monitor ;
U ADoubl e displaybo: internal and external mo n i

Step4. When necessary, the screen resolution to be used can be changed.
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Stepb.Befr e t he setting is to take effect permanently
setting when necessary.

Step6.1 f such setting is suitable, press AOKO.
6) Configure initial state

This section explains how to initially set th@51Seres Signal/Spectrum Analyzer.

a) Setdate &time

Date & time is displayed in the status bar at the top right corner of the operation interface of the instrument.
When a file is saved, relevant time information will be saved synchronously. Users clate#ine in the
Windows 7 system.

3.1.2.4 Windows 7 system security and maintenance

1) Anti-virus software

Installation of antvirus software may have some negative effect on performance of the instrument. It is
highly recommended that users do not us tisriment as common computer for browsing the Internet or
transmitting files to avoid infection of viruses.

Before using any USB mobile memory devices, they should go throughirustitreatment with a computer
installed with latest anttirus software t@nsure that such devices will not carry any virus.

Infection of the Series Signal Analyzer system by viruses will bring adverse effect on system operation and
usage by users. I n such <case, it i s recomemended
mai ntenanceo for more details.

2) System maintenance
a) Windows 7 backup

It is recommended that wusers regularly back up th
to completely back up instrument edcaotvae rayndod ftohre nsoyrse

It is recommended that before the instrument is used for purposes other than common purposes, stich as long
term access to Internet and installation of Hmedty software, system backup of the instrument should be
made to avoidccidental infection of viruses and other damages to operations of the instrument system.

The Windows 7 operating system has similar data backup function and is capable of copying all data in the
instrument and creating a system disk to recover Windovierayia case of serious failure. Refer to helps and
references of Windows 7 system for more information. At the same timeptrirg backup software that is
compatible with the system software of the instrument can be used. It is recommended to uEalexiees

for backup of the system data, such as network hard disk or USB hard disk.

b) Windows 7 system recovery

The Windows 7 system is capable of system recovery to restore the system to its previous state at certain point
However, Windows builin system backup and recovery function does not always succeed. Therefore, such
backup method is not recommended.

3) Hard disk partition and usage
The hard disk has been divided into three parts:

Disk C contains Windows 7 operating systend amstrument application programs. Thpdrt software can
also be installed to Disk C. Disk C is the only disk for program backup and recovery.

Disk D mainly contain the response program for keys: keymap.

Disk E is mainly used for data storage. It cordasoftware data saved by users and Disk C system backup
data. Users can copy the backup data on Disk E to external memory devices. In this case, all that is needed is
to restore backup data to the new disk if the hard disk is to be replaced.

27



3 Introduction to Use

3.1 Preparations before Operation

3.1. 2. Hakutpemnd recovery
1) Disk operating system or data recovery

The disk recovery system of the Series Signal Analyzer is used to restore in case of software error of Disk C
(caused by loss of system files or data) or restore original manufacturer defaults.

Restoring of manufacturer defaults will affect the following:

U Userdefined Windows 7 settings. Such as adding new user accounts. After the system is restored, new
settings are required.

U  After the system is restored, other thpdrty software installed hysers should be reinstalled.

Using data recovery to repair disk error may result in loss of data or files. Therefore, data generated during
measurement should be saved in Disk E. Furthermore, it is recommended that users regularly transmit such
data via LAN to other computers or other storage media for storage.

2) How to use instrument recovery program
Step 1 Confirm that the instrument is turned off.
Step 2 Connect standard keyboard from PS/2 interface on the rear panel of the instrument;

Step 3Turn on theinstrument. After display of the system information, @perating system menu with a
timer will appear:

Windows 7
System Recovery Tool

Before the timer hits 0, use the up/down arr ow
Tool 06 and. click Enter

Step 4 After entering the system recovery program interface, proceed as follows:

a) Sel ect the first item AGHOST, DI SKGEN, PQMAG
operation prompt interface;

b) Sel ect the third item t oGHOSTALZ2topefaitidt&face Aand2 0 ,
click Enter when a dialog with OK button appears;

c) Select Loca) PartitiolAFr om | mage; use Tab key to enabl
opened file dialogue and ente#: \systemghost.GHO;

d) Use Tab key to switch to OK ime& Select Source Partition dialog popped up and click Enter;
then again use Tab key to switch to OK in S
Enter; select Partition 1 in Select Target Partition dialog popped up, use Tab key to switch to OK
and dick Enter;

e) Select Yes in Alert and Confirmation dialog and click Enter;
f)  Wait until the system is completely recovered and select Reboot by following the prompts.
Step 5 After the instrument is restarted, the system will restore to the previous staidadkeip was made.
Step 6 After the system is restored, it is recommended that users execute all IF calibrations when the
instrument is working stably after startup.
3.1.3 Routine Maintenance
This section describes the routine maintenance cf@bé& Series Signal/Spectrum Analyzer.
a cleaniné + - FEFEFEEFEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEREEREEFLEF29

U Test interface maintenaned- I - - FFFFEFEFEFEFEFEEEFEEFEFEFEEEFEEFEEFEEFEF]FF 29
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3.1.3.1 Cleaning

1) Clean the instrument surface according to the following steps:

Step 1turn off the instrument by disconnecting the power line connected to the instrument.

Step 2 carefullywipe the surface with dry or slightly wet soft cloth. Do not wipe the inside of the instrument.
Step 3do not use any chemical cleaner, such as alcohol, acetone or any cleaner which may be diluted.

2) Clean LCD display

The LCD display should be cleaned afising for a while. Follow the steps below:

Step 1turn off the instrument by disconnecting the power line connected to the instrument.

Step 2soak clean soft cloth with cleaner, and carefully wipe the display panel.

Step 3 Dry the display panel withlean and soft cotton cloth;

Step 4 Connect the power line after the cleaner is thoroughly dry.

Clean the displ ay.

There-sitsaatdmrcticoating on di splayi sgr dacergeatnc
detergent .debtoerngoeants pamydi spl ay panel directly,
i nstrument .

3.1.3.2 Test i nterface maintenance

The 4051 Series Signal/Spectrum Analyzer has a RF input interface. If such interface is damaged or there is
dust inside it, RF band test result may be affect. Therefore, such interface should be maintained as follows:

U Keep the interface far away from dust and kiéefean.
U Do not expose the interface surface to prevent ESD.
U Do not use damaged interfaces.

Please use the air blower to clean the interface and new allow tools such as sandpaper to get in contact with
the interface surface.

I nterfacemampbkhidagce

Th€£0Skries Signal/ Spectrum AnadlyZzetrhéaismpe R&kn
mat ched, the test result wild.l be affected.
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3.2 Front Panel & Rear Panel

This chapter introduces the elements and functions of the front panel, the rear panel and the operation
interface of thel051Series Signal/Spectrum Analyzer.

Front pardd F L - F F O FEF PR EEEEEEERFEREEREREEREEREFEFTL 30
YTV oY=V a T I GO o o O O o O O O G OO O O O O OO O O ) R 1<)

3.2.1 Front Panel

This section describes the structure and functions of the front pas@bbEeries Signal/Spectrum Analyzer.
The front panel is as shown in Fig. 3.12.

Ceyear | 405§ SIGNAL & SPECTRUMANALYZER 3Hz-67GHz

® @5&@56

Fig. 3.12 Front Panel @051

1. Power button 7. Numerickeypad 13. RF input

2. System function area 8. Knob and arrow keys 14, Back

3. Display zone 9. Trigger input 15. USB interface
4. Cancel key 10. Audioinput 16. Headset jack
5. Soft key 11. Noise source drive 17. Volume key
6. Measurement setting keyea 12. External mixing interface 18. Window keys

3.2.1.1. Power button
The power button, located lower left corner of the front panel, is used for turning on and off the instrument.

3.2.1.2 System control key area
The function key area is used to sgstemlevel functions as shown in Table 3.5.
Table 3.5 Description of system control key area

Button name| Function description

Reset To restore the instrument to default settings.

System To provide functions related to system setting: errordistrtup reset, calibration, time & da
input/output and configuration.

File To manage, save and call files.

Save To store instrument settings.
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Print To define printer output, select and configure printer.

Help To display online help.

3.2DLLspBl ay Zone

To display all measurement results on the screen on the front panel. Besides, the screen display also provides
status and setting information and all ows users t.
Display areainformaton o of t he Manual for more details.

3.2.1.4 Cancel key
It is used to exit any functional operation without changing current parameters, including cancel trigger, exit
numeric keypad and exit file dialog.

3.2.1.5 Soft keys

The display screen on the froram e | of the analyzer has 7 unidentif
Such keys have different instructions depending on currently selected mode and measurement and are closely
related to keys recently used. Corresponding functions of such keysewidjhlighted when they are pressed.

Fig. 3.13 shows the soft key menudofrequency .

Start Freq
-100.000000 MHz

Stop Freq
2.039520000 GHz

~CEStep ep
213.952000 MHz
Auto Man

Freq Offset
0 Hz

Signal Track
On Off

Fig. 3.13 Soft key menu
1) Select soft keys
i  Directly press the corresponding soft key at the right of the menu;
U Use the mouse pointer or other pointer device to pheskey on the screen.
2) Navigation in the soft key menu

U AMenu 1/ 20 indicates that such menu has more so
display a set of soft keys;
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U If the soft key tab ha®symbol, it means a submenu of more soft keys is contained. Press such soft key
to display the submenu;
U Return key is used to return to the previous menu.

3) Soft keys operation
Press the soft key to execute one of the following actions:

i  Open a dialog box tenter data;

U Enable or disable a function;

U Open a submenu (only for soft keys widsymbol).
4) Identify status of soft keys by colors

The selected soft key will be displayed in highlight. If it is a switch soft key, it is currently highlighted as
black. If me instrument function cannot be used due to specific setting, relevant soft key will be disabled
and grayed out. Some soft key belongs to specific (fixed) option and will not be displayed if such option is not
installed.

3.2.1.6 ng

The measurement setting key area provides most commonly used measurement settings and functions as

Measur eeneeant set ti key a

shown in Table 3. 6. Refer to 5.2 Menu desperati o
Table 3.61 Description of measurement setting key area

Button name| Function description

Frequency |To set center frequency, start and stop frequency and frequency step of frequency
current measurement. This key is also used to set frequency offsetuainig and signg
tracking.

Span/X Axis | To set the frequency span to be analyzed or return to previous frequency span.

Amplitude/Y | To set reference level, attenuator, scale type, scale size, unit, reference level off

AXxis amplitude correction.

Measuremen To set measurement average count, average type, limit line, phase noise optin

setting preselector, RF gain and ADC dither status.

Measuremen To set measurement stop or restart.

control

Bandwidth |To set resolution bandwidth, video klvidth, VBW/RBW, frequency span/RBW, filter ty
and filter bandwidth.

Scanning To set sweep time, sweep count and to select continuous measurement OFF or ON.

Trigger To select trigger mode, trigger threshold, trigger delay and trigger holdoff time.

Continuous |To select continuous measurement.

Singular To select continuous measurement off.

Automatic |To enable auto setting of mechanical attenuator, resolution bandwidth, video ban

setting VBW/RBW, frequency span/RBW, sweep time and frequestep.

Track To obtain and analyze trace configuration of measurement data.

Display To set display line, language, graticule, status area and frequency information status.

Marker To set absolute and relative positioning measurement marker (marker tnchaidder).

MrkA To give marker frequency to center frequency, marker to frequency step, marker
frequency, marker to stop frequency and marker level to reference level.

Mode To set measurement mode of the Series Signal Analyzer.

Measuremen To set measurement functions in current mode.
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Input Output|To set frequency reference, coupling mode, input interface, calibration inteHayte,IF
output switch, logarithm detector output switch and input impedance.

Table 3.62 Description of measurement setting key area (continue)

Button name| Function description

To provide additional analysis function for measurement marker:
I Marker Count

T Audio Demulation
|

Marker Noise Marker

function N dB measurement

T
T Bandwidth Power
I BandwidthDensity

To execute peak search, delta marker, give marker frequency to center frequency
Peak search|marker level to reference level functions for active markers. If no marker is active,
normal marker 1 and execute peak search.

3.2. 1bdarKey

)
)
) (2
._)

Enter «—
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To enter alphanumeric parameters. Including the following keys:
1) Alphanumeric keys

To enter numbers and (special) characters in the edit dialogi See 3Inpdtd 4 tinatle Manual for more
details.

2) Decimal point

To inset onpesitibn. 6 At cursor

3) Symbolic keys

To ch_gnge symbol s of numeric paramet eibs wshowltéhe@ i ns
cursor position.

4) Backspace keLG

0  When alphanumeric character has been entered, this key will delete the character aifttieletirsor;

U If no input field is active, this key will cancel recently entered value and restore the previous value.
Therefore, users can switch between two values (such as frequency span).

5) Enter key
U0 To terminate the input of a dimensionless numbersandt as a new value;
0 For other inputs, this keydBhay be used as unit

U  Press Default or Focus button in the dialog.
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3.2.1.8 Knob and arrow keys
1) Knob function:

0 When entering number s, step upi(clto
parameters as specified;

0 To move the selection bar in the Foc

0 To move markers or | imit |Iines on th

a I'f a scroll bar is selected, to vert

0 When pressed, it has ktetye same funct.i

2) Up/down key function

u 0 To increase or decrease instrument p
"D 0 To roll up and down the items in the
i To vertically move the selection bar

0 To move the scroll barveéemtiwétaldowsr ol

3) Left/right key function

U To move the cursor in the alphanumeric character edit dialog;

i  Toroll up and down the items in the list;

U  To horizontally move the selection bar in the table;

i To move the scroll bar in windows or dialogs witle horizontal scroll bar.

3.2.1.9 Trigger input
BNC female, for external trigger signal input on the front panel with input voltage rangd/o#pV].

3.2.1.10 Audio input
BNC female, for test and analysis of audio signal input with input frequencyg iV, +5V].

3.2.1.11 Noise source drive
Reserved for function extension.

3.2.1.12 External mi xing interface
Available when relevant option is selected.
LO output interface: 2.4 mm connector;

IF input interface: 3.5 mm SMA female connector.

3.2.1i bpuRF
For subsequent analysis by connecting the tested device via the cable to RF input interface.

Cauti on

The input interface should not be overl oaded.
val ue. DC input voV tiasgealolfoweod nfoare AC acno us5p0l i n ¢
i nput interface for DC coupling. The internal

ar e not met .
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3.2.1.14 ESC key
Press Esc to return the soft menu to the previous. lev

3.2.1.15 USB Interface

Standard USB2.0 interface, A type. For connecting peripherals of the same interface, such as keyboard, mouse
drive and hard disk.

3.2.1.16 Headset |jack
To connect the headsétit is connected, the internal loudspeaker will be turoédutomatically.

A Caution

Be careful! Too high volume may damage hearin

Headset vol ume should be checked to be moder a

3.2.1.17 Volume key

|
‘ To set headset or | oudspeaker volu

3.2.1.18 Window key
See Table 3.7 for icons and function description of the window key area.

Table 3.7 Description of measurement setting key area

Icon of window key |Name of window key Function description of window key

Windows system Start me

key To display Windows @St

Virtual keyboard key To switch between screen keyboard display interf

Windows zoom in/out key Zoom in/out current window

Window switching key To switchbetween several windows
Window close key To close currently selected window
Tab Tab To move in different areas of Windows dialogs

3.2.2 Rear Panel

This section describes the structure and functions of the rear pat@dbSeries Signal/Spectrum Analyzer.
The rear panel is as shown in Fig. 3.14.
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Fig. 3.14 Rear Panel of td®51Analyzer

1. Inputinterface of power suppl 6. USB interface 11. GPIB interface

2. Power switch 7. LAN interface 12. IF output 1

3. EarthingTerminal 8. Positioning antenna input  13. IF output 2

4.  40MHz200MHz bandwidtt 9. RF input on the rear panel 14. Broadband reconstructed IF/vid
digital interface signal output

5. Monitor 10. BNC input/output on th 15. Reconstructed IF/video signa

rear panel output

3.2.2.1 I nput interface of power supply

AC power input of the instrument.

3.2.2.2 Power switch

Main power control switch of the instrument.

3.2.2.3 Grounding terminal

To reliably ground the instrument.

3.242MHBz/ 200MHz dbhgndwildtmt er face
Use the photoelectric conversion module to realize I1Q data stream output and input at 40MHz/200MHz.

3.2.2.5 Monitor

VGA interface, for external connection with VGA display device.

3.2.2.6 USB I nterface

Standard USBZ2.0 interface, A tygeor connecting peripherals of the same interface, such as keyboard, mouse,
drive and hard disk.

3.2.2.7 LAN I nterface

RJ45 interface, TCP/IP interface, 10/100/1000M-adHptive, for remote operation of the analyzer.
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3. BPdsitioning antenna input
SMA female, GPS / Beidou positioning module antenna input interface (reserved for extension)

3. DRE.input on the rear panel

Option with interface type subject to the frequency range of the instrument for signal connection during test
system building.

3.20BNC input/output on the rear panel

See Table 3.8 and Figure 3.15 for BNC interface on the rear panel and relevant description.

Table 3.8 Description of measurement setting key area

Interface name | Interface description

10 MHz input BNC female for 10MHz reference signal input with required amplitude over 0dBm.

10 MHz output | BNC female for 10 MHz reference signal output of the analyzer. To lock the freque
other test devices to the frequency reference of the analyzer.

Trigger input BNC femalefor external trigger signal input on the rear panel with input voltage rar
[-5V, +5V].

Trigger Output 1 |BNC female, TTL level, trigger signal output for synchronizing with other test de
Output signal type configured by the output/input menu.

Trigger Output 2 |BNC female, TTL level, trigger signal output for synchronizing with other test de
Output signal type configured by the output/input menu.

Detector output |BNC female for video detector signal output.

10MHz In 10MHz Out
— r . S

N

Trig In

Fig. 3.15 BNC interface inputhbput on the rear panel

3. 21GPI1B I nterface
Standard IEEE488 interface, SCPI language supported. For remote control.

3. 2212F lout put 1

Option to output the second IF signal tvibutput frequency range of 275M#HZ5MHz and step resolution
of 1Hz.

3. 2312F lout put 2

Option, to output the third IF signal with outpdrequency range of 10MH¥60MHz and step resolution of
1Hz.
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3. 24Br.cladband reconstructed I F/video signal out put
Option to realize any IF, AM/FM or I/Q signal output through digitatonstruction witlbandwidth limit of

50 MHz100MHz.

3. 25Re.clonstructed | F/video signal out put

Option to realize any IF, AM/FM or I/Q signal output through digital reconstruction with bandwidth upper
limit of 40 MHz.

3.3 Basic measurement met hods

This section describes basic settings and measurement method4@b1lseries Signal/Spectrum Analyzer,
including:

Basic operation instructiofst  F + F F FFFEFEFEFEFEFEFEEEEEEEEEEEREEREREEREEEFELFT 38
Basic operation examples + - - - F FF VL EEEEEEEEREEEEEREEFELEFLF] 43
3.3.1 Basic operation instructions

This section gives an overall introduction of how to usedgl Series Signal/Spectrum Analyzer (including
graphic area display information type), howuse the4051Series Signal/Spectrum Analyzer via keys on the
front panel and other interactive operations and how to use online help.

3.3.1.1 Display area informati on

Fig. 3.16 shows a measurement interface of the instrument in spectrum analysis moddoEaation zone
is marked with description of the operating interface as shown in Table 3.9. A detailed description will be
given below. Display interfaces of other application modes or functions may vary slightly.

Spectrum - Swept SA 0 10:40:05 2016/7/6

Ref: Int Couple: AC  |Input: RF Atten:10dB

@Center Freq : 969.760000 MHz FreeRun Continuous | Avg : Off Time Gate:Off| @'requency

Ref Level 0.00 dBm TIW, N] TS0W, N] TSW, ! Marker1[T1]:1000MHz Center Freq
Log 10.0 dB/Div e N, N] TAIW, N] T&[W, ! @ Y : 1.26 dBm | §969.760000 MHz

s ———

‘ Start Freq
‘ -100.000000 MHz
|
|
|

Stop Freq
2039520000 GHz

Freq Offset
0 Hz

-G i || 0 9| it i i

S —
'
(o, | ||| I ‘ ” ‘ ‘ f |‘ | ’ ‘ | ‘.l ‘II Ihl \I ||. | ||’ IH| L A }

(|| Signal Track

Center Freq 969.760000MHz Swegs Time 2.14000ms (1001Points) Span 2.139520000GHz On Off
RBW 3.00MHz VBW 3.00MHz Sweep Type: Swept

Sweeping... 0

Fig. 3.16 Display interface of thi51analyzer

Table 3.9 Description of operating interface
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Graphic No. |Function description

1 Title bar to display currently active measurement mode/function.
2 Parameter input area as the input field of the measurement setting.
Instrument settinginformation panel for displaying current setting information of
3 instrument, such as reference clock, internal/external, input source, trigger mode; swee
attenuator decrement; trace average type and average count, time gate on/off, etc.
4 To display trace information.
5 To display active marker information.
To display measurement setting of graticule area data. This legend includes referen
6 scale type, scale/division, center frequency, sweep time (sweep count), frequeng

resoluton bandwidth, video bandwidth and sweep type.

Instrument and status information for displaying measurement progress and prompti

! messages.

8 To display test table.

9 To display the sot key menu of the last key pressed.
1) Title bar

To displaycurrently active measurement mode/function.

2) Parameter input zone

Center f 1.000@GHZO0O0O0 \
Number input area of currently active function.

3) Instrument setting information panel

To display information related to the instrument and its settingsdar by users as shown in Fig. 3.10.

Reference |l nput coulnput: RF AttenuadtB

Free TrigiContinuou Average: (Time gate: off

Table 3.10 Description of setting information panel

Message content Symbol
Referencelnt
Frequencyeference
ReferenceExt

Input coupling: AC
Input coupling: DC

Coupling method selection

. . Input: RF
Input interface selection
Input: Cal
Attenuator Attenuation: 1a1B

Marker count: off
Marker count: on

Marker count selection

Table 3.10 Description of setting information panel (Continued)

Message content Symbol
Free Run

Trigger Slope Video
Line Trig
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Externall

External 2

RF Burst

Periodic Timer

Sweep status

Continuous

Single

Average type

Log-Pwr

Pwr

Voltage

Average count/total count

25/25

Time gate status

On

off

4) Trace information

Trace Color
Trace Number

Details of trace information are listed in Table 3.11.

Detection Mode

Display Mode

Table 3.11 Description of trace information

Message conten Symbol Meaning
Trace color Highlighted Tracedisplay color and its opening status in the table
Grey
Trace No. T10 T6 Trace No. Indicated
w Refresh
ispl q A Average
Display mode M Max. Hold
M Min. Hold
N Normal detection
P Positive peak detection
S Sample detection
Detection mode |P Negative peakletection
Video Average
A Average detection Power Average
Average Voltage

5) Marker information

Mar ker i
more details.

40

nf ormat.

on i s shown

at the top

right

cor |



6) To display measurement settingf graticule area data.

Center

Trace Number

3 Introduction to Use
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X Axis Value

Marker Number

Marker 1[T1]:300.000MHz

Y : -83.56dBm

frequency Sweep time5.50000 ms (1001 points)

1.000000000GHz

Resolution
MHz

bandwidth:

3.CVideo bandwidth: 3.00 MHz

Y Axis Value

Frequency
2.200000000GHz

Sweep type: sweep

bandwidt?‘

Description of settings of general purptsgdware is as shown in Table 3.12.

Table 3.12 Description of settings of general purpose hardware.

Message conten Symbol Meaning
Reference level | Reference level 0.00dBm Reference level value currently set for
instrument
Scale Type Logarithm/linear Scale type set
Scale/Division |10.0dB/grid Scale value of each graticule on Y axis
Center Center Fregl.000000GHz To display the center frequency of the scr
frequency:
Span Span: 2.200000GHz To display the frequency range of the scre
[Scanning tine | Sweep time: 4.400 ms (1001 points) Sweep time/display count set
Resolution RBW: 3.00 MHz Resolution bandwidth set
bandwidth
[Video VBW: 3.00 MHz Video bandwidth set
bandwidth
Sweep Type
Sweep mode f Au t 00 To display the spectrum sweemode
ASwepd currently selected.
AFFTO

7) Instrument and status information
The instrument status and error messages (if any) are shown in the status bar at the bottom right of the table.

a) Measurement progress

To display current operation progress in the status liae ditottom left of the table.

b) Error messages

® Err:116 LO2 FAIL

If any error or abnormality is detected, corresponding error code and error message will be displayed at the
right of the status bar. See Schedule 3 Local Error Message Table of Appendix C Error Messafpg Index
meanings of error codes.

c) Date/time

09:56:42 2015/6/18
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To display date and time information at the top right of the screen.
8) Test table

To display the test table in current measurement mode.

9) Soft key menu

To display the sot key menu of the last key pressed.

3.3.1liatsearcti on

The following interactions can be used for the instrument with no need for user operating interface of the
external keyboard.

i  Screen keyboard;
0  Knob;

0  Arrow keys;

0  Soft keys.

All tasks to be completed during operation of the instrument can bewirikis user interface. All keys
correspond to external keyboard operations (such as arrow keys and Enter key) and comply with Microsoft
standards except for special keys for the instrument.

1) Keyboard
See3.2.1.7for details.
2) Knob
See3.2.1.8for details.
3) Arrow keys
See3.2.1.8for details.
4) Soft keys
See3.2.1.5for details.

(]
3.3.1.3 Currentdow switch key

When users need to switch between several display windows, press the current window switch key at the
bottom of the front panel.

3.3.1. 4. I nput dat a

The following methods can be used to enter the data into relevant dialog:

i Use keys on the front panel, such as the keyboard, the knob or the navigation key;

U0  Use keys on the virtual keyboard on the front panel,

0 Use external keyboard connected.

Characteristis of Windows dialogs: In some cases, for example, when you want to install a printer, you need
to use Windows buiin dialogs. The knob and the function keys do not work in such dialogs.

When entering numeric parameters into certain field, the keylaardnly be used to input numbers:

i  Use the keyboard to enter parameters, or use the knob (small step) or up/down keys (large step) to change
parameter values currently used,

U  After inputting numeric values with the keyboard, press the unit key correspdodimg soft key menu
to add relevant unit to the entered values;
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a I'f no wunit is required, press AENntero or any on
edited row to confirm the value entered.

3.3.1.5 Get helop

The 4051 Series Signal/Spectrum Analyzer features online help: press the yelldalpd key to call the

online help file.

3.3.2 Basic operation exampl es

This section introduces detailed steps of common and important basic settings and function406fl the
Series §nal/Spectrum Analyzer with examples to help the user rapidly know the characteristics of the
instrument and understand basic measurement methods.

Firstly, complete preparations before operation according to the following steps:

Step 1lenergize and statthe instrument;

Step 2enter the system and initialize settings;

Step 3 proceed to the next operation if there is no prompt error message in the main operating interface of the
front panel.

3.3.2.1 Measure sine signal

The most common measurement taskhef Series Signal Analyzer is to determine level and frequency of
signals. When measuring an unknown signal, users cad @sese® key to switch the instrument to preset
status and start measurement. In this section, the internal calibration signalimétthment is used as an
input to introduce how to measure a simple sine signal.

I f the signal l evel may be higher than +30dBm
interface of the Seri essi ghiagn ale vlenlaloyvzeerr ,3 Oodt Bhne
or the input mi xer . At the same ti me, the tot

1) Display the internal 500 MHz calibration signal
Step 1reset the instrument:

U Pres® Presed key to restore the instrument to a predefined configuration status.
Step 2turn on the internal 500 MHz calibration signal:

U Pres® Input/Outpu® key to pop ugnput/Outputsetting soft menu.

i Press [Cal Port>>] and [500 MHZz] to select the intebfl MHz calibration signal.

U Pres® Input/Outpu® , [Input Port. Cal] to select calibration port.

At such time, the internal calibration signal of the instrument is connected to the RF input interface and the
500 MHz calibration signal can be observedlminstrument screen as shown in Fig. 3.17.
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Spectrum - Swept SA 10:43:34  2016/7/6

Ref: Int Couple: AC  |Input: Cal Atten:10dB
FreeRun Continuous |Avg : Off | Time Gate:Off|

Span : {200.000000 MHz

Ref Level 0.00 dBm e
Log 10.0 dB/Div Sess il

Center Freq 500.000000MHz Sweep Time 1.00000ms (1001Points) Span 200.000000MHz
RBW 2.00MHz VBW 2.00MHz Sweep Type: Swept

Fig. 3.17 500 MHz calibration signal as RF input

2) Optimize signal display
Adjust the main measurement settings to observe the calibration signal in a better way.
Step 1setthe center frequency as the calibration signal frequency (500 MHz):

U Pres®d Frequencd key.

i Press [Center Freq] soft key and input 500 MHz via the numeric keys on the instrument panel.
Step 2reduce the frequency span to 20 MHz:

i Pres®d Span/X Axi© key.

i Input 20 MHz via the numeric keys on the instrument panel.
Step 3set the reference level a30dBm:

i Pres®d Amplitude/Y AxisO key.

U  Input-10dBm via the numeric keys on the instrument panel.

At such time, the calibration signal spectrum is displayed imiidele of the trace and the calibration signal
can be observed more directly and clearly as shown in Fig. 3.18.
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Spectrum - Swept SA 10:43:34  2016/7/6

Ref: Int Couple: AC  |Input: Cal Atten:10dB
FreeRun Continuous |Avg : Off | Time Gate:Off|

Span : {200.000000 MHz

Ref Level 0.00 dBm e
Log 10.0 dB/Div Sess il

Center Freq 500.000000MHz Sweep Time 1.00000ms (1001Points) Span 200.000000MHz
RBW 2.00MHz VBW 2.00MHz Sweep Type: Swept

Fig. 3.18 Calibration signal spectrum after optimizing settings

3.3.2.2 Set and move mar kers

The marker is used to determine the positiosp#cific function in the trace. Its most common purpose is to
determine certain peak. When a marker is enabled, the default settings will be applied. Here we are going to
set a peak marker on the spectrum trace.

Step 1reset the instrument:
U Pres® Presed key to restore the instrument to a predefined configuration status.
Step 2 execute Continuous Sweep Off:
U Pres® Singled key on the front panel.
Execute Continuous Sweep Off for once to generate a trace to help set a marker on it.
Step 3enable Marker:
U Pres®d MarketO key on the front panel to display Marker soft menu.

At such time, Marker 1 is activated default as on Trace 1 and automatically set as the center frequency of
Trace 1 as shown in Fig. 3.19. Such marker is indicated at the top right cornaref t abl e as @A Mar
Seen 3. 3. 1. 1 Di s pl afthe Mangakfor moref detailsitiaetmarken o
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Spectrum - Swept SA

Mkr X Value :

500.000000000 MHz

Ref: Int

FreeRun

| Couple: AC
Continuous :Avg : Off

Input: Cal

Atten:10dB

Ref Level -10.00 dBm
Log 10.0 dB/Div

T1[W, N] T3[w, I

| Time Gate:Off|

Marker1[T1]:500.00MHz

Y : -20.07dBm

Center Freq 500.000000MHz
RBW 200.00kHz

Sweep Time 1.25000ms (1001Points)
VBW 200.00kHz

Span 20.000000MHz

Sweep Type: Swept |

Sweeping...

Spectrum - Swept SA

Mkr X Value :

504.000000000 MHz

Fig. 3.19 Marker 1 activation interface

Ref: Int
FreeRun

| Couple: AC
Continuous

Input: Cal
lAvg : Off

Atten:10dB
| Time Gate:Off

Ref Level -10.00 dBm
Log 10.0 dB/Div

T1[W, N] T3[W, I

Marker1[T1]:504.00MHz

Y : -87.91dBm

Center Freq 500.000000MHz
RBW 200.00kHz

Sweep Time 1.25000ms (1001Points)
VBW 200.00kHz

Span 20.000000MHz

Sweep Type: Swept |

Fig. 3.20 Marker moving interface

10:45:46 2016/7/6

Marker

Marker Selectb
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More 1/2 »

10:46:13 2016/7/6
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Step 4 move the marker:
U Click and drag the marker with tlmouse or use the knob or the arrow keys to move the marker
to other places. Current position of the marker is indicated with a white diamond box as shown in
Fig. 3.20.
3.3.2.3 Peak Iist
The marker peak list can automatically determine frequency and tetied Epectrum.
Step 1execute Continuous Sweep Off:
U Pres® Singled on the front panel for the instrument to sweep once.
Step 2open Peak List window:
U Pres® Peak Seardh to open the peak search soft menu.

il Press [Morel/2], [Peak Table>>] and [Peak TabidOff] to open a new window of marker peak
list as shown in Fig. 3.21.

Spectrum - Swept SA 10:46:56 2016/7/6

Ref: Int Couple: AC  |Input: Cal Atten:10dB ‘
FreeRun Single | Avg : Off | Time Gate:Off|

Peak Table

Ref Level -10.00 dBm Marker1[T1]:500.02MHz Peak Table :
¥z —2004dBm On Off

} " Peak Sort

Log 10.0 dB/Div

Freq Amptd

—

|
|

|

\i
|

LT T I

Center Freq 500.000000MHz SpanVZO.OOOOOOMHz
RBW 200.00kHz Sweep Type: Swept

Fig. 3.21 The interface of opening peak table
Step 3enable Peak Search:

U Presd Peak Seardd to open the peak search soft menu; press [More 1/2], [Peak litenic
[PeakThreshold Orfff] to set the peak threshold #&8dBm as shown in Fig. 3.22.

In order to obtain the noider ee peak and meet usersd peak require
the peak threshold in the peak criteria menu can be set to screen the peak list. For example, to set a thresholc
higher than the noise floor.

In the peak list, only a peak ove88dBm is included. The marker peak list displays determined peaks higher
than the set threshold.
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Spectrum - Swept SA 10:48:56 2016/7/6

Couple: AC  |Input: Cal Atten:10dB ‘>
Single | Avg : Off | Time Gate:Off|

Peak Threshold : -68.00 dBm Peak Criteria

Ref Level -10.00 dBm Deltal[T1]:0 Hz
Y :0.00 dB
Marker2[T1]:500.02MHz
Y : -20.04dBm | [IPKRTRrESHOIA
‘ -68.00 dBm

6.00 dB
On Off

Off

68. 00dBm

|
|
|
|
|
|
|

Tt Lt
lll. |

L —

Center Freq 500.000000MHz Span 20.000000MHz
RBW 200.00kHz Sweep Type: Swept

Fig. 3.22 The interface of opening peak threshold

3.4 Data management

This section describes working state saving/callingasarement result data input/output methods and
screenshot printing/saving method of #1Series Signal/Spectrum Analyzer.

. Working state saving/callidtgt ¢ + + + F F F F FFFFFEFEFEFFEEEEFEFEFEFEF 48
, Data saving/calling + + -+ F FFFFEEFFEEEEEEFEEFEEEEFEFEFEFEFEFLF 50
. Screenshot printing/savibg + + + F - F P FFEFEEF R EEEEFEFEFEFEFEFF 53
3.4.1 Working state saving/calling

. Instrument reset stdtel I I + ¢+ F FFFEF L EEFFEEEREEFEREFLFEFLFLF A48
. User state saving/callihg + &+ - - F F F FFFFFEFEFEFEFEFEEEFEFEFEEFEREFEFF 49
3.4.1.1 Instrument reset state

The 4051 Series Signal/Spectrum Analyzer uses the startup state previously saved by users as the initial state
of startup measurement. If there is no such startup state, the factory default startup state will be called. Usually
when the measurement state of thetrintment goes wrong, the initial state when the instrument works
properly can be restored by resetting the instrument state.

The reset state of the Series Signal Analyzer is saved and called as follows:
Step 1save reset state:

i Pres® Systend key on the ffont panel.

i PresgPowerOn/Presegoft menu.

0 Press[Save User Preset] soft menu.
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Step 2call reset state:
U Firstly, pres® Systen® key on the front panel.
0  PresgPowerOn/Presegoft menu.
a Press[Reset-iUser] to select reset switch.

If the factorystate is required, set the reset switch as Factory; if the measurement state previously
saved by users is required, set the reset switch as User.

U Pres® Presed key on the front panel to call the reset state.

3.4.1.2 User state saving/calling

The 4051 Series Signal/Spectrum Analyzer provides instrument measurement state (data) saving and calling
functions to help users restore required measurement state for repeated observation and analysis as well a
saving of required measurement data for furthelyarsa

1) Save instrument state
Step 1set file save type:

i Pres® FileO key on the front panel.

i Press [Save Type] soft menu.

0 Press [State] soft menu to change current sa\
Step 2save file:

i  Press [Save...] Soft menis shown in Fig. 3.23.

Pop up Save As dialog to select the path and the file name to be saved and then click Save.

Spectrum - Swept SA 09:51:07 2017/1/11

Ref: Int Couple: AC  |Input: Cal Atten:10dB | PreAmplify:0f
FreeRun Continuous | Avg : Off Time Gate:Off

Ref Level 0.00 .dBm T1[W, N] Markerl[T1]:1.400 GHz Save...
Log 10.0 dB/Div e e — Y : -71.66dBm
ol - > Libraries b Documents + BE E cuments o )
-10.00 Orgamze v Newfolder = @ Load... \
) ¢ Favorites ~ Documents library s -
-20.00 B Desktop Includes: 2 locations e

Bllonsieact Name ’ Date medified Type Ve Type
-30.00 5] Recent Places | _ 5
= [ statelsta 1/11/2017 945AM  STAFile State
r—————)

4 Libraries

-40.00 &| Documents
o Music Load Type 5
-50.00 E Pictures Trace+(State)
Videos
— %

-60.00 1% Computer sall @

File name: Statel .sta >

-70.00 Save as type: | State Files("sta)

-20.00 “ Hide Folders

-90.00

Center Freq 2.000000000GHz Sweep Time 4.00000ms (1001Points) Span 4.000000000GHz
RBW 3.00MHz VBW 3.00MHz Sweep Type: Swept

Fig. 3.23 File saving interface
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2) Call instrument state
Step 1set file call type:
i Pres® FileO key on the front panel.
0 Press [Load Type] soft menu.
i Press[Stateg of t menu to change current call type a

Spectrum - Swept SA 09:52:36 2017/1/11

Ref: Int Couple: AC  |Input: Cal Atten:10dB | PreAmplify:0f
FreeRun Continuous | Avg : Off Time Gate:Off

Ref Level 0.00 _dBm T1[W, N] Marker1[T1]:1.400 GHz Save...
Log 10.0 dB/Div ) oo — | Y : -70.44dBm \
g’ [ = » Libraries » Documents » + | %3l Search D s o —

-10.00 Orgamze ~  MNewfolder - 0 @ Load...
¢ Favorites “ Documents library i ‘ ’

-20.00 B Desktop Includes: 2 locations

——————
4 Downlozds Name Date modified Type Save Type
30,00 £l Recent Places »
[ Statelsta 1/11/2017945AM  STA File Screen

4 Libraries

-60.00 1% Computer
&, Local Disk (C)
a AP D) bl < +

000 %] Documents
@' Music ad Type "
-50.00 =] Pictures e
a Videos .
(eesEE——
Data

-70.00 _
File name: Statel.sta - ‘Stata Files(* sta} 'l

. e
-80.00 -

-90.00

Center Freq 2.000000000GHz Sweep Time 4.00000ms (1001Points) Span 4.000000000GHz
RBW 3.00MHz VBW 3.00MHz Sweep Type: Swept

Fig. 3.24 File calling interface
Step 2 Load file:
0 Press[Load...] Soft menu.
i Pop up Open File dialog to select the file to b called and click Open as shown in Fig. 3.24.

3.4.2 Data saving/calling

The 4051 Series Signal/Spectrum Analyzer features file management and préwig#®ns including file
saving/calling, file browsing and copying, cutting, pasting and deleting of directory (file). Data files can be
accessed via keys on the front panel, the mouse or remote operation (refer to the remote control manual of the
4051Seies Signal/Spectrum Analyzer for more details).

3.4.2.1 Measurement data file type
Data file types of file management are as shown in Table 3.13.
Table 3.13 Table of data file types

File type Description of saved data

Startup state file To save currentneasurement state of the instrument for calling du
startup

Reset state file To save current measurement state of the instrument for calling |
reset by users
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User saved state file To save current measurement state of the instrument (such as
frequency and span)

User saved trace + state file To save current trace data and current measurement state

User saved image file To save the bitmap of current operation screen as bmp format

User saved/Q data file To saved/Q modulation data

Limit line file To save the information of the limit lined edited by users

Amplitude correction file To save the information of amplitude correction edited by users

3.4.2.2 File saving/calling method

The 4051 Series Signal/Spectrum Analyzer features data file saving/calling function, in which file saving
means saving the measurement data into relevant file according to agreed format (such as: ASCII, *.dat) and
file calling means opening selected data filefaging such display information as measurement parameters
and list parameters to facilitate observation and assessment by users.

The Series Signal Analyzer provides four types of saving functions and two types of calling functions based
on information typs and its management methods. Four types of files that can be saved include state file,
trace (+ state) file, image file ahi) data file. Two types of files that can be called include state file and trace

(+ state) file. Users only need to enter coroesjing menu to pop up relevant dialog and designate the file
name to be saved or select relevant file to complete file saving and calling. Details are as follows:

1) File saving method
Operating procedures:
Step 1set file save type:
i Pres® FileO key on the front panel.
i Press [Save Type] soft menu to select file type.

If it is required to save current measurement state, press [State] soft menu to change current save
type as fiStateo; if it is requined (o saawee)!
required to save current screen i mage, chang
IQdatain/Qanal ysi s mode, chanbataodoreidfhesdFat ey
data can l/@QPatsa&a mladngfiauto iomoff. In auto mode, savé@® data is
consistent with that used for analysis with no need td/Qetata time and length; in auto off
mode,l/Q data time and length can be set manually arabHection ofl/Q data is required when

saving.

Step 2save file:
i Press [Save...] Soft menu.

Pop up File Save As dialog to select the path and file name to be saved and click Save as shown
in Fig. 3.25.
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Spectrum - Swept SA 09:51:39  2017/1/11
Ref: Int Couple: AC  |Input: Cal Atten:10dB | PreAmplify:0f
FreeRun Continuous | Avg : Off Time Gate:Off
Ref Level 0.00 dBm T1W, NI Marker1[T1]:1.400 GHz
Log 10.0 dB/Div p Y 1 -69.
9 Fﬂ Y : -69.74dBm
[ e s voeumer s -]

-10.00 Organize * New folder

¢ Favorites . Documents library
B Desktap Includes: 2 locations

& Downloads

-20.00 Amangeby: Folder ~

Name Date modified Type

-30.00 =l Recent Places  |_
b __| Tracel.trc 1/11/2017 9:45 AM TRC File

4 Libraries

-40.00 £| Documents

o Music Load Type -

-50.00 ) Pictures Trace+(State)
B8 Videos

-60.00 18 Computer =K

File name: Tracel.trc

-70.00 Save as type: | Trace Files(*trc)

-80.00 “ Hide Folders

-90.00

Center Freq 2.000000000GHz Sweep Time 4.00000ms (1001Points) Span 4.000000000GHz
RBW 3.00MHz VBW 3.00MHz Sweep Type: Swept

Fig. 3.25 File saving interface
2) File calling method
Operating procedures:
Step 1setfile call type:
U Pres® FileO key on the front panel.
i Press [Load Type] soft menu to select file type.

If it is required to call measurement state file, press [State] soft menu to change current call type
as AStateo. I f it hangequihredatlt ¢ ¢ ylple ttoadidr:
call the trace data in the file to current

Status Displayo.

Step 2Load file:

0 Press [Load...] Key to pop up Open File dialog, select thaditeed to be called and click Call as
shown in Fig. 3.26.
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Spectrum - Swept SA 09:52:54 2017/1/11

Ref: Int Couple: AC  |Input: Cal Atten:10dB | PreAmplify:0f
FreeRun Continuous | Avg : Off Time Gate:Off

p—
Ref Level 0.00 dBm T1W, NI Marker1[T1]:1.400 GHz Save

Log 10.0 dB/Di . v

og /Div m Y : -68.04dBm

5 ENTTITTTTTEE— —_—
-10.00 Organize » Mew folder =5 @ Load
¢ Favorites = Documents library ) )
Amange by:  Folder +

-20.00 B Desktop Includes: 2 locations

S —
% Downloads Name Date modified Type Save Type
-30.00 =, Recent Places >
| Tracel trc 1/11/2017945AM  TRC File Screen

4 Libraries

-40.00 <| Documents
2aType
-50.00 E Pictures Trace+(State)
Videos
—_——
Data's

-60.00 18 Computer
&, Local Disk ()

o AP (D) bl ¢

= o

-70.00
File name: Tracel.trc

-80.00

-90.00

Center Freq 2.000000000GHz Sweep Time 4.00000ms (1001Points) Span 4.000000000GHz
RBW 3.00MHz VBW 3.00MHz Sweep Type: Swept

Fig. 3.26 File calling interface

3.4.2.3 File directory management

The 4051 Series Signal/Spectrum Analyzer does not provide separate file directory management function.
Such operations as file browsing, assigning, copying, pasting and deleting should be done in Windows system
after exiting the Series Signal Analyzer.

3. 4. 2c.rd4i pbeison fil e f or mat

All files of the Series Signal Analyzer are saved directly. All files extt€ptlata files adopt the binary format

and their suffixes are determined by specific file types.

3.4.3 Screenshot printing/saving

The4051Series Signal/Spettm Analyzer is capable of saving screenshots to graphic files (bmp format) and
printing screenshots.

Save screen (to filesh + ¢+ - F ¢+ F-FFFFEEFFEFEFEEFFEEFEEFEFEREEFEERREFEEREFFS3
Print screep I - - - F -V F PP EFEFEEFEFEEEEFEFEEEEFEEFEFEEEFREREEREFRELF 54

3.4.3.1 Save screen (to files)
Operating procedures:
Step 1set file save type:
i Pres® FileO key on the front panel.
i Press [Save Type] soft menu.
0 PressBitmap soft menu to use image as tliype of the currently saved file.

Step 2save screen:
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0 Press [Save...] Soft menu to pop up File Save As dialog to select the path and file name to be
saved and click Save as shown in Fig. 3.27.

Spectrum - Swept SA 09:52:10 2017/1/11
Ref: Int Couple: AC  |Input: Cal Atten:10dB | PreAmplify:0f
FreeRun Continuous | Avg : Off Time Gate:Off

Ref Level 0.00 dBm TLW, N] Marker1[T1]:1.400 GHz

Log 10.0 dB/Di -
og iv .—l Y 69.29dBm
" | - » Libraries » Documents » f

Organize *  New folder

-10.00

-

2000 ¢ Favorites D_ocu_n’!el?ts library P by Folder ~
Bl Desktop Includes: 2 locations
% Downloads Name Date modified Type
-30.00 L] Recent Places
IR 12/20/2016 9:14 AM  Bitmap imag

7 Libraries

-40.00 ~| Documents

r———)
o Music Load Type .

-50.00 g Pictures Trace+(State)
Videos

—
-60.00 /% Computer ~|F Data Source
ta Source

File name: Screend|

-70.00 Save as type: ‘E\tmap Files(".bmp)

-80.00 “ Hide Folders

-90.00

Center Freq 2.000000000GHz Sweep Time 4.00000ms (1001Points) Span 4.000000000GHz
RBW 3.00MHz VBW 3.00MHz Sweep Type: Swept

Fig. 3.27 File saving interface

screen
Prompt \
Il nst al printer drive program

Before printing, a matching printer0Rlriivees pr o
Signal/ Spectrum Analyzer

Step 1open Print Setting dialog:
i Pres® Printd on the front panel to pop up Print Setting dialog as shown in Fig. 3.28.

54



4. Operating Instruction

4.1 Function operation guide

Frirter
Mame: [EMic:msuﬂ AP35 Document Writer '] [ Properties... ]
Status: Ready

Type: Microsoft XPS Document Witer
Where:  XPSPort:

Comment:
Print range Copies
@ Al Mumber of copies: 1 =
Fages
Collate
Selection 1-1 2-2 3--3
OK || Cancel

Fig. 3.28 Print dialog
Step 2 configure the printer:

i Select the printer and click Properties to configure the prinifespecial configurations are
required.

Step 3click OK toprint current screen image.

4. Operating Instruction

In this chapter, operating methods of different measurement functions dD®isSeries Signal/Spectrum
Analyzer are introduced and measurement procedures are explained in detail.

Functionoperation guice ¢ - ¢+ + ¢+ F ¢ ¢4+ ¢+ +4+++r+r+rerrrrrFrFFFFFFFFS5

5

Advanced operation guitdet ¢ - + F - ¢+ FF-FFF-FFFFEFFFEFFEEFEFEFEEFILFT 88

4.1 Function operation guide

This section mainly introduces operating methods related to measurement modes, setting of common
meaurement parameters and analysis display od@&d Series Signal/Spectrum Analyzer.

4. 1.1 I ntroduction of measur ement modes and f

This section mainly introduces major measurement modes and their main purposes405it&eries
Signal/Spectrum Analyzer. The Series Signal Analyzer has two measurement modes with standard
configuration: spectrum analysis mode aff@ &nalysis model/Q analysis mode is not available #051S

series). Users may select measurement modd WwdeO key on the front panel. Please refer to relevant
software option user manual for more information of measurement mode options. Each measurement mode of
the 4051 Series Signal/Spectrum Analyzer may contain several measurement functions and incted sele
mode, specific measurement functions can be selectédMeasur® key on the front panel.

4. 1.1.1 Spectrum analysis mode

The spectrum analysis mode is one regular general spectrum analysis and measurement environment and ha
very flexible spectrumanalysis ability, which includes the traditional swept spectrum analysis and FFT
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spectrum analysis; in addition, the spectrum analysis has the signal spectrum peak search, marker function anc
various trace detectors and trace processing abilities, whathiesnthe user to search and measure different
types of signals conveniently.

The spectrum analysis mode can be accessed by activating the [Spectrum] menu througlode® key
on the front panel.

Moreover, the spectrum analysis mode also provides th&eneeasurement function for the some special
types of signals and common measurement applications. For these measurement funcd®84, Skaes
Signal/Spectrum Analyzer paonfigure the measurement parameters of analyzer, which significantly reduces
the complicated and trivial measurement setting operations for the user, thus enabling the user to carry out
measurement conveniently. For the features of analyzer, thkegnmeasurement function integrates many
measuring algorithms to optimize the maasnent results.

Under the spectrum analysis mode, the measurement function can be selected by predsiigathe©
key on the front panel. The ofiey measurement functions 4051 Series Signal/Spectrum Analyzer include:

Swept Analysis

Channel Power

Occupied Bandwidth
Adjacent Channel Power
Power Statistic

Burst Power

Harmonic Distortion
Threeorder Intermodulation

Spurious Emission

(I B e B e S e S et R e B et S e M e

SpectrumEmission Mask

4. 11 Ll&@Pal ysidsOBBlosderi(es is not provided with the 1C

Thel/Q analysis mode can help the user capture the complex number time domain data from the RF input port
signal, which retains the vector relation of time, frequency, phase and amplitude of signal. By setting center
frequency and analysis bandwidth, the broadbdDC and digital IF processing in the Series Signal Analyzer

can resolve the signal t6) data. Thos&/Q data can be analyzed through thg analysis function under this

mode or inputted to other analysis tools through GPIB, LAN and USB interfaemdtysis and processing.

The I/Q analysis tool inside thd051 Series Signal/Spectrum Analyzer can execute such basis analysis and
measurement as FFT spectrum, time domain/ahdaveform.

Under standard configuration, th851Series Signal/Spectrum Aryaker can executlQ analysis of 10 MHz
bandwidth signal and extend the bandwidth signal to 40 MHz or 200 MHz through configuration of options.
Thel/Q analysis mode can be accessed by activating@eAhalyzer] menu through thé@ Moded key on

the frontpanel.

4. 1.2 Operation guidance for parameter settin

This section mainly describes the concept of basic measurement setting commonly used in the spectrum
analysis mode and its effect on the measurement results, as well as its setting methods. Regardless of
measurement mode or measurement task, those canu#setting methods are of great help to familiarize

you with the4051 Series Signal/Spectrum Analyzer and its use. Some setting methods of measurement may
vary slightly should other measurement modes be used, please refer to the corresponding useziatiagual

to the measurement mode.

Settings of reset state and powon + F - F F F L EFEFEEEFEEEFEEEEFEFEEEREREEFEEFSY
Settings of frequency and span/X Aki¢ F F F F FFFFEFEFEFEEFEFEEEFEEFEEFEEEFLFLT ] 58
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Settings of bandwidth, filter and sweéep I I+ F F - F FFFFEFEFEFEEFEFEFEEREREFEFEFB61
. Settingsparameter®f amplitude/Y Axi¢ + F - -+ F F O FEF LR EEFEERLFF 67
Trigger parametesettingd ¢+ F - - FFFEFEF L EFEEEEEEREREEREREREEFETL
, Parameter settingst + ¢+ ¢+ - FFFFFEEFEEFEEEFEEEEEEEEEFEEEREEERELETS
Parameters settings of coupling and &ukol F -+ F F FF FFFFFEFEFEEFEFEFEELFEIELTF 76
Input and output settingst  + F ¢+ F - FFFFEFEFEFEEEFEFEEFEFEEREEEFEEREREEFT77

4.1.2.1 Settin@swrof reset state and

Reset state means the Series Signal Analyzer is restored to one known and definite measurement state. Th
reset state is classified into two types: factory reset state and user reset state. Whether the ansatgred is

to factory preset state or user ptestate can be set by pressindPresed key through théPowerOn/Preset]

soft menu in thé Systen® key on the front panel.

PowOn refers to one known and definite working state that the analyzer enters awdtynatien the Series
Signal Analyzer is powered on and started or the software program of Series Signal Analyzer is started
through the Windows operating system.

1) Save user reset state
Step 1First set the analyzer to the reset working state desired hy you

Step 2Presd Systen® key on the front panel, thdRowerOn/Preseoft menu andHreset Fact Uskrset
the preset state to user state;

Step 3 Finish the saving of user reset state by pressing the soft menu of [Save User Preset].
2) Execute user reset

Step 1.Pressd Systen® key on the front panel and thgRowerOn/Presetyoft menu, the settings menu
displays the state oPfeset Fact Uskr

Step 2The user Preset is completed by pressirRrese® key on the front panel.

Reset Condi ti on

| f utsheer has never saved the user powon, t he Se
reset state during execution of wuser reset op

3) Execute factory reset

St ePresSsysO«my on the frdPowpaDesbPaaesietilnent h
di spl ays Prhees estt fFtaec to fUs[er

Stephe.factory PresetdRrseOckedmyp loent e ch eb yf rporne s spian

OPreBGley

I f the signal analysis ®Br elnkedeyr opnr otghrea ni rcoonntt rj

4) Save User powon

Stepifilst set the analyzer to the working stat
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StepPr2sSsysOé&«my on the front] Poaveea|OnsoMdte sreetniu pn
guarantee that the skRrtesetgdFanecthuUgerspl ay s

Stepi Bish the saving of user powdmsebWrersedsin
Caution

Powen State

I f the user has nevbhe SaevedstBeguonsker Apawypner
reset state when the Series Signal Analyzer i
Analyzer is started through the Windows opera

Resetusdeaernt edi fferent measur ement modes and func

Th€40Skries Signal/ Spectrum Analyzer has mul ti

key], while different measur ement functions
correspomMdaaykey) . Each measuremesod SmodesoSif
Analyzer is equipped with separate factory P
executed only for the curnehtomactive measurem

5) Factory reset state under different measurement modes and functions

For factory preset value of each measurement parame#d5dfSeries Signal/Spectrum Analyzer, please
refer to the menu description of relevant parameter and for relevant details, please refer téichapter Me n u
descr hereini on o

4.1.2.2 Settings of frequency and span/ X AXxi s

Thed Frequenc® key andd Span/X Axi© key can be used to set the range displayed by X Axis in the
current active window of Series Signal Analyzer. Under-peno span (greater than zero), the active window

of spectrum analysis mode usually displays the signal spectrum trace with X Axegasnity axis; the
frequency measurement range can be set through Brequenc® key andd Span/X Axi€© on the front

panel; under zero span (equals to zero), it displays the trace of signal frequency changing over time with X
Axis as time axis. Only the spacan be changed should corresponding soft meriu $pan/X Axi© be
operated.

1) Parameter description ofd Frequencyd key

Frequency range (frequency measurement range) refers to the display range of frequency axis of Series Signa
Analyzer. The frequency raagis displayed in the information display area under screen with two ways
including center frequency value and span value or start frequency value and stop frequency value. The
parameters corresponding @ Frequencyd key include[Center Freq], [Start Frd@top Freq][CF
Step][Freq Offset], [Auto Tune] and [Signal Track].

U0 [Center Freq] is used to set and indicate the frequency value in the center of measurement display
window of Series Signal Analyzer;

i [Freq Freq] is used to set and indicate the frequesadye in the leftmost position of measurement
display window of Series Signal Analyzer;

U [Stop Freq] is used to set and indicate the frequency value in the rightmost position of measurement
display window of Series Signal Analyzer;

i [CF Step]is used to setnd indicate the frequency step size when the center frequency, start frequency
and stop frequency are changed through Up/Down key on the front panel;
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U [Freq Offset] is used to set and indicate the correction value of frequency range of information display
area;

U  After the [Auto Tune] is pressed, the Series Signal Analyzer will automatically optimize and set the
frequency measurement range and display range of Y Axis based on the signal characteristics. For the
specific setting methods and operation guidamde aut o opti mi zati on, pl eas
Parameter setting of coupling and autoodo herein,;

U [Signal Track] is used to track and measure the drift signal, by which the center frequency of Series
Signal Analyzer can be automatically tuned for th&ximum peak frequency of input port signal. For
measur ement methods of drift signal, please ref:

2) Parameter description ofd Span/X AxisO key

Span refers to difference between start frequency and stqpeincy measured by Series Signal Analyzer.
Under spectrum analysis mode, the parameters correspondin@pan/X Axi© key on the front panel

include [Span], [Full Span], [Zero Span] and [Last Span], which are used to set the frequency range measured
by Series Signal Analyzer, provided that the center frequency remains unchanged. Differences may exist in
other modes, please refer to relevant manual for specific operations.

[Full Span] is used to set the frequency measurement range as maximum frequeacit sdnagild be noted
that the center frequency will automatically change to 1/2 of nominal maximum upper limit frequency of
analyzer. This setting is of great use for observing the signals in the entire frequency measurement range.

[Zero Span] is used tset the span as 0 Hz, then the X Axis will change to time axis and the length of time
will automatically become the sweep time of current Series Signal Analyzer.

[Last Span] is used to set the span as the value set last time. This function can helpahiekhgeswitch the
detail measurement under full span measurement and narrower span.

3) How to set frequency measurement range

The following methods are commonly used to set the frequency measurement range of Series Signal Analyzer
throughd Frequenc® key, 0 Span/X Axi© key and corresponding soft menus; for programming methods
under program control mode, please refer to program control manual:

Method 1.Set frequency measurement range through [Center Freq] and [Span].
Method 2.Set frequency measurement range thro&arf Fredjand [Stop Freq].

Method 3.Frequency measurement range can be set through [Center Freq] and [Zero Span] should time
domain power be measured.

Method 4.Frequency measurement range can be set through [Full Span] should the measurement of entire
frequency range be executed.

Zer o span

When the span manually input is 0 Hz, the Ser
andeeute the measurement of time domain power

Met hoRr e5qquency measurement range can be set ¢
set | ast time be measured.

Met hoRdr e6quency measurement range can be set q
barely understood.

The center frequency, start frequency and sto
through the Up/ Dblwe kegntnpdakelbb on

4) How to adjust frequency measurement range
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When the measurement i s being executed in the
user quickly adjust the frequency measur ement

Met hoTdhel .center frequency, start frequency an
key and knob on the front panel

St epdt frequency step.

The frequency step value desired by you capahb
by pr@&Biségq@eknecyy on the frlo@RF Staee]l and then

Frequarpy

When the frequency step is set t to, the
1, 2, 5 and 10; durstmhgpzeonr sppondi @ foetghe
bandwi dt h:zeduwr issppgannont he frequency step corre:cs
bandwi dt h

O auto U
ndit n

Step 2 Press the soft menu of [Center Fre®ldrt Fredor [Stop Freq}o be adjusted.

Step 3.The adjustment can be realized by pressing the Up/Down key or knob on the front panel.

If the center frequency needs to be adjusted, press the Up key on the front panel once, then center frequency
will automatically change to curreenter frequency value plus frequency step size; while press the Down
key on the front panel once, then center frequency will automatically change to current center frequency value

minus frequency step size. The start frequency and stop frequency asteddp the same way provided
above.

Method 2.Adjust the measurement span through the Up/Down key and knob on the front panel. The span step
corresponding to the Up/Down key on the front panel@81 Series Signal/Spectrum Analyzer is based on
way of 1:2-5-10, while the step size corresponding to the knob is 1/10 of maximum order of current span.

Method 3.If the frequency of display signal is drifting, you can enable the signal track function,hihen t

Series Signal Analyzer will automatically adjust the center frequency based on the signal peak.

The span is likely to change automatically wh
Fo4055leries Signal/ Spectrum Analyzer, t hel O@i rv
while the maxi mum value is related to the max
0 4051A 4.1 GHz;
U 4051 9.1 GHz;
0 4051C 13.5GHz;
0 405D 18.3GHz;
0 4051 27GHz;
0 4051 40.4GHz;
U 40516 45.5GHz;
a 405H 50.2GHz.
0 4051 70GHz.
When the center frequency is adjusted to appr
frequency + 100 MHz) , the current dpaemuwinicly
MHz) . When the center frequency is adjusted 't
Anal yzer, if current span iscented f{ maqguemweny v
wi || aallt loynachange to = 2 | ( staexnitnmeurm fvrael quuee nocfy
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Rules of signal track

When the signal track function i s enabl ed, t h
as center anmeaddurlemdntcugspemtas search span,
the signal peak searched to the center freque

Method 4.Adjust the center frequency, start frequency and stop frequency thioMgnr k ©r. Y

For the use and operation ®fMa r k &r k eYy , pl ease refer to the f4. 1.
analysis and display functionod herein.

5) How to change frequency offset

If you hope that the frequency measurement range displayed on screen is to bedcavitein the frequency
measurement range of Series Signal Analyzer during actual work, the correction value of frequency offset can
be set with number keys on the front panel by pressifgequenc® key on the front panel and activating

[Freq Offset] men. The step size set for frequency offset corresponding to the Up/Down key and knob on the
front panel is same as frequency step size.

4.1.2.3 Settings of bandwidth, filter and sweep

The section mainly describes the meaning of the parameters correspndi®yvVO key andd Swee®

key and provides the operation guidance. When the Series Signal Analyzer is executing the spectrum
measurement, thé BWO key andd Swee® key can be used to set the parameters including resolution
bandwidth, video bandwidth, sweep#, sweep type, etc., which are used to determine the access way of
spectrum data of Series Signal Analyzer and filter type. Differences may exist in other modes, please refer to
relevant user manual

1) Parameter description ofd BWO key

The setting menus casponding to th® BWO key on the front panel include [Res BW], [Video BW],
[VBW/RBW], [Span/RBW], [Filter Type] and [Filter BW].

[Res BW]is used to set and indicate the frequency resolution capability when the Series Signal Analyzer
executes the spectrumeasurement. The parameters of Resolution Bandwidth (RBW) determines the
minimum frequency interval that the spectrum distinguish two signals. The smaller the resolution bandwidth
is, the higher the resolution capability is.

For a simpldrequency signathe trace displayed by swept spectrum analysis is the frequency response shape
of checked IF filter. When the filter bandwidth is changed, the trace width displayed by analyzer will change
at the same time. For two signals with equal amplitude and vesg élequency, the spectrum traces of two
signals display as one signal if the broader filter is selected; if filter narrow enough is used, these two input
signals can be distinguished and display as two separate spectrum peaks. Therefore, the sigioal resolu
capability is determined by the IF filter of analyzer.

When the settings of resolution bandwidth are changed, the IF filter inside the analyzer will change at the
same time. Usually, the resolution bandwidth is defined @8 Bandwidth of filter or a 6dB bandwidth of

filter sometimes. To distinguish two signals with equal amplitude, the resolution bandwidth has to be less than
or equal to signal frequency interval. If the resolution bandwidth is equal to the signal interval and video
bandwidth is Iss than resolution bandwidth, aB dip will appear between two signals on the spectrum trace.
The smaller the resolution bandwidth is, the deeper the dip goes. Therefore, distinction between two adjacent
signals will becleaar.

The desired resolution bdwidth can be realized with IF filter b§051 Series Signal/Spectrum Analyzer
under swept spectrum measurement mode or with FFT filter under FFT spectrum measurement mode. FFT
filter can be understood as the window function operation before executingp&&tfusn operation.
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The Video Bandwidth Filteiis the lowpass filter operation or average operation executed on spectrum trace,
which can smoothen the spectrum trace displayed. Under swept spectrum measurement mode, [Video BW]
(VBW) refers to the bandwidttof low-pass filter executed on spectrum trace. Under FFT spectrum
measurement mode, video bandwidth (VBW) refers to the equivalergdes/filter bandwidth after the FFT
spectrum trace is averaged many times.

[VBW/RBW] is used to set and indicate the @fie value of resolution bandwidth and video bandwidth used

by current spectrum measurement. This parameter can be set automatically or manually. The Series Signal
Analyzer is set as 1 automatically, namely the resolution bandwidth is same as videodtfandhis
parameter only has influence on the settings of video bandwidth. When the video bandwidth is set to auto, the
VBW value of Series Signal Analyzer will be determined based on the current RBW and [VBW/RBW].

[Span/RBW]is used to set and indicateetlspecific value of current span and resolution bandwidth. This
parameter can be set automatically or manually. The Series Signal Analyzer is set as 106 automatically,
namely the resolution bandwidth is approximately equal to 1/106 of current span. fEmsefe only has
influence on the settings of resolution bandwidth. When the resolution bandwidth is set to auto, the resolution
bandwidth of Series Signal Analyzer will be determined based on the current span and [Span/RBW].

[Filter Type] is used to set ether the resolution bandwidth of Series Signal Analyzer is realized with
Gaussian filter or flat top filter.

[Filter BW] is used to set whether the resolution bandwidth is selectatBasdB, noise bandwidth or pulse
bandwidth when the Series Sigrfahalyzer uses the Gaussian filter. When this parameter is changed, the
resolution bandwidth filter is fixed, and the bandwidth value in the information display zone changes.

2) Parameter description ofd Swee® key

The parameters corresponding to th&wee® on the front panel include [Sweep Time], [Sweep Single
-], [Sweep Setuf] and [Sweep Points].

[Sweep Time]s used to set and indicate the time that is used by the Series Signal Analyzer to execute one
measurement. The information of this parameteadisplayed in the lower middle position of screen trace

display area. When the sweep time is set as auto, the Series Signal Analyzer will automatically execute the
sweep based on the sweep type and rules set.

[Sweep Singl.] is used to control whethehda next measurement manually started by the user or auto
start of remeasurement is required for the Series Signal Analyzer after finishing one measurement. The
0 SingleD key andd ConiO key on the front panel also can be used to set this parameter.

| Fromp: |

Continuous measurement and sweep OFF

When the fAWdreaage GMemp)( i s set as 1, or trac
continuous sweep and measuremd@st nkEy.areheqt
Analyzerhei méasuouoemeént after executing one sw

When the fAAboMeage®memp) ( is set as greater th
trace, the Series Si gnnmaelasAmralmezdarp owir lal a bgead au
measurement after reaching the specified ave
key.

The operation OBim@é¢eygndonngheofrbet panel i s

[Sweep Setuf) is used to determine whether Swept or FFT is adopted for the Series Signal Analyzer. Also
set the FFT step bandwidth for FFT sweep.

[Sweep Pointsjs used to set the number of trace data that is required to be captured by the Series Signal
Analyzer during one measurement.

3) Interactions of bandwidth, filter and sweep time
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The bandwidth and filter are closely related to and correlate with the sweep time. The values of resolution
bandwidth and video bandwidth depend on the type of filter sdleatel, meanwhile, these settings have an
influence on other measured parameters to a certain degree. As the analog or digital filter is used, the sweep
speed will be limited by the transient response of IF and video filter.

If VBW > RBW during sweep, théransient time of video filter is not affected. In such case, the transient
response time required is inversely proportional to the square of RBW, as shown below:

Tsweg= k x Span/FBW

Wherein: Tsweep is the minimum sweep time required under the giverasgamsolution bandwidth with
unit of s;

RBW is resolution Bandwidth with unit of Hz;
Span is the display span with unit of Hz;

K refers to the filter constant, depending on the type of filter and permissible error of transient response.
Gaussian filters used for the Series Signal Analyzer by default.

If VBW < RBW, the minimum sweep time required will be affected by the transient time of video filter.
Similar to the IF filter, the reducing bandwidth will increase the transient time. If the analog teghivl

used, the video filter is in general fistder low pass or simple RC circuit; there is one linear relation
between VBW and sweep time. Decrease the video bandwidth by factor n and extend the sweep-time by n
fold.

During FFT, the sweep also intetaavith the resolution bandwidth and video bandwidth. The sweep time is
about the sum of data acquisition time and the time of executing FFT spectrum operations. During FFT
measurement, the sweep time cannot be set randomly, while the Series Signal rApalyiies one
approximate value based on the current resolution bandwidth, video bandwidth and FFT step configuration.

4) How to set parameters of solution bandwidth

Usually, the4051 Series Signal/Spectrum Analyzer sets the resolution bandwidth autorgatiaséld on the
specific value of [Bandwidth/RBW] and current span. There are over 160 scales of settings for the resolution
bandwidth 0f4051 Series Signal/Spectrum Analyzer, with 25 per 10 octave within 1 HaMHz, changing

by 10% step between 1Hz aBdVHz and taking 4 MHz, 5 MHz, 6 MHz, 8 MHz, 10 MHz and 20 MHz above

3 MHz. Changing the resolution bandwidth if it is expected to can be realized in the following two methods:

Method 1.When the specific value of span and resolution bandwidth is changed manually by pressing
[Span/RBW] after pressing thie BWO key on the front panel, the resolution bandwidth will
automatically select based on the specific value.

Method 2. The expected re&dgion bandwidth can be entered with the number keys or the resolution
bandwidth can be set with Up/Down key or knob on the front panel by pressing [Res BW] after
pressingd BWO key on the front panel. When the number of resolution bandwidth is entered
with number keys, the Series Signal Analyzer will automatically set the resolution bandwidth to
the scale closet to the number entered. When the resolution bandwidth is set with Up/Down key,
the resolution bandwidth of Series Signal Analyzer will change irstiyg way of 12-3-5-10.

When the resolution bandwidth is set with knob, all scales of resolution bandwidth can be
selected.

5) How to set parameters of video bandwidth

Usually, the4051 Series Signal/Spectrum Analyzer selects the video bandwidth autonyatiaatd on the
specific value of [VBW/RBW] and according to the current resolution bandwidth. The video bandwidth and
resolution bandwidth c4051Series Signal/Spectrum Analyzer vary in scale. Changing the video bandwidth if
it is expected to can be readd in the following two methods:

Method 1.When the specific value of RBW and VBW is changed manually by pressing [VBW/RBW] after
pressing the BWO key on the front panel, the video bandwidth will automatically select based
on the specific value.
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Method 2 The expected video bandwidth can be entered with the number keys or the video bandwidth can be
set with Up/Down key or knob on the front panel by pressing [Video BW] after pras&wO
key on the front panel. When the number of video bandwidth is entéth number keys, the
Series Signal Analyzer will automatically set the video bandwidth to the scale closet to the number
entered. When the video bandwidth is set with Up/Down key, the video bandwidth of Series Signal
Analyzer will change in the step way 1-2-3-5-10. When the video bandwidth is set with knob,
all scales of resolution bandwidth can be selected.

6) Set sweep parameters manually
Setting the suitable sweep parameters manually is of great help for executing measurement task.

0 Set sweep timananually

When the sweep time @f051 Series Signal/Spectrum Analyzer is set as auto, it usually séhecfastest
sweep time to execute measurement and the maximum error of measurement is lessiBianodrhparison
with the sweep measurement withatéle longer time.

The sweep time can be set with the number keys, Up/Down key or knob on the front panel in the [Sweep
Time Auto | by pressing th® Swee® key on the front panel.

Limitations on the setting of sweep ti me

When the swwepptypequency thendSesdeaers Si@nHdz) A
work out the minimum sweep time based on sucl

type of filter. When the sweep Bwmepseéei meant
Analyzer wildl automatically execute the meas.!|
ti me set manually is greater than 6,000 s,

measurementswasedt iome tdhfe 6, 000 s.

When the sweep tthyep es wiese pz drianes pdn ,Seri es Signa

including resolution bandwidt h, video bandwid
t han t hme smwendpmuti me (lus), the Series Signal
based on the minimum sweep ti me. When the sw
Signal Analyzer will automabhncahkeyswereput e meh

When the sweéehet gweepst FME, cannot be set manu

i How to switch continuous sweep ON and OFF

The continuous sweep ON indicates that the Series Signal Analyzer automatically executes the measurement
based onhte trigger event set. The continuous sweep ON is the default state of the Series Signal Analyzer.

The continuous sweep OFF indicates that the Series Signal Analyzer is manually controlled by the user to
executes the measurement based on the trigger eseriVeen the trace average function is opened, the
Series Signal Analyzer will not stop the measurement until the designated trace average count is reached. For
more details, please referfio4 . 1. 2. 6 Par & Meas etup aneld NMeasCoraradDo herein.

Many methods in thé051Series Signal/Spectrum Analyzer are available for switching the continuous sweep
ON and OFF directly.

Method 1 switch can be realized with [Sweep Sin-] soft menu by pressing Swee® key on the
front panel.

Method 2 switch can be realized by pressingSingled andd ConD key on the front panel

U Configure sweep type rules manually
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For the4051 Series Signal/Spectrum Analyzer, the sweep type includes sweep frequency and FFT, while the
sweep type rulesc i Rzxngaee dBesiBODytmadpeedo.

AfBest Dynamic Rangeo rules: when RBW is or | arger
than 300Hz, the sweep type is FFT.

fiBest Speedo rul es: wHezeahe swedpWpeiissSwapt; whenaRBWessrthartBiiza n 3
the sweep type is FFT.

The user can set the sweep type rules manually by pressiviee® key on the front panel and entering
sweep setting menu. Inthe reset stateddflu sual |y sel ect the sweep type
Dynami ¢ Rangeo.

U  Configure sweep type manually

By setting the [Sweep Setu}) as manual by entering sweep setting menu thrégu§wee® and [Sweep
Type Q key, the user can manually set the sweep type of the current Series Signal Analyzer as sweep
frequency ofFFT.

Judge the parasitic or residual response of S
Th&€£40Skries Signal/ Spectrum Analyzer can carry
When you find the | esser parasitic or residua
response i s generatedl fbyorSelvri ®@wsglIbti ginmatt o Amhw | tylz
sweep type I f the response signal di sappear s
the signal distortion to a certain ddgrSegiies
Analyzer.

i  Configure FFT width manually

The FFT width can be set by activating the [Sweep Qmnd [FFT Widtif) thoughd Swee® key on the
front panel.

Before the FFT width is set manually, the working principle and procesg@batSeries Signal/Spectrum
Analyzer executes the FFT spectrum measurement should be understood first. When the FFT is used to
measure the signal spectrum within one frequency range, the Series Signal Analyzer is tuned to center
frequency of measured frequenange, then the FFT spectrum calculation is carried out for the time domain
data obtained. As the limitation of resolution bandwidth, the maximum frequency range of this way of
measurement is also limited with limit value of FFT width. For the spectruasumement of frequency range
exceeding the FFT width, the Series Signal Analyzer will measure one section of frequency range at a time by
tuning the center frequency of RF reception circuit by step and joint the measured spectrum.

FFT width is only activavhen the FFT sweep type is selected. When the sweep type is set as at@b1the
Series Signal/Spectrum Analyzer will execute FFT spectrum measurement, the maximum resolution
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bandwidth is 1 MHz. The larger is the FFT width, the faster is FFT spectrunurasest, but the dynamic
range performance will be affected.

Under FFT sweep, the FFT width setup limits the maximum value for center frequency step of each tune. For
example, if [<100Hz] is selected, the maximum value for center freq step of each 100¢is As the FFT

width gets larger, the count of instrument center frequencies get smaller when performing measurement of
same frequency scope, and the response measurement gets faster. Therefore, to improve measurement spee
you can manually change tRET width.

The maxi mum FFT

If the FFT width is set as [<= Maximum Val ue]

7) Select the filter bandwidth and type reasonably
U Configure filter type manually

The filter type can be selected manually by activating the [Filter Type] througWO key on the front
panel.

In general, thel051 Series Signal/Spectrum Analyzer uses Gaussian filter, i.e., use filter approximate to the
Gaussian shape to complete filtgriof resolution bandwidth. If the flat top filter is used, the Series Signal
Analyzer adopts filter approximate to the rectangular shape to complete filtering of resolution bandwidth. The
response time of flat top filter o051 Series Signal/Spectrum Awnakr is about 3 times of that of the
Gaussian filter, as the sweep speed of the flat top filter is smaller than that of the Gaussian filter. The flat top
filter has better selectivity than the Gaussian filter and therefore is more capable of distinguistsignals

with unequal amplitude.

i  Configure filter bandwidth manually

The filter bandwidth can be selected manually by activating the [Filter BW] thid@®WO key on the front
panel.

The4051Series Signal/Spectrum Analyzer has four ways to describ®dhssian filter bandwidth: @8 and

6 dB bandwidth of filter, pulse bandwidth and noise bandwidth. Wherein: the noise bandwidth refers to the
bandwidth when the rectangular filter is used to pass through the noise signal power with same peak gains.
The puse bandwidth refers to the bandwidth when the rectangular filter passes through the pulse signal power
with same peak gains.

When the electromagnetic interference test is executed, dBeb@ndwidth or pulse bandwidth is applicable
to describe the filtebandwidth; when the noidie signal or channel power is measured, the noise bandwidth
is applicable to describe the bandwidth.

When the parameters of [Filter BW] are changed, the filter bandwidth actually used will not be affected, and
the Series Signahnalyzer only uses another way to describe the filter bandwidth and display it on the screen
information area. E.g., the 8B (1 kHz) bandwidth and &B (1.41 kHz) bandwidth, equivalent noise
bandwidth filter of 1.0&kHz and equivalent pulse width filtex 1.48kHz.

Theil t eerndt ytphee f il ter bandwi dth

Whend40Bé&ries Signal/ Spectruthf dmat lyeefri lsteedrect g
cannot be selected and the [Filter BW] turns
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4. 1.2.4 Setampplriatmede/lr¥ AXi s

The section mainly describes the meaning of the parameters correspondiryrplitude/Y AxisQO and

provides the operation guidance. TheAmplitude/Y AxisO key and the corresponding setting soft menu are

used to set the amplitude refereree display range of active window of Series Signal Analyzer, which is
available in multiple measurement modes and functions. In the spectrum analysis mode, they are mainly used
to set the reference level, attenuator, display range of level and unit litidmpf the Series Signal Analyzer.

The functions may vary in other measurement modes or functions, please refer to the corresponding manual.

1) Parameter description ofd Amplitude/Y Axis O

The menus corresponding o tite Amplitude/’Y AxisO key on the front panel includiRefLevel],
[Attenuation], [Scale Typ- Line], [Scale/Div], [Auto Scale], [Y Axis Unif), [Ref Level Offset], [Ampl
CorQ.

[RefLevel] refers to the maximum signal acceptable by the measurement hardware on the pegntise th
measured results are guaranteed. The input level exceeding the above the maximum signal may distort. In
such case, the information bar 4851 Series Signal/Spectrum Analyzer will display the prompt information

of AI'F Overl oado.

[Attenuation @ subnenu is mainly used to control the gain distribution of the RF reception hardware of the
Series Signal Analyzer and the includes such parameters to be set as mechanical aé&watbeyuator,

step of mechanical attenuator and maximum mixer level. Only the optidilsoftteruator are configured
properly will the settings of relevaBlec Atteruator become effective.

[Scale Type- Linear] is used to select the trace data in displaado be linear or logarithm. When the

ALogarithmd is selected as the type scale, the gr
graticule is corresponding to the reference level (when the reference level offset is set as zerthe while
numbers corresponding to other Y axesbas et t hrough amplitude scale. W

the type scale, the graticule of Y Axis is segmented in linear and the top graticule is corresponding to the
reference level (when the refereregel offset is set as zero), the bottom graticule 0 V and middle graticule
of Y Axis 1/10 of reference level.

[Scale/Div]is used to set the gain between graticules of Y Axis in the trace display area. This parameter is
effective only when the [Scale Tgpis logarithm. When the scale type is linear, the menu turns grey
automatically and is in the idle state.

[Auto Scale]is used to automatically set the amplitude scale for the current measured data and the reference
value corresponding to the top grateof Y Axis.

[Y Axis Unit] is used to change the scale unit displayed by #axi¥ in the trace display area. By default,
when the scale type is set as fiLogarithmo, the sc
set as fALinear o, the scale unit of Y AxilewnitiolY V. R
Axis can be set as any one of dBm, dBmv, dBma, W, \4BAlv anddBua.

[Ref Level Offset Jis used to increase the reference level display by one offset. Reference level indicates the
absolute amplitude value represented by the top grati€iléAais in the trace display area.

[Ampl Cor Qis used to correct the correction value edited by the user on the measured trace data.
2) Set reference level properly

Reference level indicates the absolute amplitude value represented by the top graWcfilésoh the trace

display area and is closely related to the maximum signal level receivable by the RF input port and internal
mixer of the Series Signal Analyzer. If the reference level is set improperly, the serious signal distortion may
occur, directng affecting the measured results.

The total power of all i nput signals of RF in
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set should be greater than the total power of

The reference level can be set by activating®efLevel] soft menu through thé Amplitude/Y AxisO key,

on the front panel. If you are to set the reference level manually, the Series Signal Analyzer will just correct
the data offset on the measured trecstead of stopping the current measurement in most cases. Only when
the change of reference level brings about the change of associated attenuator will the Series Signal Analyzer
top the current measurement and restart measurement.

Generally, that measen by the4051Series Signal/Spectrum Analyzer is the level value of input signal, while
that displayed by the measured result is the effective value of the unadjusted sine signal level calibrated and

corrected. By default, assuming that the inputimpeglanéd s 50 q, the reference | e
1 mw (0 dBm). For more information about iassumi
A4.1.2.8 I nput heeemd out put settingsao

3) Optimize the measured results by setting attenuator mperly

The attenuator ofl051 Series Signal/Spectrum Analyzer is located at the -backof RF input port and
directly connected to the RF input port, which is mainly used to guarantee that the mixer at the back end of
attenuator will not be damaged by itfing high power RF signal. Therefore, Th#51 Series
Signal/Spectrum Analyzer, by default, will automatically set the attenuator based on the reference level set.
The input level of mixer can be calculated in the following formula:

Input level of mixer= input level of signat attenuator value

The maxi mum input | evel of mixer

The maxi mum i npultO IdeBvne.l Iloff tnhiex esri ginsal | e-t61 dB1
t he wrong measureevde nr etshuel tminxaeyr ontacyu rb,e damaged.

The measuring sensitivity of Series Signal Analyzer is closely related to the attenuator, so the higher the
attenuator is, the greater the inherent noise inside the Series Signal Analyzer is; and the measuring sensitivity
of Series Signal Analyzer will decrease with the increase of noise floor in the trace display area. The
attenuator is usually set asdB to obtain higher measuring sensitivity. The measuring sensitivity will
decrease by 16B and the corresponding averaggise level displayed increases byd®as the decrement
increases by every IdB. Therefore, the decrement of attenuator should be decreased usually to improve the
SNR of measuring signal. However, the greater decrement set can prevent the Seriesn3lgpat from
intermodulation or harmonic distortion, and, in such case, the RF amplification circuit at the back of mixer
can reamplify the signal.

Accordingly, the attenuator can be set as distortion measurement or high sensitivity measurementte® comple
the complicated measurement. If you have not understood the functions of attenuator thoroughly, it is
suggested that the attenuator should be set as auto coupling.

Benefits of setting attenuator manually

When you are execnetasngr etmeert di stuarmht iaosn har mo
di stortion, the greater decrement set is of g
Series Signal Analyzer.

When you are executing t htee nweaatko rd B gswdslie ¢ rheaass ulra
met hod for increasing the measuring sensitiuvi

Two types of attenuators including mechanical attenuatorEded Atteruator are provided for thé051
Series Signal/Spectrum Analyzer. Wherein the mechanical attenuator includes one mechanical attenuator with
step of 2dB, maximum decrement of @8 and AC/DC switch function and one mechanical attenuator with
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step of 6dB and maximum decrement of @B, which jointly form the attenuator component with minimum
step of 20B and maximum decrement of @B. The connection relation is shown in Fig. 4.1.

Internal Calibration

[e)

" Input Interface =
i High Band
‘ { ] ‘ | (>4GHz)
RF Input Interf S 4 a8 }7—};%—*— o (1 1] |
nput Interface C > > = ™ 1 >
P o ‘ (3// \\’) | i ] i | \Y}if | * A | ?‘ [ |
e _'— | Low Band
(<4GHz)
2dB Step Mechanical Attenuator 6dB Step Bqnd Liftiiter Electronic
0-6dB, with AC/DC Coupling Mechanical switch Attenuator
Attenuator (optional)

0-66dB
Fig. 4.1 Connection Relation of AttenuatorsA061Series Signal/Spectrum Analyzer
0 Set mechanical attemator manually

Generally, the mechanical attenuator is set automatically based on the reference level set with diBep of 2
The Series Signal Analyzer will automatically set the attenuator based on the following formula:

Decrement of attenuator = referenievel + gain ofPreAmplifier + external gain reference level offset
maximum mixer level + IF gain

Wherein: if the options dPreAmplifierare not set, its gain isdB; IF gain is the variable gain amplifier at the
back end of the circuit of mixernvisible for the user, which is set automatically by the Series Signal
Analyzer based on the reference level.

In addition, the attenuator values automatically set are greater than or equdBtoTBe decrement of
attenuator calculated based on the formula above is rounded up to an integer and parameters are set based ¢
the step of mechanical attenuator, automatically selecting the closest decrement. E.g., if the decrement of
attenuator calculateis 40.1dB, the attenuator will automatically select 88 (the step of mechanical
attenuator is 1@B) or 42dB (the step of mechanical attenuator 8B).

If you hope to set the mechanical attenuator manually, the decrement of mechanical attenua®r ca
modified with number keys, Up/Down key or knob on the front panel by pre§sikgplitude/Y AxisO key
on the front panel, entering [Attenuati€hmenu and modifying the mechanical attenuator to [Mech Atten

Auto [Nah|.

In addition, you can set the stepmechanical attenuator asiB or 10dB manually. When the step menu of
mechanical attenuator is set as dB, namely [Mech Atten StepdB -], the decrement scope of
mechanical attenuator can only be set withaBO 70 dB with a minimum step of 18B. Then the minimum

step size corresponding to the Up/Down key and knob on the front panel is also setBaaut®@matically.

When the step menu of mechanical attenuator is set a3 damely [Mech Atten Ste- 10aB], the
decrement scope of mechania#tenuator can only be set withirdB - 70 dB with a minimum step of @B.

Then the minimum step size corresponding to the Up/Down key and knob on the front panel is also set as 2
dB automatically.

U Set maximum mixer level

The [Max Mixer Level] in the [Attenuatio@ menu only has an influence on the auto setting algorithm of
attenuator. The maximum mixer level4951Series Signal/Spectrum Analyzeri® dBm by default. Unless
you have a thorough understanding of the giple of measurement of Series Signal Analyzer, do not change
the maximum mixer level.

4) How to set display range of Amplitude/Y Axis
U Set scale type

The scale type can be selected by activating the [Scale.)éine] menu after pressing Amplitude/Y
AxisO key on the front panel. Usually, the Series Signal Analyzer is set as logarithm scale type.
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When the [Scale Ty|. Line] is selected to be linear, the measured values are always linear distribution in
the display check. The linear scale is of great foseexactly displaying the signal level of small range.
However, if the maximum and minimum values of signal are displayed on the screen at the same time, it is
very difficult to display each value exactly or distinguish two approximate signal levelfingaescale type

is commonly applied to the demodulation waveform display of AM signal.

When the [Scale Type] is selected to be logarithm, the smaller measured value display will occupy most area
of screen display area, so it is very effective for distisiging the signals of low level. If you hope to display

the greater measured data of signal level range on one screen, selecting the logarithm scale type is very useful
The unit commonly selected for the logarithm scale type is the data of logaritimagdBm odB).

U  Set display range of Y Axis through amplitude scale and reference level

When the scale type is selected to be logarithm, the amplitude value represented by each division of Y Axis
can be set with number keys, Up/Down key or knob on th& fsanel by pressing Amplitude/Y AxisO
key on the front panel and activating the [Scale/Div] menu. Usually, the Series Signal Analyzer is sf8.as 10

When the reference level is changed with number keys, Up/Down key or knob on the front panel by pressin
0 Amplitude/Y AxisO key on the front panel and activating ti®cfle/Diy menu, the display range of Y

Axis will change, then the measured value represented by the top division of screed is: reference level +
reference level offset, while measured valgjeresented by the bottom division is: reference level + reference
level offset- 10 xamplitude scale value.

The influence of changing display range of Y
As the attenuator and | F gain in the RF recep
when the reference | evel is changed, the corr
sensitivity, willn¢hawmgavas dwelhl s Isfi tyadiwn,
amplitude scale and reference | evel of fset .

i Set display range of Y Axis through amplitude scale and reference level offset

Changing the reference level offset through [Morel/2] swfhu is of help for you to change the logarithmic
amplitude value represented by the top division in the screen display area.

i Set display range of Y Axis through auto scale

When thed Amplitude/Y AxisO key on the front panel is pressed and the [Auto Sea#]menu is then

clicked, the Series Signal Analyzer will set the [Scale/Div] (logarithm scale type) and reference level offset
based on the maximum and minimum value of latest measured data, optimize the display range of Y Axis and
reflect all the latesineasured data on the screen. The auto scale menu corresponding to the active window
may vary slightly in other measurement modes or functions, please refer to the corresponding manual or menu
description of corresponding function for more details.

Aut o Scal e
When you cl
e

ick the [Auto Scale] once, the Ser
and reference | evel of fset once only based on
change of the measured dat a.

5) OpenPreAmplifier (optional)

If the Series Signal Analyzer purchased by you is equipped with the optreamplifier, it can seen that
the [PreAmplifier ON -] menu is in active state by pressingdmplitude/Y AxisO key on the front panel
and [More 1/2) soft menu, or the menu turns grey, indicating idle state. TheibuteAmplifier of Series
Signal Analyzer can be opened by setting the menu.
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By opening thePreAmplifier, the Series Signhal Analyzer can obtain éethoise factor, improving the
measuring sensitivity, and the dynamic range performance (such as TOI indicator) of Series Signal Analyzer
will be deteriorated.

The4051Series Signal/Spectrum Analyzer can be equipped with multiple optidhreAmplifiers, including
the lowbandPreAmplifier (with frequency range from 10 MHz to 4 GHz) and -héind PreAmplifier (10
MHz to upper limit of maximum measured frequency), but only one typeemplifiercan be equipped.

During sweep, the measured result of Se8&gnal Analyzer will automatically take into account the gain of
PreAmplifier. Even though the measured frequency range set by you exceeds the operating frequency range of
built-in PreAmplifier, the Series Signal Analyzer will reflect the corrected gathe measured result.

4.1.2.5 Trigger parameter setting

Under the default settings of spectrum measurement mode, the Series Signal Analyzer executes the
measurement immediately when you start measurement through $iregled and® ContQ, which is

called fee trigger normally. However, the measurement will not be executed sometimes until some
measurement conditions are met. E.g., the measurement will be executed or executed based on certain time
period when the signal level exceeds one certain value. Incaise, the trigger measurement will be used.

The trigger measurement refers to the measurement executed or capture of certain piece of data in the signa
of interest when certain measurement conditions are met (also called trigger event. Setting different trigger
modes and proper trigger parametarsfi help for detecting different signal events. Parameter description of

O Trigh key

Choosing different trigger modes (also called trigger source) by prassingO key on the front panel can
enable the Series Signal Analyzer to execute different tripgasurement tasks. Under the spectrum analysis
mode, thed051Series Signal/Spectrum Analyzer has many trigger modes, including free trigger, video trigger,
power trigger, external trigger 1, external trigger 2, burst signal trigger and timer trigger.

[Video] refers to the trigger measurement based on the video signal lewel fefers to the trigger
measurement based on the power frequency signal of AC power supply; [External 1] refers to the trigger
measurement based on the trigger input port signafrasft panel; [External 2] refers to the trigger
measurement based on the trigger input port signal of rear panel; [RF Burst] refers to the trigger measurement
based on the signal power of RF input port; [Periodic Timer] refers to the predefined tinake perio

Except the timer trigger and free trigger, other trigger modes have the settings of [Trig SlopéQ5Ihe
Series Signal/Spectrum Analyzer can set the trigger polarity for these trigger modes respectively and the [Trig
SIope‘Neg] menu is located in the submenu of each trigger mode. Negative polarity indicates that the
trigger event occurs when the trigger input signal level increases to the trigger level, while negative polarity
indicates that the trigger event occurs whenttigger input signal level decreases to the trigger level.

Except the free trigger, other trigger modes have the settings of trigger delay40BlieSeries
Signal/Spectrum Analyzer can set the trigger delay for these trigger modes respectively anid theldy

ON@GFFf menu is located in the submenu of each trigg
the corresponding menu displays [Trig Delay @M; the Series Signal Analyzer will execute the
measurement immediately after the trigger e n t occur s. When the trigger

corresponding menu displays [Trig Delay (-] the Series Signal Analyzer will not execute the
measurement until a period of time after the trigger event occurs. The trigger delay time sstrwlith
number keys, Up/Down key or knob after the [Trig Delay @RF] is activated.

[Trig Holdoff] can set one time parameter, which limits the minimum time interval of occurrence of effective
trigger event. When the trigger holdoff is opened, the ériggyent that occurs within the trigger holdoff time
will be neglected after one trigger event.

1) Execute video trigger measurement

The trigger input signal corresponding to the video trigger is the IF signal envelope displayed on the screen.
The external tgger level can be set in such steps of pressingtiiedgO key on the front panel, entering
[Video Q, pressing soft menu of [Trigger Level] and then using the number keys, Up/Down key or knob.
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After entering[Video] menu, the Series Signal Analyzer wilitoanatically execute the video trigger
measurement. By default, the vide trigger level2S dBm, and the display line (red) of trigger level and
trigger | evel val ue wil |l di spl ayed on the screen
state bar, as shown in Fig. 4.2.

Spectrum - Swept SA 10:51:36  2016/7/6

Couple: AC | Input: Cal Atten:10dB ‘
Continuous | Avg : Off | Time Gate:Offi

Trigger Level : -25.00 dBm

Trigger Setup

Ref Level 0.00 dBm TLW, NI TSIW, N] TS[W, ! Marker1[T1]:500.0MHz Trigger Level
Log 10.0 dB/Div _ v __T2AW. NI TALIW. NI T6[W, NI _ v i Y :-19.94dBm -25.00 dBm

Trig Slope
Pos Neg

1.00 ps
On Off

Center Freq 500.000000MHz "~ Sweep Time 1.00000ms (1001Points) Span 200.000000MHz
RBW 2.00MHz VBW 2.00MHz Sweep Type: Swept

Waiting for trigger...

Applicable conditions of video trigger

Fig. 4.2 Setting Interface of Video Trigger

Usually, the video trigger is applied to the
nonero spahz]spahe>cObrrect spectrum measur eme
set, then the burst signal trigger mode will

2) Execute external trigger measurement

The trigger input signal corresponding to the externgdér is the trigger input on the front panel (external
trigger 1) or the trigger input on the rear panel (trigger input 2). The trigger input port on the front and rear
panel is BNC. The input port can receive the signal provided by the external dehidevei ranging from5

V - +5 V. The trigger input signal can be sine AC signal or TTL level signal. When the sine AC signal is input,
the comparator circuit inside the Series Signal Analyzer will compare with the trigger level set and then
convertitirio TTL level signal.

The external trigger level can be set in such steps of pressirig Trig® key on the front panel, entering
[External 1§ or [External 20, pressing soft menu of [Trigger Level] and then using the number keys,
Up/Down key or knob. Ithe External Trigger 1 is activated, the Series Signal Analyzer will automatically
select the trigger input signal on the front panel; if the External Trigger 2 is activated, the Series Signal
Analyzer will automatically select the trigger input signatios rear panel.

In the state of external trigger measurement,
72




4. Operating Instruction

4.1 Function operation guide

not and

nected with the external device or
the measur

on
he Seémginas Analyzer cannot execut e

3) Execute power trigger measurement

The trigger input signal corresponding to the power trigger is the power frequency signal of AC power supply
provided for Series Signal Analyzer. The circuit inside the Series Signal Analyzer will automatically extract
the signal and convert it into trigggput signal. The trigger polarity and parameters of trigger delay can be
set in such steps of pressing tharigd key on the front panel and then enterihing] menu. The trigger

level is inactive during power trigger and the corresponding Power THiggeu is not available.

4) Execute burst signal trigger measurement

The trigger input signal corresponding to the burst signal trigger is the IF (intermediate frequency) signal
envelope outputted by the Series Signal Analyzer at the second IF. Some SpradsABalyzers are also

known as IF power trigger, then the IF bandwidth is also known as trigger bandwidth. When the burst signal
of the4051Series Signal/Spectrum Analyzer is triggering, the trigger bandwidth is about 200 MHz. When the
nonzero bandwidth is being measured, the second IF signal approximately represents the signal of start
frequency relating to the measurement of analyzer; when the zero bandwidth is being measured, the second IF
signal approximately represents the signal of cdn¢guency relating to the measurement of analyzer. As the
Series Signal Analyzer has the IF bandwidth of 200 MHz, the noise limits the setting range of the trigger level,
please refer to the Data Manuald@b1Series Signal/Spectrum Analyzer for details.

The external trigger level can be set in such steps of pressirig TigO key on the front panel, entering
[RF BurstQ, pressing soft menu of [Trigger Level] and then using the number keys, Up/Down key or knob.

The trigger | eeMelodfoBteh e sb i ghasi Spectrum Ana

the amplitude correction and reference | evel

set by you and the signal |l eveli thi eptagedybegl

correction and modifying reference | evel of fs
Cauti on

When the start frequency in the state of nonz

of zero bandwidth measutbkbampnl20sMEEpseheoLO H

decrease of the trigger function or failure o

5) Execute timer trigger measurement

The trigger input signal corresponding to the timer trigger is the signal outputted periodighliggularly
inside the Series Signal Analyzer.

In most cases, it is very complicated and difficult to measure the burst RF signal. Although the burst signal
trigger is helpful for executing some routine measurement work of burst RF signal, measusmente

carried out sometimes due to many limiting conditions, e.g., the power of the burst RF signal to be measured
is too small to from effective trigger signal or the power is less than 100 MHz. If you have already known the
generation period of thegsial, the measurement can be carried out by using timer. When the generation
period of the burst RF signal is slow and drifting, or there is difference between the internal time base of
Series Signal Analyzer and that of the device being measured, theremast can also be carried out in such

way as thet051 Series Signal/Spectrum Analyzer adjusts the timer trigger offset and open the sync function
of the timer trigger.
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For the purpose of better understanding and using the timer trigger function, teecgediagram relating to

the measurement of the timer trigger is shown in Fig. 4.3. The synchronizing signal of timer trigger in the
figure is selected as the signal from the port of trigger input 1 on the front panel. The waveform at the top of
the figureis the signal waveform of the port of trigger input 1 on the front panel, whose rising edge will cause
the timer to execute sync, then the timer will generate the timing pulse based on the time base provided by the
Series Signal Analyzer until the endsyinc source holdoff of timer, then the sync will proceed based on the
rising edge of the trigger input. As the internal time base of the Series Signal Analyzer is different from that of
the signal being measured, the input of timer will drift during the&c dyoldoff of timer. The timer offset
determines the actual time of occurrence of the trigger event, when the timer trigger has occurred, the Series

Signal Analyzer will not carry out the measurement until the trigger delay time if the trigger delastageon
| [ |
\ \
External Trigger Input \
Synchronizing Signal | _

|
|
= | | | > i
| | Sync Holdoff Time |
[ Timer | Timer
| Synchronization | Synchronization
Timer Output L W
| Timer Period | |
. Time of Time of Time of Time of Timeof I Time of
| | Occurrence of | Occurrence of | Occurrence of | Occurrence of | Occurrence of | | Occurrence of
Timer Offset | | Trigger Event | Trigger Event | Trigger Event | Trigger Event | Trigger Event | | Trigger Event
Output | |~ 4 X 4 I/ 4/ |
bl :4- Timer Offset \ Time of Occurrence of
I I Trigger Event
[ I
| |
| | Start |
Trigger Signal | | Measurement |
I I — "g/,/ ] 1 I | L = |
! >I |€—Trigger Delay !

Fig. 4.3 Sequence Relation of Timer Trigger and Timing Sync

The parameters of timer trigger including [Sync Source], [Period], [OffdaifgHoldoff], [Trig Delay], etc.
Can be set in such steps of pressingithiigO key on the front panel, emteg [Periodic TimerQJ and then
using the number keys, Up/Down key or knob.

The sync source can be selected as external trigger 1, external trigger 2 or burst signal trigger. With the menu
of [Sync Source], the trigger level and sync source polarity easebthrough the [External 1], [External 2]

and [RF Burst]. If the sync s o @aNeg) itimeanstieetsyn@dsthefl Po s
risin edge of the timer output and syncehg[origr ce s
Slope Poﬁ, it means the sync of the falling edge of the timer output and sync source signal. When the
trigger level of the sync source is set, the trigger level in the corresponding trigger mode menu will change at
the same time.

The mter of f set

When the Series Signal Analyzer sets the para
configure the timing parameters, default the
[ Of fset] nwi,t hheh&emées Signal Analyzer just
instead of resetting or restarting the timer
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4. 1. 2.6 Par ameears Saamntgiphegass oCw nt r o |

The section mainly describes the parameters correspotadihgd Meas Setup key andd Meas ContraD
key on the front panel. The parameters corresponding t teas Setup key vary greatly with different
measurement modes and measurement functions.

1) Description of parameters ofd Meas Control® key

The measurement state of the Series Signal Analyzer can be controlled with soft menus of [Restart] and
[Pause] by pressing the Meas ContrdD key. The menus of [Pause] and [Restart Measurement] cannot
work at the same time. Menu description: when the §&ignal Analyzer is in operation, this menu is used

for pausing current measurement; when in Paused status, this menu is used for continuing measurement. If the
average or hold function is enabled, the average count will be frozen, then the measurdinstap wi
accordingly.

When the Series Signal Analyzer stops measuring, the [Restart] is enabled; the Series Signal Analyzer will
restart measuring by pressing [Restart] menu.

[Restart] is used to restart the current swiping or measurement; when the dabdafigiction of trace is
enabled, the Series Signal Analyzer will reset the current average count and clear the previous hold results by
pressing [Restart] menu.

I f the Series Signal Analyzer is
corresponding operations until t
or [ Restart]

©

heti wipfloa
t he

{
he end of

2) Parameter description ofd Meas Setufd key

Under the mode of spectrum analysis, the parameters set corresponding tMéas Setup key on the
front panel include [Average Num], [Average Type], [Limit LindthNoise Opt] and [ADC Dither].

U Settrace average

The count of trace average and average type can be set by pfeddeas SetuP key on the front panel.
Starting the trace average needs to pres®dtfeaced key on the front panel, select the trace requiring
average and enable thErficeAverage] menu.

[Average Numl]is used to control the average count when the trace avebagiea¢ed key on the front
panel]) is enabled.

[Average Typelis used to control the averaging algorithm of trace data, including video average, voltage
average or power average.

Video average (also called logarithm power average) refers to the average based on the signal level of the log
unit being measured.

Power average (also called root mean square (RMS) average) refers to the process during which average
results are again convertaato the measured values displaying scale requirements after all measured values
are converted into power values and averaged.

Voltage average refers to the process during which average results are again converted into the measurec
values displaying scalequirements after all measured values are converted into voltage values and averaged.

For more details relating to the trace average, please refer to the corresponding menu description.

If the trace average type is set as auto, the Series Signal Anaiflzautamatically select the average type

based on the detector type, marker function, amplitude scale, etc. Of the corresponding trace. Rules on auto

selection of average type: if trace detector (for detector, please refer to relevant informatiomstiaged i

section of 4.1.3) is power average, the average type is selected as power average; if the trace detector (for

detector, please refer to relevant information stated in the section of 4.1.3) is voltage average, the average type
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is selected as voltageverage; if the noise marker, bandwidth power or bandwidth density of the marker
function (for marker function, please refer to relevant information stated in the section of 4.1.3) is opened, the
average type is selected as power average; if the amplitatie(for amplitude scale, please refer to relevant
information stated in the section of 4.1.2.4) is selected as linear scale, the average type is selected as voltage
average or video average.

Average ope4@BronesnSthgeal / Spectrum Analyzer

The trace average is to average the signal | e
The video average detector, power average det
ti me tohe frequency interval data reflected by
Noi se marker is to average the data of mul t
amplitude fluctuation.

The video filter idhal sameonsiadcder deithg ameasadg

The average operation ca
t

ed out to the | oga
averaged wil |l gener at e I

rri
ot a

U Limit line measurement

The function of limit line measurement can help you execute some specified conformance measurements
quickly. The limit line can be edited and the limit line measurement can be started with [Limit Line
Measurement] menu by pressidgVleas Setup on the fronpanel.

U Control ADC dither

The ADC dither circuit of the Series Signal Analyzer can be opened and closed manually with [ADC Dither]
menu corresponding to th Meas Setuf key. The ADC dither function is helpful for improving the
linearity low level sighameasurement at the cost of compromising part of measurement SNR (signal to noise
ratio) performance.

With ADC dither opened, the Series Signal Analyzer can provide better measurement linearity, so as to
improve the fidelity of scale, which works effectiygbarticularly during smaisignal measurement. With
ADC dither closed, the lower noise floor can be obtained.

Under default state, the ADC dither is under auto state; the Series Signal Analyzer sets the auto control of
ADC dither to be open or close baseddifferent measurements.

4. 1.2.7 Parameter settings of coupling and auto

Many parameters 04051 Series Signal/Spectrum Analyzer can be set automatically based on the current
measurement state, so as to enable you to carry out measurement in a merecbnay.

If you hope to restore the measurement parameters from manual state to auto state quickly, all the
measurement parameters will be restored to auto state by présSiogpled and enabling the [Couple All]
menu. The menus corresponding to th€ouwpleO key also include the commogch Atten-Man],
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[Res BWAUES OFF], [Video BWAUtGMar], [VBW/RBW], [Span/RBW], [Sweep Tim@UliéMan] and [CF
StepAli@Man).

The corresponding menus

The parameters of corresponding menus will be
OCouPmenu are modi fied.

4.1.2.8 I nput and output settings

The input and output settings are effective under all measurement modes and measunetrens of Series

Signal Analyzer. The Input/Outpud key on the front panel is used to control the input and output
parameters of Series Signal Analyzer. The input and output interfaces on the front and rear panel of Series
Signal Analyzer may be inlwed generally when the input and output parameters are modified, which remain
unmodified normally, so most input and output parameter settings are not modified when reset is carried out.

l nput and output parameters

Whil e i npuptaraannde toeurtsp uatr e gl obal parameters rel
function of Series Signal Analyzer, al/| me as u
modi fying those parameters, someemanamebdes a

functi ons.

1) Set frequency reference

The frequency reference signal used by the Series Signal Analyzer can be selected from internal or external
with [Freq Re1. Ext] menu by pressing Input/Outpu® key on the front panel.

The frequency reference

When the frequency reference is set as dlnter
inside the analyzer; if the frequency ref ertehn
reference input signal of rear panel

When the frequency reference of the Series Signa
reference signal of 10 MHz even the reference input port of the rear panel is connected with the external
device.

When the frequency reference is set as MAExternalc
provided by the external reference input port of rear panel, the screen message display area will display
i Ref er en c e :incoEecterternalaefertence ihplit signal is sensed, e.g., reference input not available,
the signal power fails to reach the required powe
External Ref erenceo. O n cthosetrdg@redeby theeSenes Signal Anklyzer,ehe c e
error message will be cleared.

2) Set input port
U  Settings of input port selection

The signal measured by the Series Signal Analyzer can be selected as the RG signal inputted from front panel
or the internal alibration signal with [pput PortRF CAL] menu by pressing Input/Outpu® key on the
front panel.
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The screen message display area on the front panel will display the RF input state. If the calibration signal is
selected, t he Al n day;tfthe RRaihput lsignal tofi fronh @r rear ipdnél is delectqa, the
Al nput: RFo will di spl ay.

U  Settings of calibration port selection

If the RF input is selected as calibration, naméiyplit Port RF-], any one of three calibration signals
including 500MHz sine signal, comb wave signal and 4.8 GHz sine signal inside the analyzer can be selected
through [Cal Port].

The internal calibration signals of the Series Signal Analyzer are mainly used to calibration of analyzer. When
the calibration operation isinning (the calibration can be carried out to the analyzer with soft menu of [Align

Q by pressingd Systen® key on the front panel), the analyzer will automatically select those calibration
signals without concern of users.

Setting the RF input toalibration can help you learn to use the analyzer or judge whether fault exists in the
analyzer.

i Settings of coupling method

The coupling method can be switched with [Input Couple.} menu by pressind Input/Outpu® key
on the front panel and then eriig [More 1/2Q. AC represents AC coupling, while DC represents DC
coupling. Signal/spectrum analyzer uses DC coupling by default.

When the input coupling is selected as AC coupling, the blocking capacitor will insert into the back end of the
RF input toprevent the DC signal from entering the internal circuit of the Series Signal Analyzer, so as to
effective protect the Series Signal Analyzer from being damaged due to the DC voltage existing in the RF
input port. However, the AC coupling will limit theequency measurement range of the Series Signal
Analyzer, mainly the measurement of lower frequency signal, e.g., the input signal less than 10 MHz.

For the signal less than 10 MHz, the measurement performance4fiGh&eries Signal/Spectrum Analyzer
is guaranteed under DC coupling.

If the input coupling is selected as DC coupling, it should be noted that the range of the DC voltage existing in
the RF input port must be ensured between-@®0 mv.

Regardless of DC coupling or AC coupling, the powethef signal of the RF input port cannot exceed + 30
dBm (1 W).

i Settings of input impedance

The wunit correction value <can b &@B8Whadnufby pressingvi t h
O Input/Outpud® key on the front panel and then entering [More @2 The actual impedance of the
hardware circuit of the Series Signal Anal yzer i s
calculation, only affecting the measurement results. When the scale of Y Axis uses the voltage or current
(dBmv, dBe VdBe AV, A) as the unit, the input impedance only affect the measurement results; while it
uses the power (dBm, W) as the unit, the measurement results are not affected.

When users measure the device WOt g iamd@eymagngfuldf i %
to set the input i mpedance as 75 q.

3) Set reconstructed signal output (optional)

Multiple auxiliary output ports on the rear panel of the Series Signal Analyzer can be set with [Reconstructed
Signal OutputQ) menu by pressing Input/Outpu® key on the front panel. The auxiliary output ports can

help you use the Series Signal Analyzer to construct the measurement system or output to other external
devices to test, while the output port is not applicable to all measurement modes and measumetiosrst f

i Set reconstructed any IF output (option HO4A + HO4B)

The 4051 Series Signal/Spectrum Analyzer is to realize the any IF output function with two technological
approaches: the first one is to reconstruct the internal fixed IF signal to any IF signal with the digital
processing technology and output through the padiiding narrowband |, narrowband Q and broadband |
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(differential) on the rear panel with SMA female connector; the second one is to convert the second IF signal
into the any IF signal through the analog mixer and output, and the corresponding outfaukeimterthe rear
panel is IF 2.

The settings and use methods of the reconstructed any IF output will be described below. The function of the
reconstructed any IF output is only applicable to the transient analysis Qtlamalysis mode and signal
analyss mode. The different signal types can be selected for the output ports of narrowband I, narrowband Q,
broadband | (differential output port) and broadband Q (differential output port) on the rear panel by setting
reconstructed signal output. The corraggiag relation is shown as Table 4.1. From the above table, it can be
seen that the reconstructed any IF output, AM/FM demodulation outfpudemodulation output and detector
cannot remain valid at the same time.

Table 4.1 Signal Type of Narrowband anad&dlband Output Interface of Rear Panel

: Broadband | Broadband Q
Parameter setting Narrowband |  |Narrowband Q (Differential) (Differential)
Any IF Output IF signal Invalid Invalid Invalid
(BandwidthO40 MHz)
Any IF Output Invalid Invalid IF signal Invalid
(Bandwidth > 40 MHz)
AM/FM Demodulation |AM FM Invalid Invalid
Output . Demodulation | Demodulation
(BandwidthO40 MHz) | Signal Signal
AM/FM  Demodulation Invalid Invalid AM Demodulation FM Demodulatior|
Output Output Output
(Bandwidth > 40 MHz)
I/Q Demodulation Output | channel signal |Q channel signal| Invalid Invalid
(Bandwi dt h
I/Q Demodulation Output Invalid Invalid | channel signal |Q channel signal
(Bandwidth > 40 MHz)
Detector output Detector output |Invalid Invalid Invalid
(Bandwi dt h
Detector output Invalid Invalid Detector output |Invalid
(Bandwidth > 40 MHz)

The step configuration is carried out for the reconstructed IF output bandwidth within 2Q20BI2MHz on

the basis of 2-5. Only when the 40 MHz broadband digital IF (option H38A) or 200 MHz broadband digital
IF (option H38B) is configured is the funati of reconstructed IF output enabled, while the any IF output
(option HO4A) is being configured. The output range of IF and bandwidth vary with different options selected,
the specific mapping relation is shown in Table 4.2.

Table 4.2 Function of Recomstted Any IF Output and Option Configuration Relation Table

Configuration Output Range and Bandwidth off Output Range and Bandwidth of Any IF
Combination of Options |Any IF (Narrowband | Port) (Broadband | Port)
Option HO4A IF Range: 10 MHz 75 MHz Invalid
Bandwidth: 10 MHz
Option HO4A + IF Range: 10 MHz 75 MHz Invalid
Option H38A Bandwidth: O 40
Option HO4A + HO4B + |IF Range: 10 MHz 75 MHz IF Range: 10 MHz 140MHz
Option H38A + H38B Bandwi dt h: O 4 0 |Bandwidth: 50 MHz/100 MHz/200 MHz
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The IF can be set with number keys, Up/Down stepping keys and knob in the [Reconstri@tatife in
the [Reconstructed Signal Outgljtmenu by pressing Input/Outpu® key on the front panel.

The Series Signal Analyzer applies different frequency conversion plans for different wavebands, so the IF
output signal spectrum may invert in comparison with the RF input signal spectrum, that is, the left and right
signal spectrum exchange with eacheotleentering around center frequency, then the inversion can be
switched with the [Spectrum Inversion Switch] soft menu.

The IF output frequency can also be adjusted with the menu of [Reconstru€leghtiF [Digital Gains]. The
gain of thed051Series Signal/Spectrum Analyzer islB by default, then the IF output power isiB- 12dB
less than the RF output power, e.g., if the RF intput powdisIBm, the IF output power {48 dBm to-22
dBm. If you set the digital gain asi®, the IF ouput power will amplify by &1B.

To change the output SNR

The adjustment function of @i gmermd igsmi medlni zt
processing technology, so the par amensetresa darcef
out put SNR.

I f you hope to change
[ Ampl i

t SNR, Prtehfemplaie
Can be set with it

he out ut
ude/ Axi s] key.

i Set AM/FM demodulation output (option HO4A + HO4B)

The 4051 Series Signal/Spectrum Analyzer demodulates the AM/FM signal with digital technology and
outputs through the ports including narrowband |, narrowband Q, broadband | (differential) and broadband Q
(differential) on the rear panel with SMA female conneclidre step configuration is carried out for the
demodulation bandwidth within 100 H200 MHz on the basis of2-5. Only when the 40 MHz broadband
digital IF (option H38A) or 200 MHz broadband digital IF (option H38B) is configured is the function of
AM/FM demodulation output enabled, while the AM/FM demodulation output (option HO4A) is being
configured. The demodulation bandwidth range varies with different options selected, the specific mapping
relation is shown in Table 4.3.

Table 4.3 AM/FM Demodulatio Output Function and Option Configuration Relation Table

Configuration Demodulation Bandwidth Demodulation Bandwidth

Combination of Options  |(Narrowband | and Narrowband ((Broadband | and Broadband Q Port
Port)

Option HO4A Demodul ati on MHzn |Invalid

Option HO4A + Demodul ati on ban|lnvalid

Option H38A

Option HO4A + HO4B + Demodul ati on b an|Demodulation bandwidth:

Option H38A + H38B 50 MHz/100 MHz/200 MHz

When the reconstructed signal output is selecteth@AM/FM demodulation output, the narrowband | or
broadband | port outputs AM demodulation signal, while narrowband Q or broadband Q port outputs FM
demodulation signal.

The [AM Digital Gain] and the [FM Digital Gain] in the [AM/FM Demodulati@hmenu is available for the
adjustment of output voltage. The gain of #@51Series Signal/Spectrum Analyzer islB by default, so the
output voltage of the demodulation signal will double if you set the output gaidEs 6

U  Set detector output

The 4051 Series Signal/Spectrum Analyzer carries out the envelope detector and logarithmic detector for the
RF signal with digital processing technology and outputs through the narrowband | port on the rear panel with
SMA female connector. The step configuratiercarried out for the detector bandwidth within 100-H0
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MHz on the basis of-2-5. When the 40 MHz broadband digital IF (option H38A) is being configured, the
detector bandwidth can be extended to 40 MHz.

You can set the output as logarithm or lingawith the [Output Options] in the [Detector Outgljtmenu,
while the default setting of th051 Series Signal/Spectrum Analyzer is logarithm. The [FM Digital Gain] in
the [Detector Outpuf] menu is also available for the adjustment of the voltagestsfotor output signal. The
4051Series Signal/Spectrum Analyzer isiB by default.

The [Bandwi dth] menu in the functi ofh $ @t Sl dg st
Signal/ Spectrum Analyzer is only used to indi
out put), demodul ation bandwi ddmd AWM/ &tM are mm wdtu
bandwi dth (det ecatroarmeduetrpsu ta)r.e Irfeqtunoseed pp o be ¢
selecting r el evdaMeta smddkue vt phorfo ungeha stuhree ment f unct

Cauti on

The functions including reconstr uktd@eento dluH aotuitop
detector 40BPpuiesf Sigeal / Spectr um Ah/anyazl eyrs iasr
transient analysis mode.

i Set broadband logarithmic detector output (option HO8)

The second IF signal inside th&051 Series Signal/Spectrum Analyzer will go though one fast log
amplification and detector module, and it will output the detector signal to the detector output port (BNC) of
the rear panel. For everydB change in RF input signal, the opeincuit output leel of the detector output

port varies about 25 mv. When the power of the RF input signal is 0 dBm, the voltage of the detector output
port is 1 V (Different Series Signal Analyzers may vary slightly on this). In comparison with the digital
detector outputthe detector output features faster rise time and shorter delayed response time), which can be
used for the test of pulse signal.

The function can be opened or closed with [Detector Output] menu in the [Reconstructed SignalOutput
menu by pressing Input/Outpu® key on the front panel.
4) SetHigh IF output

The4051Series Signal/Spectrum Analyzer connects the intétigdd IF of analyzer to the IF 1 output port on
the rear panel (SMA female) The function can be opened or closedHigfi [F Output] mewu by pressing
O Input/Outpu® key on the front panel.

4085kries Signal/ Spectrum Analyzer wuses the el
used for the internal service or outputted to
when the second I®Gnd@utput i s selected as 0

4. 1.3 Operation guidance on gener al anal ysi s

The section mainly describes the operation guidance on the general analysis and display that are carried out by
the 4051 Series Signal/Spectrum Analyzer using trace and marker under the spectrum analysis mode.
Regardless of measurement mode or measurement task, those operations are of great help to familiarize yoL
with the 4051 Series Signal/Spectrum Analyzer and its udee measurement and analysis method may vary

if you are using other measurement modes, please refer to the user manual of corresponding measuremen
mode.

Trace detector and trace operation | I + F F -1 FFEFFEFEFEFEFEFEEFEFEFEEFEEFLFT 82
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4.1.3.1 Trace detector and trace operation

The trace refers to a set of sampling points of data, each of which (x, y) has one x value generally representing
frequency or time and y value generally representing amplitude. Each data point is also called trace point. In
any trace, the first data poiig called trace 0, while the last one is called trace (sweep {19inthe trace

points are also called sweep points. For the spectrum trace, one trace point is generally corresponding to one
frequency interval, also called Bucket sometimes, and theumsghsalue Y represents a measured data
corresponding to one Bucket. The menu corresponding td frceD key on the front panel can help you
configure the measured trace and complete the trace operation.

Each trace can be considered to be one analyslerimepted to the measured data. Each trace window of the
4051 Series Signal/Spectrum Analyzer can display 6 traces. The trace configurations determine how the
measured data analyzes and displays. The section mainly describes how to configure the tremeutnd e
trace operation.

1) Concept of trace detector

When the sweep type is sweep under the spectrum analysis mode, the Series Signal Analyzer control the LO
by digital mode to carry out step sweep in smallest frequddagng the entire sweep period, the sampling
points captured by ADC in the digital IF circuit are much larger than the sweep points that used by the Series
Signal Analyzer for display. When the sweep type is FFT, the Series Signal Analyzer tunes thiexe@® to
frequency point. During the entire measurement period, after the FFT is carried out, the sampling points
captured by ADC in the digital IF circuit may be larger than the sweep points that used by the Series Signal
Analyzer for display.

E.g., we assue that the sampling frequency of ADC is 100 msa/s, sweep points are 1000, sweep time is 100
ms and the span is 1 GHz. For each sweep, the Series Signal Analyzer capture3shbdplifg points,

which are needed to be turned into 1001 trace data. Equilyaleevery 100,000 sampling data is
corresponding to the trace data at one point, while each trace datum represents the signals appeared with
frequency range of 1 MHz. If the sweep points are added, the span corresponding to each trace datum is
narrower the measured results are more stable and the frequency readout accuracy is higher.

From the above analysis, it can be seen that the trace display needs to turn the more sampling data points intc
the less sweep trace points, which is what the trace detexds to do.

There are many types for the trace detector modes408& Series Signal/Spectrum Analyzer has 7 trace
detector modes:

U Normal detection

Take the maximum value and minimum value from the sampling data assigned to each trace point and display
them at the same time.

U Positive peak detection

Take and display the maximum value from the sampling data assigned to each trace point.
i  Negative peak detection

Take and display the minimum value from the sampling data assigned to each trace point.
i Sampling Value Detector

Take and display the last value from the sampling data assigned to each trace point.

U Power Average Detector

Also called root mean square (RMS) detector. Calculate the root mean square of all sampling data assigned to
each trace point; thé051Series Signal Analyzer envelopes the detector for the RF input signal and obtains
linear voltage. After square these voltage values, take sum and divide the count of sampling data points
corresponding to each trace point. Finally, take square root. \leescale is logarithm, take 20 times of
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logarithm transformation for these RMS values (with 10 as base) and obtain the trace data. When the scale
type is linear, those RMS values are trace data.

U  Voltage Average Detector

Also called average (AVG) detectdrake linear average for all sampling data assigned to each trace point;
the 4051 Series Signal Analyzer envelopes the detector for the RF input signal and obtains linear voltage.
After summing those voltage values, divide the number of sampling data points corresponding to each trace
point. When the scale is logarithm, take 20 timkebgarithm transformation for these RMS values (with 10

as base) and obtain the trace data. When the scale type is linear, those average values are trace data.

i Video Average Detector

Also called Logarithm Power Average Detector, i.e., take the logaritwwempaverage value for all data
assigned to each trace point; earlier Series Signal Analyzer generally displays the measurement trace of
logarithm scale, and all filtering and averaging are based on the logarithm power data; the trace is generally
called & video signal. After digital IF processing is adopted, to make measurement results same as the earlier
Series Signal Analyzer, the video average detector function is added.

The trace detector mode 4051 Series Signal/Spectrum Analyzer can be manuatlpisset as auto selection.
When the detector mode is set as auto selection, the Series Signal Analyzer will automatically select the
suitable detector mode based on the current trace processing mode, marker function and trace average type.

2) Concept oftrace processing

When the Series Signal Analyzer is in the continuous sweep mode or has carried out the sweep measuremen
continuously for many times, the trace processing mode determines how the current measured trace deals with
the previous measured tescto obtain new trace.

The4051Series Signal/Spectrum Analyzer has four trace processing modes:

U Refresh

New trace is directly assigned with the current measured trace, irrelevant with the previous measured traces.
U Average

Based on the average count N setthe ® Meas Setuf , update trace is obtained after averaging the
performance index of the measurement trace.

Detailed algorithm:
New trace = ((K1) previous trace + current measurement trace)/K
Where, K is accumulated average count.

Under continuous measement, when K is accumulated to the average count N set & Meas Setuf ,
the K will always equal to N. Under single measurement status, when K is accumulated to the average count
N set in thed Meas Setup , the measurement will stop.

0 Max. Hold
The newtrace data is assigned with maximum value of previous measured trace data.
U  Min. Hold
The new trace data is assigned with minimum value of previous measured trace data.

For each trace activated, the trace processing mode is defaulted to refreskObliSeries Signal/Spectrum
Analyzer.

3) Trace display ON/OFF

The trace display ON/OFF indicates whether the trace will execute and be displayed on the display are of the
front panel. There are four types of #@51Series Signal/Spectrum Analyzers:

i  Refresh Dispay(Trace on)
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New trace will execute refresh in the internal part of application (backstage) and will be displayed on the
display area of the front panel.

U  Static Display (View)

When the trace [View/ Bl ank] i s s emosteasentiracé amdwdd not t h e
go through trace processing. The latest trace will be displayed in the display area of the front panel.

U Backstage Refresl{Background)

New trace will execute refresh in the internal part of application (backstage), but displeyed on the
display area of the front panel. This type is commonly applied in remote control.

U  Display OFFBlank)

ADi splay OFFO0O indicates that the Series Signal An
display. That means, the trasenot activated and is OFF.

For each trace activated, ti@ace onis defaulted to refresh display in td®51 Series Signal/Spectrum
Analyzer.

4) How to activate and configure trace

The 4051 Series Signal/Spectrum Analyzer can activate up to 6 traceg afthe time including Trace 1,

Trace 2, Trace 3, Trace 4, Trace 5 and Trace 6. The Series Signal Analyzer only activates Trace 1, the
processing mode of Trace 1 is fARefresho, Display
of Trace defalts to auto and other 5 traces are in Display OFF (OFF) state by default.

The prompt area of screen trace message displays:

T1[W, N]

Multiple traces can be selected, activated and configured with [Select Trace] submenu by pr@saoe)

key on the front paneFor the purpose of better understanding and reasonably configuring the trace, we
assume that the Series Signal Analyzer is in the default state and the Trace 1 is activated with processing
mode of HARefresho, Di spl ay ON/ctoriMBde automatically sefe®Rexlfag e s h
Normal. Please activate and configure Trace 2 based on the following steps:

Step 1. Select Trace 2:

Select the Trace 2 in the [Select Trace] submenu by predsifrgceD key on the front panel. After it is
selected, the Sies Signal Analyzer returns to the previous menu automatically. Then the [Select Trace] soft
key menu displays [Select Trace 2], which indicates that the subsequent trace processing mode settings anc
trace Display ON/OFF operation are only applicabldé&Trace 2.

Step 2. Select the processing mode of Trace 2 and activate Trace 2:

When you press th&CJear Writ§ soft menu, the Series Signal Analyzer will automatically activate the Trace
2 and set its processing mode as Refresh, [View/Blank] mefuare [Or] and detector mode as Auto.

If you directly enter the [View/Blank] menu instead of pressitig@r Writg soft menu and selectface O,

the Series Signal Analyzer will also activate the Trace 2 and set its processing mode as Refresh, [View/Blank]
as [frace Omn and detector mode as Auto. It can be seen thatTdaeg¢ O soft menu appears light blue
representing active.

Step 3. Select Max. Hold for the processing mode and sample detector for the detector mode of Trace 2:

By pressing [Max Holdljmenu t he Trace 2 will be set as Max. Ho
Max Hold] menu and the detector mode of Trace 2 will be automatically set as Auto same as Trace 1. The
detector of Trace 2 will be changed to manual sample detector by sglEdimple] for the detector in the
[Detector] submenu.
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Traces and the type of detector

As 40Bkries Signal/ Spectrum Analyzer can only
traces will change to use the same type of de

5) Rules on auto trace average and auto trace detector

If the trace average type is set as auto, the Series Signal Analyzer will automatically select the average type
based on the detector type, marker function, amplitude scale, etc. Of the corresponding trace. Rules on auto
selection of average type: if tracetector (for detector, please refer to relevant information stated in the
section of 4.1.3) is power average, the average type is selected as power average; if the trace detector (for
detector, please refer to relevant information stated in the se€toh.8) is voltage average, the average type

is selected as voltage average; if the noise marker, bandwidth power or bandwidth density of the marker
function (for marker function, please refer to relevant information stated in the section of 4.1.3)ed, dpe

average type is selected as power average; if the amplitude scale (for amplitude scale, please refer to relevani
information stated in the section of 4.1.2.4) is selected as linear scale, the average type is selected as voltage
average or video avage.

If the trace detector is set as auto, the Series Signal Analyzer will automatically select the detector type based
on the processing mode, average type, marker function, amplitude scale, etc. Of the corresponding trace.
Rules on auto selection of téetor type: if the noise marker, bandwidth power in the marker function of the
current trace or any function of bandwidth density function is enabled, the detector mode is automatically
selected as power detector; if the trace average type is power gvragletector mode is automatically
selected as power detector, if the trace processing mode is Max. Hold, the detector mode is automatically
selected as Max. Value; if the trace average is voltage average, the trace detector is automatically selected as
voltage average; if the amplitude scale is linear scale, the detector mode is selected as voltage average detectc
if the trace average type is selected as video average, the detector mode is automatically selected as videc
average,; if the trace procesgiis Min. Value Hold, the detector mode is automatically selected as Min. Value

or normal.

If the trace average type and trace detector type are auto, the auto rules are based on the last settings. E.g.,
the last operation is trace average type sedfitige auto rules of detector type are followed; if the last
operation is detector type settings, the auto rules of average type are followed.

6) Clear trace and clear all traces

Clearing trace is to restore the trace data currently selected in the Sgnak/®alyzer to defaults. If the
current trace processing mode is not Min. Hold, clearing trace will reset the trace data to the minimum value
state; if the current trace processing mode is Min. Hold, clearing trace will reset the trace data to maximum
value state.

Clearing all traces is to restore all trace data currently selected in the Series Signal Analyzer to defaults. If the
current trace processing mode is not Min. Hold, clearing trace will reset the trace data to the minimum value
state; if the tace with processing of Min. Hold exists, clearing trace will reset the trace data to maximum
value state.

Clearing trace and clearing all traces will not change any variable and parameter of analyzer.
7) Open and use trace operation

Trace operation refers to the mathematical operation carried out to the data of two traces. The Series Signal
Analyzer can take mathematical operation for any two traces from the active 6 ones, and save the results to the
update data of the second trackeTrace operation in th#051 Series Signal/Spectrum Analyzer includes
addition and subtraction.
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The math rule is used for specifying the data type of two traces under processing, including logarithmic power,
linear voltage (current) or linear power.

Thetrace operation will be executed witklth] submenu in the [More1/@) menu by pressind Trace&)
key on the front panel. Specific steps are as follows.

Step 1. Select the trace corresponding to the Operand through [Operand] Select menu:

Select any tracamong Trace 1 to Trace 6 by pressing [Opera@brienu; if the trace selected is not active,
the Series Signal Analyzer will automatically activate this trace.

Step 2. Select the trace corresponding to the Operand through [Operan@® menu:

Select any tree among Tracé to Trace 6 by pressing [Operand2menu; if the trace selected is not active,
the Series Signal Analyzer will automatically activate this trace.

Step 3. Execute trace addition:

When the [Op1+Op20p2] menu is pressed, the Series Signalgzer will automatically activate the trace
operation and carry out addition operation to the trace corresponding to Operator 1 and the trace
corresponding to Operator 2 and then save the results to the trace corresponding to Operator 2.

Step 4. Executdrace subtraction:

When the [Opi0p2>0p2] menu is pressed, the Series Signal Analyzer will automatically activate the trace
operation and carry out the subtraction operation to the trace corresponding to Operator 1 and the trace
corresponding to Operat@rand then save the results to the trace corresponding to Operator 2.

Step 5. Change operational rules:

When the Modef] menu is pressed, the data type of two traces in the operation will be changed. Operational
rules are logarithmic by default.

Step 6.Close trace operation:

When the [OFF] menu is pressed, the Series Signal Analyzer will close the trace operation.

The operation results can only be obtained by
operation, cliemaginhgateaaed appwpiandg trace from
so those operations should be avoid.

8) Understand the relation of trace processing and trace operation

The trace operation is the mathematical operation carried out toittent active traces (any two traces from

6 ones) during one sweep, while the trace processing is to average or hold the traces obtained during many
sweeps. Whenever the trace operation function is enabled, operational rules are changed or opeeator select
is changed, the trace data saving operation results will be cleared and the sweep measurement will be re
executed.

After the trace is obtained, execute trace operation, then trace processing and save the processing results t
new trace for display or #t transferred to the users through programmable interface. The specific relation is
shown in Fig. 4.4.
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Previous Trace
Corresponding to

Current Trace Ll
Corresponding to
Operator 1 %
B Trace Operation| ¥
Previous Trace ¥
Correspondingto | o Update Trace
Operator 2 NH {Trace Operation » Corresponding to

Operator 2

Current Trace
Corresponding to
Operator 2

Fig. 4.4 Relation of Trace Processing and Trace Operation

Fig. 4.4 provides the relation figure of trace operation and trace processing corresgon@iogrator 2.

When the trace operation function is enabled, the current trace data of trace processing comes from the results
of trace operation, while the trace operation function is disabled, the current trace data of trace processing
comes from the tiges obtained currently, then update the trace after trace processing including averaging or
holding with previous trace. The trace updated is used for display or transferred to the users through
programmable interface.

The Series Signal Analyzer will alwayexecute trace operation and trace processing to all active traces based
on the sequence of Trace 1, Trace 2, Trace 3, Trace 4, Trace 5 and Trace 6, which is very important. E.g., if
the Operator 1 set by you is corresponding to the Trace 1, while tmat@p2is corresponding to the Trace 2,

the current trace corresponding to the Operator 1 is the trace data that has already gone through detector anc
trace average/hold when the Trace 2 is executed.

9) Copy trace

Copying trace is used to help you select dlaga of one trace (e.g., Trace 1) and copy them to any trace
selected (e.g., Trace 2). Note that Copy Trace is only an operation rather than parameter setting; therefore, it is
only performed once and not for every sweep and measurement.

The Copy Trace Wlibe executed with [Copy] submenu in the [More @2nenu by pressing Trace) key
on the front panel. Assuming that we hope to copy the data of Trace 2 to Trace 3, the execution steps are as
follows:

Step 1. Select Trace 2 as the one corresponding to tBperand 1 through [Operator 1§ menu:
Select Trace 2 by pressing [Operarii henu after entering [Copy] submenu.

Step 2. Select Trace 3 as the one corresponding to the Operand 2 through [Operatdf 2nenu:
Select Trace 3 by pressing [Operadl enuafter entering [Copy] submenu.

Step 3. Execute Copy Trace

The Series Signal Analyzer will execute single Copy Trace by pressing-pO@p2] menu after entering
[Copy] submenu.

4.1.3.2 Marker

Marker can help you quickly select and read specific trace atedaaccurately locate the position of one
measured data in the trace, obtain its information and indicate its position. Each active windowOaflthe
Series Signal/Spectrum Analyzer can activate up to 12 markers.

The marker function is to execute the mooenplicated measurement process and calculation function on the
basis of marker measurement, which can help you execute noise measurement, signal demodulation, high
accuracy frequency measurement, etc.
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The section mainly describes the basic concept apdatipn methods of marker and marker function. The
marker function is not available for all measurement modes and measurement functions. The corresponding
menu will not display in the measurement function without marker or marker function.

1) Type of marker
The4051Series Signal/Spectrum Analyzer has three types of markers:
U [Normal Marker]

Indicating that the marker is position marker. The normal marker can move on the trace points by assigning X
Axis value, and the corresponding trace value is the absallite gf Y Axis.

U Delta Marker

Indicating that the marker is numeric mark&he delta marker refers to the relative value between the
selected marker and its reference marker. The delta marker can move on the trace data by assigning the
relative value of X Axis between itself and its reference marker.

U Fixed Marker

Indicating thatthe marker is position marker. As the name suggests, the fixed marker means that it remains
stationary in the designated position. The fixed marker can move by assigning X Axis and Y Axis-or peak
peak search. Once the move of fixed marker is finishedll itemain stationary. If the normal marker or delta
marker is to be changed to fixed marker, the X Axis position and Y Axis value corresponding to the marker
will remain unchanged.

2) Active marker

One marker is corresponding to one trace, so the markiebavictivated only when it is displayed on the
active window. If the trace display in the current active window is closed, the corresponding trace marker and
marker function will automatically close accordingly. The active marker appears white diamadhd in
corresponding screen position.

By default, when thé MarkeiQ key on the front panel is pressed, #@51Series Signal/Spectrum Analyzer
will automatically activate Marker 1 with type of normal marker, which is corresponding to the trace selected
currently, and place the position of marker in the center of display area, namely the center of x Axis.

The Series Signal Analyzer will automatically activate the markers and set them as normal marker after being
selected through soft keys after enterigglpct Markef].

4. 2 Advanced operation guide

This section introduces the aBVely complex measurement procedures40b1 Series Signal/Spectrum
Analyzer.

Multi-signal measurement ¢+ ¢+ - ¢+ F FFFFFEFEFEFEEFEFEFEEFEEEEEFEREEREEFEFEEREEFLF 89

Distortion measurementt + + + ¢+ - F FFFFFEFFEFEEFEFEFEEFFEFEREEFEEFEFLFF 98
. Measuremerégmall signabl- ¢ - F ¢ FFFFFEFEEFEEEEEFEEFEEEREREEEFREEFEFEFT 107
. Increase frequency resolution by using frequency count futction I F - I F F F I I I | 112
. Noise signal measuremént I + ¢+ - F F FF O FFEEFEEEEFEEFEEEEEREEEEFEEFEERF 114
. AM signal demodulation - + -+ ¢ F ¢+ FFFFEFFEFEEFEEFEEFEFEEREFEEREFEEREFERF 2117
,  Drift signal measurementl- ¢ + ¢+ ¢+ ¢ FFFFFFEFFEFEFEFEFEREEFEEFEEREFFEREFF 2123

Improvement of amplitude measurement accuracy by applying amplitude correction furlctiori26
Time gate measuremént ¢ - ¢+ - FF FFFFFEFEEFEFEEFEEEEREEREEFEEEFLF 128
Chaanel Power - -+ FFFEFEFEEEEEEEEEEEEEFEFEFEEEREEREREEREEREREREREFFF 142
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Occupied Bandwidth & ¢ F ¢+ F F FFFEFEFFEFEFEFEEFEFEEFEFEFEFEEFEEEFEEFEEFF 144
., Adjacent Channel Powert ¢+ I+ FFFFFEFEFEFEFEEFEEFEEFEREEEFEEFEFEF 146

Power Statiste F ¢+ - - FF FFFEFFEFEFEFFEFEEFEFEEEEEEEEFEFEFEFEEFEFFTF 150
., Burst Power I F FVFEFEFEFEEFEEEEFEEEEEFEEEEEEEFEEEEREFEREEEEREEFLFF 154

Harmonic Distortioh I + F ¢+ F FFFFFFEFFEFFEFEEFEFEEEFEFEFEEFEFEEEFIFF 156

Threeorder Intermodulationt - + -+ F - FFFFFEFEFEFEFEFFEEFFEEREEFFEEFFFTFF 158
. Spurious Emissignt + ¢V FEFEEFEFEEEEFEEEEFEFFEEEEEFEEREEEFEREEEEFT 160

Spectral emission mask- + - - F F F - FFFEFEFEFEFEFEFEFEEFEEFEFEEFEEEREFEEFLF 162
, Display and limit ling ¢+ - - F FF FFEFEFEFEEFEEFEFEFEFEREEEREEFLEFL 164
4. 2. 1-sMghal measur ement

4.2.1.1 Use delta marker to compare signals on th

Users may find it easy to compare frequency difference and amplitude difference between sigddlSiwith
When two signals are shown on the screen at the same time, the Series Signal Analyzer can calculate their
difference in frequency and amplitude wiktte delta marker function.

In this section, we take the reference signal output of 10 MHz of the analyzer as input to demonstrate how to
measure the difference in frequency and amplitude of two signals on the same screen.

Step 1: connect reference signalubput of 10 MHz on the rear panel of the analyzer to the RF input
port on the front panel.

Step 2: set the analyzer at spectrum analysis mode and then reset it:
U Pres®d ModeO and [Spectrum].

U Pres® Presed .

Step 3: set center frequency, frequency span anaference level of the analyzer in order to observe 10
MHz reference signal and its 20 MHz harmonic at the same time:

U Pres® Frequenc{ , [Center Freq] and enter 25 MHz.

U Pres®d Span/X Axi© , [Span] and enter 40 MHz.

U  Pres®d Amplitude/Y AxisO , [RefLevel]and exter 0 dBm.

Step 5: open a marker and search for the maximum peak on the trace:

U Pres® Peak Search to ensure the marker is on 10 MHz reference signal.

[Next Pk Left] andNext Pk Right] soft keys in the peak menu can enable shift of the marker from one
peak to another.

Step 6: retain the first marker and trigger a second delta marker:
U Pres®d MarkelO and [Delta Marker].

The diamond symbol of the first marker changes fraolv to red solid, indicating the first fixed marker
(reference point) and the marker No. Changes to 2. The second marker has a diamond symbol with a number
of 1R2, representing the delta marker. When [Delta Marker] is pressed for the first time, tveosnoaddlap

at the same frequency point.

Step 7: use the knob or peak search key on the front panel to move the delta marker to another signal
peak:
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U Pres® Peak Seardh and [Next Peak].

Difference in amplitude and frequency of two markers are shown iménker result area at the top right
corner of the screen. As shown in Fig. 4.5.

Spectrum - Swept SA 11:05:12 2016/7/6

Ref: Int Couple: AC  |Input: RF Atten:10dB
FreeRun Continuous |Avg : Off Time Gate:Off
|

Mkr X Value : 10.000000000 MHz Peak Search

REFEEVEL 000/ d6m TLW, N] TSW, N] TS(W, Deltal rr1] 10.00MHz | [
Log 10.0 dB/Div _ T2AW, NI TAIW, NI TOIW, NI 47.83dB Next Peak
fmazrrl] 10.00MHz | %=
i Y : -6.48dBm | (F———
H ‘ Next Pk Right
| (T
-‘ ‘ Next Pk Left

‘ » » » » | Marker Delta
= Nl Mie->cF
-70.00 T T | 1

-80.00 ‘

Center Freq 25.000000MHz "~ Sweep Time 5.00000ms (1001Points) ' ‘
RBW 390.00kHz VBW 390.00kHz Sweep Type: Swept |

Fig. 4.5 Use of delta marker function

Frequency readout accuracy can be further i mp

4. 2.1.2 Use del tcao mpaarrkee rs ifgunnacltsi onnott oon t he same sc

How to measure difference in frequency and amplitude of two signals not on the same screen? (Such
technology is very useful for measuring harmonic distortion of low level under bandwidth with small
frequency span arldw resolution.)

In this section, we take the signal output of 10 MHz of the analyzer as reference to demonstrate how to
measure difference in frequency and amplitude of two signals when one is inside the screen while the other is
outside.

Step 1 connectreference output of 10 MHz on the rear panel to the RF input on the front panel.
Step 2 set the analyzer in spectrum analysis mode and reset such mode:

U Pres®d Moded and [Spectrum].

U Pres® Presed.

Step 3 set center frequency, frequency span and refererdevel of the analyzer in order to observe 10
MHz reference signal:

U Pres®d Frequenc® , [Center Freq] and enter 10 MHz.

U Pres®d Span/X Axi© , [Span] and enter 5 MHz.
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U Pres®d Amplitude/Y AxisO , [RefLevelland enter 10 dBm.

Step 4: open a marker, set it to thepeak of 10 MHz reference signal and then set center frequency as
marker frequency (10 MHz):

U Pres®d Peak Seardh.

U Presd Mar k®rand [ Marker Y Center Freq].
Step5: trigger a second delta marker:

U Pres®d MarkelO and [Delta].

Step6. increasecenter frequency to 10 MHz in order to observe 20 MHz harmonic of 10 MHz reference
signal:

U Presd Frequenc® , [Center Freq] and yO .

Move the first marker and the delta marker to the left of the screen at the peak of 10 MHz reference signal.
Step7. movedelta marker to peak frequency of 20 MHz harmonic signal:

U Presd Peak Search.

iY20 shown on the |l eft of the screen in Fig. 4.6
than the scope displayed on the screen. Delta marker 1R2 app¢laes2ZhMHz harmonic frequency point.

Delta marker result shows difference in frequency and amplitude between 10 MHz reference signal and 20
MHz harmonic signal.

Spectrum - Swept SA 11:06:55 2016/7/6

Ref: Int | Couple: AC | Input: RF |Atten:10dB | ‘
FreeRun Continuous |Avg : Off | Time Gate:Off|

Mkr X Value : 10.000000000 MHz Peak Search

Ref Level 10.00 dBm TIW, N] TSIW, N TS

Log 10.0 dB/Div T2IW, NI TAIW, N] TSIW, N Next Peak

Y : -6.48dBm|
Next Pk Right
Next Pk Left

Marker Delta

Mkr->CF

|
|
|
|
|
|

Mkr->Ref Lvi

Center Freq 20.000000MHz Sweep Time 5.00000ms (1001Points) Span 5.000000MHz
RBW 50.00kHz VBW 50.00kHz Sweep Type: Swept

Fig. 4.6 Delta marker of two signals on different screens
Step8. close all markers:
U Pres®d MarkelO and [OFF].

91



4. Operating Instruction

4.2 Advanced operation guide

4. 2.1.3 Distinguish measurements of two signals w
1) Basic Concepts

For frequency response of a simfilequency signal, the Series Signal Analyzer has a trace of the shape of the
selected IF filter (usually referred as resolution bandwidth (RBW) filter). When the filter bandwidth is
changed, trace width shown by the amelywill change accordingly. The resolution bandwidth is usually
defined as 3B bandwidth of the filterOr sometimes, @B bandwidth of the filter.

A basic characteristic of the Series Signal Analyzer is that it can separate each spectrum component from a
composite signal. While separation of such component depends upon the resolution bandwidth used. If the
resolution bandwidth is too large, it may bapossible to distinguish each spectrum component, thus
displaying only one signal.

To distinguish two signal of constant amplitude, the resolution bandwidth has to be less than or equal to signal
frequency interval. If the resolution bandwidth is eqoahie frequency interval, adB dip will appear in the

spectral view between two signals. The smaller the resolution bandwidth is, the deeper the dip goes. Therefore,
distinction between signals will be clear

For Series Signal Analyzer in sweep modee sweep time is automatically set as 1/RBMY ensure
measurement accuracy. With frequency span remaining unchanged, if the bandwidth is narrow, higher
frequency resolution should be obtained at the cost of higher sweep time. If the resolution redO0danéyy,

the sweep time will increase by 100 times40%1 RBW can be set to as large as 20 MHz.

To optimize sweep time and maintain standard measurement of the analyzer, the swe@pStivee(D ,
[Sweep Time]) and sweep typ& Sweel® , [Sweep Setup] an@weep Type]) can be set as auto.

2) Measure two signals with frequency interval of 10&Hz

In this section, two signals of constant amplitude with frequency interval diH8@re analyzed by reducing

their resolution bandwidth and video bandwidth. Attention should be paid to ensure that the resolution
bandwidth selected should be equal to signal frequency interval and that the video bandwidth should be
slightly smaller than # resolution bandwidth.

Step 1 connect two signal sources to the RF input port of the analyzer as shown in Fig. 4.7.

Signal generator Signal/spectrum analyzer

Fig. 4.7 Test instrument connection diagram of two input signals

Step 2 set frequency of one signal generator at 300 MHz and the othet 300.1 MHz and them set
output amplitude of both generators at-20 dBm.

Step 3 set the Series Signal Analyzer in spectrum analysis mode and reset:
U Pres®d Moded and [Spectrum];

U Presd Presed.

Step 4 set parameters of the analyzer:

U Pres®d Frequenc® , [Center Freq] and enter 300 MHz.
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i Presd BWO, [Res BW-Man] and enter 30@Hz;
U Pres®d Span/X Axi© , [Span] and enter 2 MHz.

U Pres®d Tracd), [More 1/X), [Detectof) and [Peak] to switch the detector mode to positive peak. Then
you canseethere is only oa signal peak on the screen of the analyzer as shown in Fig. 4.8.

Fig. 4.8 Spectrogram when resolution bandwidth (@89 is larger than signal frequency bandwidth

Step 5 change resolution bandwidth to 10kkHz to make it equal to frequency interval of two signals
and reduce video bandwidth to 1&kHz:

i Presd BWO, [Res BWANBMan] and enter 10kHz;
i Pres® BWO, [Video BW-Man] and enter 1kHz.

You can clearly distinguish two signals with two independent peakspmof them, as shown in Fig. 4.9.

Video bandwidth setting

The video bandckwizdt mridersdato ahowl | evel reducti

screen. For | arge video bandwidth, video volt
suppressed. Therefore, additionad ovfolttvaog ea nd |
trace.
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