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Software and System Features 
Remote control capability with iPad and iPhone 

Engineers and technicians can now remotely monitor and control their FieldFox using their iOS 
device such as an iPhone, iPad, or iPod Touch. FieldFox’s Remote Viewer iOS app emulates 
the front panel of the unit, letting you simply press any FieldFox key right from your iOS device. 
The app also allows you to instantly access technical documents such as data sheets.  

FieldFox’s Data Link software makes report generation and 
documentation easier 

FieldFox’s complimentary Data Link software provides data transfer, data definition and report 
generation. You can add markers and limit lines to traces, and you can load cable files and 
antenna factors using Data Link. 

Remote control via LAN and FieldFox programming 

All FieldFox models can be controlled using SCPI over LAN and USB1. 

Built-in variable voltage DC bias 

FieldFox has a built-in variable voltage DC bias source. The DC bias source can provide DC 
power to amplifiers under test and bias tower mounted amplifiers (TMA) when you need to sweep through the TMA to reach the 
antenna (bias tees available separately). 

Built-in GPS 

A built-in GPS receiver provides geo- location tags to measurements. The geo data-time, 
latitude, longitude, and elevation-can be displayed and saved in data files. In addition to location 
information, the GPS provides an external reference to improve FieldFox frequency accuracy. 

USB keyboard and mouse support 

FieldFox supports use of USB keyboards and mice to simplify the input of text such as file 
names while working in the field. 

 
1 SCPI over USB for the N991x/2x/3x models is only available for serial number prefix starting with MY5607/SG5607/US5607 or 
upgraded with Option N9910HU-xxx. 

Control and view your FieldFox via your 
iPad 

Obtain geolocation data with the built-in 
GPS capability 

Simplify text entry with a USB keyboard 
and mouse 

ООО "ВекторСтар" +7 (499) 390-05-54; sales@vectorstar.ru; https://vectorstar.ru/







http://literature.cdn.keysight.com/litweb/pdf/5990-9836EN.pdf


http://literature.cdn.keysight.com/litweb/pdf/5990-9783EN.pdf.














http://literature.cdn.keysight.com/litweb/pdf/5990-9836EN.pdf
https://www.keysight.com/en/pd-2399098-pn-U7227A/usb-preamplifier-10-mhz-to-4-ghz?nid=-32708.1088509.00&cc=US&lc=eng&cmpid=zzfindu7227a
https://www.keysight.com/en/pd-2400229-pn-U7227C/usb-preamplifier-100-mhz-to-265-ghz?nid=-32708.1088510.00&cc=US&lc=eng&cmpid=zzfindu7227c
file://srsnas01.srs.is.keysight.com/v1/FieldFox/_FY18_NPIs/Lewis%20and%20Clark/Literature/Technical%20Overview/www.keysight.com/find/U7227F
file://srsnas01.srs.is.keysight.com/v1/FieldFox/_FY18_NPIs/Lewis%20and%20Clark/Literature/Technical%20Overview/www.keysight.com/find/U7228A
file://srsnas01.srs.is.keysight.com/v1/FieldFox/_FY18_NPIs/Lewis%20and%20Clark/Literature/Technical%20Overview/www.keysight.com/find/U7228C
file://srsnas01.srs.is.keysight.com/v1/FieldFox/_FY18_NPIs/Lewis%20and%20Clark/Literature/Technical%20Overview/www.keysight.com/find/U7228F
file://srsnas01.srs.is.keysight.com/v1/FieldFox/_FY18_NPIs/Lewis%20and%20Clark/Literature/Technical%20Overview/www.keysight.com/find/346noisesources
http://www.keysight.com/find/fieldfox


http://literature.cdn.keysight.com/litweb/pdf/5990-9783EN.pdf
http://literature.cdn.keysight.com/litweb/pdf/5990-9836EN.pdf
http://literature.cdn.keysight.com/litweb/pdf/5989-8618EN.pdf
http://literature.cdn.keysight.com/litweb/pdf/N9912-90006.pdf
http://literature.cdn.keysight.com/litweb/pdf/5990-5087EN.pdf
http://literature.cdn.keysight.com/litweb/pdf/5990-5363EN.pdf
file://srsnas01.srs.is.keysight.com/v1/FieldFox/_FY18_NPIs/Lewis%20and%20Clark/Literature/Technical%20Overview/www.keysight.com/find/fieldfox

	Carry Precision with You
	Why choose FieldFox?

	Leverage Our Legacy of Measurement Leadership
	FieldFox industry innovations

	Increase System Uptime and Reduce Mission Risk
	Install and maintain cellular systems with the cable and antenna (CAT) tester
	Work better and faster in radar installation and maintenance (I&M)
	Accelerate I&M work at satellite ground stations

	Enhance Research and Education
	Add the ultimate companion tool to every R&D bench
	Bring a new dimension to engineering classes and labs

	Pick Up FieldFox for its Ergonomics
	… and Depend on Its Durability and Convenience
	… and Depend on Its Durability and Convenience
	Utilize the Industry’s Most Comprehensive Handheld Analyzers
	Utilize the Industry’s Most Comprehensive Handheld Analyzers (continued)
	Utilize the Industry’s Most Comprehensive Handheld Analyzers (continued)
	Choose the FieldFox that Meets Your Needs3F
	Create the Right Configuration for Your Application
	Cable and Antenna Analyzer
	Insertion loss and cable loss
	Return loss/VSWR
	Distance-to-fault (DTF) and time-domain reflectometry (TDR)
	Measure both DTF and TDR in single sweep
	CalReady-calibrated at power on and ready to go
	Hassle-free calibration in the field with QuickCal
	Broadband calibration
	User cal kit support
	Fast and accurate calibration with ECal

	Spectrum Analyzer
	Unprecedented amplitude accuracy without instrument warm-up
	Channel power measurements
	Spectrum Emission Mask (SEM)
	Spectrum analyzer time gating
	Periodic frame trigger synchronized with GPS
	Real-time spectrum analyzer (RTSA)
	N6820ES Surveyor 4D software
	Interference analyzer
	Channel scanner
	Noise figure (NF)
	AM/FM analog demodulation
	IF signal output
	Field strength measurements
	Independent signal source
	Extended range transmission analysis (ERTA)
	Digitally modulated signal quality verification
	I/Q analyzer
	Over-the-Air (OTA) Measurements for LTE FDD or TDD
	Over-the-Air Measurements for 5G(TF)7F
	EMF Measurements
	Indoor and outdoor mapping

	Vector Network Analyzer
	Calibration
	Network analyzer time domain
	Waveguide support
	Vector voltmeter
	Mixed-mode S-parameters

	USB power sensor support
	USB power measurements versus frequency
	Pulse measurements

	Software and System Features
	Remote control capability with iPad and iPhone
	FieldFox’s Data Link software makes report generation and documentation easier
	Remote control via LAN and FieldFox programming
	Built-in variable voltage DC bias
	Built-in GPS
	USB keyboard and mouse support

	Designed for You and the Work You Do Everyday
	Carry FieldFox wherever you need to go
	Field-proof usability for better answers in less time

	Designed for Your Toughest Working Conditions
	Configuration in Brief
	Specifications in Brief
	Cable and antenna analyzer (CAT) and vector network analyzer (VNA)
	Cable and antenna analyzer (CAT) and vector network analyzer (VNA) (continued)
	Cable and antenna analyzer (CAT) and vector network analyzer (VNA) (continued)
	Spectrum analyzer
	Spectrum analyzer (continued)
	Real-time spectrum analyzer (RTSA)
	Analysis bandwidth 1, 2
	General information
	Accessories in Brief
	Carry Precision with You



